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SECTION 01 00 00
GENERAL REQUIREMENTS

1.1 GENERAL INTENTION

A. Contractor shall completely prepare site for building operations,

including demolition and removal of existing structures, and furnish

labor and materials and perform work for SMOKE SHELTER AT RESIDENTAL

REHAB as required by drawings and specifications.

B. Visits to the site by Bidders may be made only by appointment with the

Medical Center Engineering Officer.

C. The VA Engineering Office at 1700 South Lincoln Ave, Lebanon PA renders

certain technical services during construction. Such services shall be

considered as advisory to the Government and shall not be construed as

expressing or implying a contractual act of the Government without

affirmations by the official COR or his duly authorized representative.

D. Before placement and installation of work subject to tests by testing

laboratory retained by Department of Veterans Affairs, the Contractor

shall notify the COR in sufficient time to enable testing laboratory

personnel to be present at the site in time for proper taking and

testing of specimens and field inspection. Such prior notice shall be

not less than three work days unless otherwise designated by the COR.

E. All employees of general contractor and subcontractors shall comply with

GOVERNMENT security management program and obtain permission of the

GOVERNMENT police, be identified by project and employer, and restricted

from unauthorized access.

F. Prior to commencing work, general contractor shall provide proof that a

OSHA certified “competent person” (CP) (29 CFR 1926.20(b)(2) will

maintain a presence at the work site whenever the general or

subcontractors are present.

G. Training:

1. All employees of general contractor or subcontractors shall have the

10-hour OSHA certified Construction Safety course and /or other

relevant competency training, as determined by GOVERNMENT CP with

input from the ICRA team.

2. Project Superintendent shall have 30-hour OSHA certified Construction

Safety course training.

3. Submit training records of all such employees for approval before the

start of work.
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1.2 STATEMENT OF BID ITEM(S)

A. ITEM I, GENERAL CONSTRUCTION: Purchase and install a Smoking Shelter,

concrete pad, HVAC unit, and electrical connections as stated in the

Scope of Work, Drawings, and Specifications.

1.3 SPECIFICATIONS AND DRAWINGS FOR CONTRACTOR

A. AFTER AWARD OF CONTRACT, an electronic set of specifications and

drawings will be furnished.

1.4 CONSTRUCTION SECURITY REQUIREMENTS

A. Security Plan:

1. The security plan defines both physical and administrative security

procedures that will remain effective for the entire duration of the

project.

2. The General Contractor is responsible for assuring that all sub-

contractors working on the project and their employees also comply

with these regulations.

B. Security Procedures:

1. General Contractor’s employees shall not enter the project site

without appropriate badge. They may also be subject to inspection of

their personal effects when entering or leaving the project site.

2. For working outside the “regular hours” as defined in the contract,

The General Contractor shall give 3 days notice to the COR so that

security arrangements can be provided for the employees. This notice

is separate from any notices required for utility shutdown described

later in this section.

3. No photography of GOVERNMENT premises is allowed without written

permission of the COR.

4. GOVERNMENT reserves the right to close down or shut down the project

site and order General Contractor’s employees off the premises in the

event of a national emergency. The General Contractor may return to

the site only with the written approval of the COR.

C. Key Control:

1. The General Contractor shall provide duplicate keys and lock

combinations to the COR for the purpose of security inspections of

every area of project including tool boxes and parked machines and

take any emergency action.

D. Document Control:

1. Before starting any work, the General Contractor/Sub Contractors

shall submit an electronic security memorandum describing the

approach to following goals and maintaining confidentiality of

“sensitive information”.
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2. The General Contractor is responsible for safekeeping of all

drawings, project manual and other project information. This

information shall be shared only with those with a specific need to

accomplish the project.

3. Certain documents, sketches, videos or photographs and drawings may

be marked “Law Enforcement Sensitive” or “Sensitive Unclassified”.

Secure such information in separate containers and limit the access

to only those who will need it for the project. Return the

information to the COR upon request.

4. These security documents shall not be removed or transmitted from the

project site without the written approval of COR.

5. All paper waste or electronic media such as CD’s and diskettes shall

be shredded and destroyed in a manner acceptable to the GOVERNMENT.

6. Notify COR and Site Security Officer immediately when there is a loss

or compromise of “sensitive information”.

7. All electronic information shall be stored in specified location

following GOVERNMENT standards and procedures using an Engineering

Document Management Software (EDMS).

a. Security, access and maintenance of all project drawings, both

scanned and electronic shall be performed and tracked through the

EDMS system.

b. “Sensitive information” including drawings and other documents may

be attached to e-mail provided all GOVERNMENT encryption

procedures are followed.

E. Motor Vehicle Restrictions

1. Vehicle authorization request shall be required for any vehicle

entering the site and such request shall be submitted 24 hours before

the date and time of access. Access shall be restricted to picking up

and dropping off materials and supplies.

2. Separate permits shall be issued for General Contractor and its

employees for parking in designated areas only.

1.5 FIRE SAFETY

A. Applicable Publications: Publications listed below form part of this

Article to extent referenced. Publications are referenced in text by

basic designations only.

1. American Society for Testing and Materials (ASTM):

E84-2008.............Surface Burning Characteristics of Building

Materials

2. National Fire Protection Association (NFPA):

10-2006..............Standard for Portable Fire Extinguishers

30-2007..............Flammable and Combustible Liquids Code
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51B-2003.............Standard for Fire Prevention During Welding,

Cutting and Other Hot Work

70-2007..............National Electrical Code

241-2004.............Standard for Safeguarding Construction,

Alteration, and Demolition Operations

3. Occupational Safety and Health Administration (OSHA):

29 CFR 1926..........Safety and Health Regulations for Construction

B. Fire Safety Plan: Establish and maintain a fire protection program in

accordance with 29 CFR 1926. Prior to start of work, prepare a plan

detailing project-specific fire safety measures, including periodic

status reports, and submit to COR for review for compliance with

contract requirements in accordance with Section 01 33 23, SHOP

DRAWINGS, PRODUCT DATA AND SAMPLES Prior to any worker for the

contractor or subcontractors beginning work, they shall undergo a safety

briefing provided by the general contractor’s competent person per OSHA

requirements. This briefing shall include information on the

construction limits, VAMC safety guidelines, means of egress, break

areas, work hours, locations of restrooms, use of VAMC equipment, etc.

Documentation shall be provided to the COR that individuals have

undergone contractor’s safety briefing.

C. Site and Building Access: Maintain free and unobstructed access to

facility emergency services and for fire, police and other emergency

response forces in accordance with NFPA 241.

D. Separate temporary facilities, such as trailers, storage sheds, and

dumpsters, from existing buildings and new construction by distances in

accordance with NFPA 241. For small facilities with less than 6 m (20

feet) exposing overall length, separate by 3m (10 feet).

E. Not Used.

F. Temporary Heating and Electrical: Install, use and maintain

installations in accordance with 29 CFR 1926, NFPA 241 and NFPA 70.

G. Means of Egress: Do not block exiting for occupied buildings, including

paths from exits to roads. Minimize disruptions and coordinate with COR.

H. Egress Routes for Construction Workers: Maintain free and unobstructed

egress. Inspect daily. Report findings and corrective actions weekly to

COR.

I. Fire Extinguishers: Provide and maintain extinguishers in construction

areas and temporary storage areas in accordance with 29 CFR 1926, NFPA

241 and NFPA 10.

J. Flammable and Combustible Liquids: Store, dispense and use liquids in

accordance with 29 CFR 1926, NFPA 241 and NFPA 30.



VA PROJECT NO. #595-17-104 VACO – LEBANON VA MEDICAL CENTER
08-10

GENERAL REQUIREMENTS 01 00 00 -5

K. Sprinklers: Install, test and activate new automatic sprinklers prior to

removing existing sprinklers.

L. Existing Fire Protection: Do not impair automatic sprinklers, smoke and

heat detection, and fire alarm systems, except for portions immediately

under construction, and temporarily for connections. Provide fire watch

for impairments more than 4 hours in a 24-hour period. Request

interruptions in accordance with Article, OPERATIONS AND STORAGE AREAS,

and coordinate with COR. All existing or temporary fire protection

systems (fire alarms, sprinklers) located in construction areas shall be

tested as coordinated with the medical center. Parameters for the

testing and results of any tests performed shall be recorded by the

medical center and copies provided to the COR.

M. Smoke Detectors: Prevent accidental operation. Remove temporary covers

at end of work operations each day. Coordinate with COR.

N. Hot Work: Perform and safeguard hot work operations in accordance with

NFPA 241 and NFPA 51B. Coordinate with COR. Obtain permits from

facility Safety Manager Officer at least 24 hours in advance. Designate

contractor's responsible project-site fire prevention program manager to

permit hot work.

O. Fire Hazard Prevention and Safety Inspections: Inspect entire

construction areas weekly. Coordinate with, and report findings and

corrective actions weekly to COR.

P. Smoking: Smoking is prohibited in and adjacent to construction areas

inside existing buildings and additions under construction. In separate

and detached buildings under construction, smoking is prohibited except

in designated smoking rest areas.

Q. Dispose of waste and debris in accordance with NFPA 241. Remove from

buildings daily.

R. Perform other construction, alteration and demolition operations in

accordance with 29 CFR 1926.

S. If required, submit documentation to the COR that personnel have been

trained in the fire safety aspects of working in areas with impaired

structural or compartmentalization features.

1.6 OPERATIONS AND STORAGE AREAS

A. The Contractor shall confine all operations (including storage of

materials) on Government premises to areas authorized or approved by the

COR. The Contractor shall hold and save the Government, its officers and

agents, free and harmless from liability of any nature occasioned by the

Contractor's performance.

B. Temporary buildings (e.g., storage sheds, shops, offices) and utilities

may be erected by the Contractor only with the approval of the COR and
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shall be built with labor and materials furnished by the Contractor

without expense to the Government. The temporary buildings and utilities

shall remain the property of the Contractor and shall be removed by the

Contractor at its expense upon completion of the work. With the written

consent of the COR, the buildings and utilities may be abandoned and

need not be removed.

C. The Contractor shall, under regulations prescribed by the COR, use only

established roadways, or use temporary roadways constructed by the

Contractor when and as authorized by the COR. When materials are

transported in prosecuting the work, vehicles shall not be loaded beyond

the loading capacity recommended by the manufacturer of the vehicle or

prescribed by any Federal, State, or local law or regulation. When it is

necessary to cross curbs or sidewalks, the Contractor shall protect them

from damage. The Contractor shall repair or pay for the repair of any

damaged curbs, sidewalks, or roads.

D. Working space and space available for storing materials shall be as

determined by the COR.

E. Workmen are subject to rules of Medical Center applicable to their

conduct.

F. Execute work so as to interfere as little as possible with normal

functioning of Medical Center as a whole, including operations of

utility services, fire protection systems and any existing equipment,

and with work being done by others. Use of equipment and tools that

transmit vibrations and noises through the building structure, are not

permitted in buildings that are occupied, during construction, jointly

by patients or medical personnel, and Contractor's personnel, except as

permitted by COR where required by limited working space.

1. Do not store materials and equipment in other than assigned areas.

2. Schedule delivery of materials and equipment to immediate

construction working areas within buildings in use by Department of

Veterans Affairs in quantities sufficient for not more than two work

days. Provide unobstructed access to Medical Center areas required to

remain in operation.

3. Where access by Medical Center personnel to vacated portions of

buildings is not required, storage of Contractor's materials and

equipment will be permitted subject to fire and safety requirements.

G. Utilities Services: Where necessary to cut existing pipes, electrical

wires, conduits, cables, etc., of utility services, or of fire

protection systems or communications systems (except telephone), they

shall be cut and capped at suitable places where shown; or, in absence
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of such indication, where directed by COR. All such actions shall be

coordinated with the Utility Company involved:

1. Whenever it is required that a connection fee be paid to a public

utility provider for new permanent service to the construction

project, for such items as water, sewer, electricity, gas or steam,

payment of such fee shall be the responsibility of the Government and

not the Contractor.

H. Phasing: To insure such executions, Contractor shall furnish the COR

with a schedule of approximate phasing dates on which the Contractor

intends to accomplish work in each specific area of site, building or

portion thereof. In addition, Contractor shall notify the COR three

weeks in advance of the proposed date of starting work in each specific

area of site, building or portion thereof. Arrange such phasing dates to

insure accomplishment of this work in successive phases mutually

agreeable to Medical Center Director, COR and Contractor, as follows:

I. Buildings No. 34, 35, 36, and 37 will be occupied during performance of

work; but immediate areas of alterations will be vacated.

1. Contractor shall take all measures and provide all material necessary

for protecting existing equipment and property in affected areas of

construction against dust and debris, so that equipment and affected

areas to be used in the Medical Centers operations will not be

hindered. Contractor shall permit access to Department of Veterans

Affairs personnel and patients through other construction areas which

serve as routes of access to such affected areas and equipment.

Coordinate alteration work in areas occupied by Department of

Veterans Affairs so that Medical Center operations will continue

during the construction period.

2. Immediate areas of alterations not mentioned in preceding

Subparagraph 1 will be temporarily vacated while alterations are

performed.

J. Construction Fence: Before construction operations begin, Contractor

shall provide a chain link construction fence, 2.1m (seven feet) minimum

height, around the construction area indicated on the drawings. Provide

gates as required for access with necessary hardware, including hasps

and padlocks. Fasten fence fabric to terminal posts with tension bands

and to line posts and top and bottom rails with tie wires spaced at

maximum 375mm (15 inches). Bottom of fences shall extend to 25mm (one

inch) above grade. Remove the fence when directed by COR.

K. Not used.

L. Utilities Services: Maintain existing utility services for Medical

Center at all times. Provide temporary facilities, labor, materials,
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equipment, connections, and utilities to assure uninterrupted services.

Where necessary to cut existing water, steam, gases, sewer or air pipes,

or conduits, wires, cables, etc. of utility services or of fire

protection systems and communications systems (including telephone),

they shall be cut and capped at suitable places where shown; or, in

absence of such indication, where directed by COR.

1. No utility service such as water, gas, steam, sewers or electricity,

or fire protection systems and communications systems may be

interrupted without prior approval of COR. Electrical work shall be

accomplished with all affected circuits or equipment de-energized.

When an electrical outage cannot be accomplished, work on any

energized circuits or equipment shall not commence without the

Medical Center Director’s prior knowledge and written approval.

2. Contractor shall submit a request to interrupt any such services to

COR, in writing, 48 hours in advance of proposed interruption.

Request shall state reason, date, exact time of, and approximate

duration of such interruption.

3. Contractor will be advised (in writing) of approval of request, or of

which other date and/or time such interruption will cause least

inconvenience to operations of Medical Center. Interruption time

approved by Medical Center may occur at other than Contractor's

normal working hours.

4. Major interruptions of any system must be requested, in writing, at

least 15 calendar days prior to the desired time and shall be

performed as directed by the COR.

5. In case of a contract construction emergency, service will be

interrupted on approval of COR. Such approval will be confirmed in

writing as soon as practical.

6. Whenever it is required that a connection fee be paid to a public

utility provider for new permanent service to the construction

project, for such items as water, sewer, electricity, gas or steam,

payment of such fee shall be the responsibility of the Government and

not the Contractor.

M. Abandoned Lines: All service lines such as wires, cables, conduits,

ducts, pipes and the like, and their hangers or supports, which are to

be abandoned but are not required to be entirely removed, shall be

sealed, capped or plugged. The lines shall not be capped in finished

areas, but shall be removed and sealed, capped or plugged in ceilings,

within furred spaces, in unfinished areas, or within walls or

partitions; so that they are completely behind the finished surfaces.
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N. To minimize interference of construction activities with flow of Medical

Center traffic, comply with the following:

1. Keep roads, walks and entrances to grounds, to parking and to

occupied areas of buildings clear of construction materials, debris

and standing construction equipment and vehicles. Wherever excavation

for new utility lines cross existing roads, at least one lane must be

open to traffic at all times.

2. Method and scheduling of required cutting, altering and removal of

existing roads, walks and entrances must be approved by the COR.

O. Coordinate the work for this contract with other construction operations

as directed by COR. This includes the scheduling of traffic and the use

of roadways, as specified in Article, USE OF ROADWAYS.

1.7 ALTERATIONS

A. Survey: Before any work is started, the Contractor shall make a thorough

survey with the COR and a representative of GOVERNMENT Supply Service,

of areas of buildings in which alterations occur and areas which are

anticipated routes of access, and furnish a report, signed by all three,

to the COR. This report shall list by rooms and spaces:

1. Existing condition and types of resilient flooring, doors, windows,

walls and other surfaces not required to be altered throughout

affected areas of building.

2. Existence and conditions of items such as plumbing fixtures and

accessories, electrical fixtures, equipment, venetian blinds, shades,

etc., required by drawings to be either reused or relocated, or both.

3. Shall note any discrepancies between drawings and existing conditions

at site.

4. Shall designate areas for working space, materials storage and routes

of access to areas within buildings where alterations occur and which

have been agreed upon by Contractor and COR.

B. Any items required by drawings to be either reused or relocated or both,

found during this survey to be nonexistent, or in opinion of COR, to be

in such condition that their use is impossible or impractical, shall be

furnished and/or replaced by Contractor with new items in accordance

with specifications which will be furnished by Government. Provided the

contract work is changed by reason of this subparagraph B, the contract

will be modified accordingly, under provisions of clause entitled

"DIFFERING SITE CONDITIONS" (FAR 52.236-2) and "CHANGES" (FAR 52.243-4

and VAAR 852.236-88).

C. Re-Survey: Thirty days before expected partial or final inspection date,

the Contractor and COR together shall make a thorough re-survey of the

areas of buildings involved. They shall furnish a report on conditions
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then existing, of resilient flooring, doors, windows, walls and other

surfaces as compared with conditions of same as noted in first condition

survey report:

1. Re-survey report shall also list any damage caused by Contractor to

such flooring and other surfaces, despite protection measures; and,

will form basis for determining extent of repair work required of

Contractor to restore damage caused by Contractor's workmen in

executing work of this contract.

D. Protection: Provide the following protective measures:

1. Wherever existing roof surfaces are disturbed they shall be protected

against water infiltration. In case of leaks, they shall be repaired

immediately upon discovery.

2. Temporary protection against damage for portions of existing

structures and grounds where work is to be done, materials handled

and equipment moved and/or relocated.

3. Protection of interior of existing structures at all times, from

damage, dust and weather inclemency. Wherever work is performed,

floor surfaces that are to remain in place shall be adequately

protected prior to starting work, and this protection shall be

maintained intact until all work in the area is completed.

1.8 INFECTION PREVENTION MEASURES

A. Implement the requirements of VAMC’s Infection Control Risk Assessment

(ICRA) team. ICRA Group may monitor dust in the vicinity of the

construction work and require the Contractor to take corrective action

immediately if the safe levels are exceeded.

B. Establish and maintain a dust control program as part of the

contractor’s infection preventive measures in accordance with the

guidelines provided by ICRA Group. Prior to start of work, prepare a

plan detailing project-specific dust protection measures, including

periodic status reports, and submit to COR for review for compliance

with contract requirements in accordance with Section 01 33 23, SHOP

DRAWINGS, PRODUCT DATA AND SAMPLES.

1. All personnel involved in the construction or renovation activity

shall be educated and trained in infection prevention measures

established by the medical center.

C. Medical center Infection Control personnel shall monitor for airborne

disease (e.g. aspergillosis) as appropriate during construction. A

baseline of conditions may be established by the medical center prior to

the start of work and periodically during the construction stage to

determine impact of construction activities on indoor air quality. In

addition:
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1. The RE and VAMC Infection Control personnel shall review pressure

differential monitoring documentation to verify that pressure

differentials in the construction zone and in the patient-care rooms

are appropriate for their settings. The requirement for negative air

pressure in the construction zone shall depend on the location and

type of activity. Upon notification, the contractor shall implement

corrective measures to restore proper pressure differentials as

needed.

2. In case of any problem, the medical center, along with assistance

from the contractor, shall conduct an environmental assessment to

find and eliminate the source.

D. In general, following preventive measures shall be adopted during

construction to keep down dust and prevent mold.

1. Dampen debris to keep down dust and provide temporary construction

partitions in existing structures where directed by COR. Blank off

ducts and diffusers to prevent circulation of dust into occupied

areas during construction.

2. Do not perform dust producing tasks within occupied areas without the

approval of the COR. For construction in any areas that will remain

jointly occupied by the medical Center and Contractor’s workers, the

Contractor shall:

a. Provide dust proof two-hour fire-rated temporary drywall

construction barriers to completely separate construction from the

operational areas of the hospital in order to contain dirt debris

and dust. Barriers shall be sealed and made presentable on

hospital occupied side. Install a self-closing rated door in a

metal frame, commensurate with the partition, to allow worker

access. Maintain negative air at all times. A fire retardant

polystyrene, 6-mil thick or greater plastic barrier meeting local

fire codes may be used where dust control is the only hazard, and

an agreement is reached with the COR and Medical Center.

b. HEPA filtration is required where the exhaust dust may reenter the

breathing zone. Contractor shall verify that construction exhaust

to exterior is not reintroduced to the medical center through

intake vents, or building openings. Install HEPA (High Efficiency

Particulate Accumulator) filter vacuum system rated at 95% capture

of 0.3 microns including pollen, mold spores and dust particles.

Insure continuous negative air pressures occurring within the work

area. HEPA filters should have ASHRAE 85 or other prefilter to

extend the useful life of the HEPA. Provide both primary and

secondary filtrations units. Exhaust hoses shall be heavy duty,
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flexible steel reinforced and exhausted so that dust is not

reintroduced to the medical center.

c. Adhesive Walk-off/Carpet Walk-off Mats, minimum 600mm x 900mm (24”

x 36”), shall be used at all interior transitions from the

construction area to occupied medical center area. These mats

shall be changed as often as required to maintain clean work areas

directly outside construction area at all times.

d. Vacuum and wet mop all transition areas from construction to the

occupied medical center at the end of each workday. Vacuum shall

utilize HEPA filtration. Maintain surrounding area frequently.

Remove debris as they are created. Transport these outside the

construction area in containers with tightly fitting lids.

e. The contractor shall not haul debris through patient-care areas

without prior approval of the COR and the Medical Center. When,

approved, debris shall be hauled in enclosed dust proof containers

or wrapped in plastic and sealed with duct tape. No sharp objects

should be allowed to cut through the plastic. Wipe down the

exterior of the containers with a damp rag to remove dust. All

equipment, tools, material, etc. transported through occupied

areas shall be made free from dust and moisture by vacuuming and

wipe down.

f. Using a HEPA vacuum, clean inside the barrier and vacuum ceiling

tile prior to replacement. Any ceiling access panels opened for

investigation beyond sealed areas shall be sealed immediately when

unattended.

g. There shall be no standing water during construction. This

includes water in equipment drip pans and open containers within

the construction areas. All accidental spills must be cleaned up

and dried within 12 hours. Remove and dispose of porous materials

that remain damp for more than 72 hours.

h. At completion, remove construction barriers and ceiling protection

carefully, outside of normal work hours. Vacuum and clean all

surfaces free of dust after the removal.

E. Final Cleanup:

1. Upon completion of project, or as work progresses, remove all

construction debris from above ceiling, vertical shafts and utility

chases that have been part of the construction.

2. Perform HEPA vacuum cleaning of all surfaces in the construction

area. This includes walls, ceilings, cabinets, furniture (built-in or

free standing), partitions, flooring, etc.

3. All new air ducts shall be cleaned prior to final inspection.
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1.9 DISPOSAL AND RETENTION

A. Materials and equipment accruing from work removed and from demolition

of buildings or structures, or parts thereof, shall be disposed of as

follows:

1. Reserved items which are to remain property of the Government are

identified by attached tags or noted on drawings or in specifications

as items to be stored. Items that remain property of the Government

shall be removed or dislodged from present locations in such a manner

as to prevent damage which would be detrimental to re-installation

and reuse. Store such items where directed by COR.

2. Items not reserved shall become property of the Contractor and be

removed by Contractor from Medical Center.

3. Items of portable equipment and furnishings located in rooms and

spaces in which work is to be done under this contract shall remain

the property of the Government. When rooms and spaces are vacated by

the Department of Veterans Affairs during the alteration period, such

items which are NOT required by drawings and specifications to be

either relocated or reused will be removed by the Government in

advance of work to avoid interfering with Contractor's operation.

1.10 PROTECTION OF EXISTING VEGETATION, STRUCTURES, EQUIPMENT, UTILITIES, AND
IMPROVEMENTS

A. The Contractor shall preserve and protect all structures, equipment, and

vegetation (such as trees, shrubs, and grass) on or adjacent to the work

site, which are not to be removed and which do not unreasonably

interfere with the work required under this contract. The Contractor

shall only remove trees when specifically authorized to do so, and shall

avoid damaging vegetation that will remain in place. If any limbs or

branches of trees are broken during contract performance, or by the

careless operation of equipment, or by workmen, the Contractor shall

trim those limbs or branches with a clean cut and paint the cut with a

tree-pruning compound as directed by the COR.

B. The Contractor shall protect from damage all existing improvements and

utilities at or near the work site and on adjacent property of a third

party, the locations of which are made known to or should be known by

the Contractor. The Contractor shall repair any damage to those

facilities, including those that are the property of a third party,

resulting from failure to comply with the requirements of this contract

or failure to exercise reasonable care in performing the work. If the

Contractor fails or refuses to repair the damage promptly, the COR may

have the necessary work performed and charge the cost to the Contractor.

(FAR 52.236-9)
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C. Refer to Section 01 57 19, TEMPORARY ENVIRONMENTAL CONTROLS, for

additional requirements on protecting vegetation, soils and the

environment. Refer to Articles, "Alterations", "Restoration", and

"Operations and Storage Areas" for additional instructions concerning

repair of damage to structures and site improvements.

1.11 RESTORATION

A. Remove, cut, alter, replace, patch and repair existing work as necessary

to install new work. Except as otherwise shown or specified, do not cut,

alter or remove any structural work, and do not disturb any ducts,

plumbing, steam, gas, or electric work without approval of the COR.

Existing work to be altered or extended and that is found to be

defective in any way, shall be reported to the COR before it is

disturbed. Materials and workmanship used in restoring work, shall

conform in type and quality to that of original existing construction,

except as otherwise shown or specified.

B. Upon completion of contract, deliver work complete and undamaged.

Existing work (walls, ceilings, partitions, floors, mechanical and

electrical work, lawns, paving, roads, walks, etc.) disturbed or removed

as a result of performing required new work, shall be patched, repaired,

reinstalled, or replaced with new work, and refinished and left in as

good condition as existed before commencing work.

C. At Contractor's own expense, Contractor shall immediately restore to

service and repair any damage caused by Contractor's workmen to existing

piping and conduits, wires, cables, etc., of utility services or of fire

protection systems and communications systems (including telephone)

which are indicated on drawings and which are not scheduled for

discontinuance or abandonment.

D. Expense of repairs to such utilities and systems not shown on drawings

or locations of which are unknown will be covered by adjustment to

contract time and price in accordance with clause entitled "CHANGES"

(FAR 52.243-4 and VAAR 852.236-88) and "DIFFERING SITE CONDITIONS" (FAR

52.236-2) at the Medical Center.

1.12 PHYSICAL DATA

A. Data and information furnished or referred to below is for the

Contractor's information. The Government shall not be responsible for

any interpretation of or conclusion drawn from the data or information

by the Contractor.

1. The indications of physical conditions on the drawings and in the

specifications are the result of site investigations by Kurowski &

Wilson, LLC.

(FAR 52.236-4)
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B. Subsurface conditions have been developed by core borings and test pits.

Logs of subsurface exploration are shown diagrammatically on drawings.

C. A copy of the soil report will be made available for inspection by

bidders upon request to the COR at the VA Medical Center, Lebanon PA,

Building 18, Room 148 and shall be considered part of the contract

documents.

D. Government does not guarantee that other materials will not be

encountered nor that proportions, conditions or character of several

materials will not vary from those indicated by explorations. Bidders

are expected to examine site of work and logs of borings; and, after

investigation, decide for themselves character of materials and make

their bids accordingly. Upon proper application to Department of

Veterans Affairs, bidders will be permitted to make subsurface

explorations of their own at site.

1.13 PROFESSIONAL SURVEYING SERVICES

A registered professional land surveyor or registered civil engineer

whose services are retained and paid for by the Contractor shall perform

services specified herein and in other specification sections. The

Contractor shall certify that the land surveyor or civil engineer is not

one who is a regular employee of the Contractor, and that the land

surveyor or civil engineer has no financial interest in this contract.

1.14 LAYOUT OF WORK

A. The Contractor shall lay out the work from Government established base

lines and bench marks, indicated on the drawings, and shall be

responsible for all measurements in connection with the layout. The

Contractor shall furnish, at Contractor's own expense, all stakes,

templates, platforms, equipment, tools, materials, and labor required to

lay out any part of the work. The Contractor shall be responsible for

executing the work to the lines and grades that may be established or

indicated by the COR. The Contractor shall also be responsible for

maintaining and preserving all stakes and other marks established by the

COR until authorized to remove them. If such marks are destroyed by the

Contractor or through Contractor's negligence before their removal is

authorized, the COR may replace them and deduct the expense of the

replacement from any amounts due or to become due to the Contractor.

(FAR 52.236-17)

B. Establish and plainly mark center lines for each building and/or

addition to each existing building and such other lines and grades that

are reasonably necessary to properly assure that location, orientation,

and elevations established for each such structure and/or addition, are

in accordance with lines and elevations shown on contract drawings.



VA PROJECT NO. #595-17-104 VACO – LEBANON VA MEDICAL CENTER
08-10

GENERAL REQUIREMENTS 01 00 00 -16

C. Following completion of general mass excavation and before any other

permanent work is performed, establish and plainly mark (through use of

appropriate batter boards or other means) sufficient additional survey

control points or system of points as may be necessary to assure proper

alignment, orientation, and grade of all major features of work. Survey

shall include, but not be limited to, location of lines and grades of

footings, exterior walls, center lines of columns in both directions,

major utilities and elevations of floor slabs:

1. Such additional survey control points or system of points thus

established shall be checked and certified by a registered land

surveyor or registered civil engineer. Furnish such certification to

the COR before any work (such as footings, floor slabs, columns,

walls, utilities and other major controlling features) is placed.

D. During progress of work, and particularly as work progresses from floor

to floor, Contractor shall have line grades and plumbness of all major

form work checked and certified by a registered land surveyor or

registered civil engineer as meeting requirements of contract drawings.

Furnish such certification to the COR before any major items of concrete

work are placed. In addition, Contractor shall also furnish to the COR

certificates from a registered land surveyor or registered civil

engineer that the following work is complete in every respect as

required by contract drawings.

1. Lines of each building and/or addition.

2. Elevations of bottoms of footings and tops of floors of each building

and/or addition.

3. Lines and elevations of sewers and of all outside distribution

systems.

4. Lines of elevations of all swales and interment areas.

E. Whenever changes from contract drawings are made in line or grading

requiring certificates, record such changes on a reproducible drawing

bearing the registered land surveyor or registered civil engineer seal,

and forward these drawings upon completion of work to COR.

F. The Contractor shall perform the surveying and layout work of this and

other articles and specifications in accordance with the provisions of

Article "Professional Surveying Services".

1.15 NOT USED.

1.16 USE OF ROADWAYS

A. For hauling, use only established public roads and roads on Medical

Center property and, when authorized by the COR, such temporary roads

which are necessary in the performance of contract work. Temporary roads

shall be constructed by the Contractor at Contractor's expense. When
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necessary to cross curbing, sidewalks, or similar construction, they

must be protected by well-constructed bridges.

B. When new permanent roads are to be a part of this contract, Contractor

may construct them immediately for use to facilitate building

operations. These roads may be used by all who have business thereon

within zone of building operations.

C. When certain buildings (or parts of certain buildings) are required to

be completed in advance of general date of completion, all roads leading

thereto must be completed and available for use at time set for

completion of such buildings or parts thereof.

1.17 TEMPORARY USE OF MECHANICAL AND ELECTRICAL EQUIPMENT

A. Use of new installed mechanical and electrical equipment to provide

heat, ventilation, plumbing, light and power will be permitted subject

to compliance with the following provisions:

1. Permission to use each unit or system must be given by COR. If the

equipment is not installed and maintained in accordance with the

following provisions, the COR will withdraw permission for use of the

equipment.

2. Electrical installations used by the equipment shall be completed in

accordance with the drawings and specifications to prevent damage to

the equipment and the electrical systems, i.e. transformers, relays,

circuit breakers, fuses, conductors, motor controllers and their

overload elements shall be properly sized, coordinated and adjusted.

Voltage supplied to each item of equipment shall be verified to be

correct and it shall be determined that motors are not overloaded.

The electrical equipment shall be thoroughly cleaned before using it

and again immediately before final inspection including vacuum

cleaning and wiping clean interior and exterior surfaces.

3. Units shall be properly lubricated, balanced, and aligned. Vibrations

must be eliminated.

4. Automatic temperature control systems for preheat coils shall

function properly and all safety controls shall function to prevent

coil freeze-up damage.

5. The air filtering system utilized shall be that which is designed for

the system when complete, and all filter elements shall be replaced

at completion of construction and prior to testing and balancing of

system.

6. All components of heat production and distribution system, metering

equipment, condensate returns, and other auxiliary facilities used in

temporary service shall be cleaned prior to use; maintained to
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prevent corrosion internally and externally during use; and cleaned,

maintained and inspected prior to acceptance by the Government.

B. Prior to final inspection, the equipment or parts used which show wear

and tear beyond normal, shall be replaced with identical replacements,

at no additional cost to the Government.

C. This paragraph shall not reduce the requirements of the mechanical and

electrical specifications sections.

1.18 TEMPORARY USE OF EXISTING ELEVATORS

A. Contractor will not be allowed the use of existing elevators. Outside

type hoist shall be used by Contractor for transporting materials and

equipment.

1.19 TEMPORARY TOILETS

A. Provide where directed, (for use of all Contractor's workmen) ample

temporary sanitary toilet accommodations with suitable sewer and water

connections; or, when approved by COR, provide suitable dry closets

where directed. Keep such places clean and free from flies and all

connections and appliances connected therewith are to be removed prior

to completion of contract, and premises left perfectly clean.

B. Contractor may have for use of Contractor's workmen, such toilet

accommodations as may be assigned to Contractor by Medical Center.

Contractor shall keep such places clean and be responsible for any

damage done thereto by Contractor's workmen. Failure to maintain

satisfactory condition in toilets will deprive Contractor of the

privilege to use such toilets.

1.20 AVAILABILITY AND USE OF UTILITY SERVICES

A. The Government shall make all reasonably required amounts of utilities

available to the Contractor from existing outlets and supplies, as

specified in the contract. The amount to be paid by the Contractor for

chargeable electrical services shall be the prevailing rates charged to

the Government. The Contractor shall carefully conserve any utilities

furnished without charge.

B. The Contractor, at Contractor's expense and in a workmanlike manner

satisfactory to the COR, shall install and maintain all necessary

temporary connections and distribution lines, and all meters required to

measure the amount of electricity used for the purpose of determining

charges. Before final acceptance of the work by the Government, the

Contractor shall remove all the temporary connections, distribution

lines, meters, and associated paraphernalia.

C. Contractor shall install meters at Contractor's expense and furnish the

Medical Center a monthly record of the Contractor's usage of electricity

as hereinafter specified.
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D. Heat: Furnish temporary heat necessary to prevent injury to work and

materials through dampness and cold. Use of open salamanders or any

temporary heating devices which may be fire hazards or may smoke and

damage finished work, will not be permitted. Maintain minimum

temperatures as specified for various materials:

1. Obtain heat by connecting to Medical Center heating distribution

system.

a. Steam is available at no cost to Contractor.

E. Electricity (for Construction and Testing): Furnish all temporary

electric services.

1. Obtain electricity by connecting to the Medical Center electrical

distribution system. The Contractor shall meter and pay for

electricity required for electric cranes and hoisting devices,

electrical welding devices and any electrical heating devices

providing temporary heat. Electricity for all other uses is available

at no cost to the Contractor.

F. Water (for Construction and Testing): Furnish temporary water service.

1. Obtain water by connecting to the Medical Center water distribution

system. Provide reduced pressure backflow preventer at each

connection. Water is available at no cost to the Contractor.

2. Maintain connections, pipe, fittings and fixtures and conserve

water-use so none is wasted. Failure to stop leakage or other wastes

will be cause for revocation (at COR's discretion) of use of water

from Medical Center's system.

G. Steam: Furnish steam system for testing required in various sections of

specifications.

1. Obtain steam for testing by connecting to the Medical Center steam

distribution system. Steam is available at no cost to the Contractor.

2. Maintain connections, pipe, fittings and fixtures and conserve

steam-use so none is wasted. Failure to stop leakage or other waste

will be cause for revocation (at COR's discretion), of use of steam

from the Medical Center's system.

H. Fuel: Natural and LP gas and burner fuel oil required for boiler

cleaning, normal initial boiler-burner setup and adjusting, and for

performing the specified boiler tests will be furnished by the

Government. Fuel required for prolonged boiler-burner setup,

adjustments, or modifications due to improper design or operation of

boiler, burner, or control devices shall be furnished by the Contractor

at Contractor's expense.



VA PROJECT NO. #595-17-104 VACO – LEBANON VA MEDICAL CENTER
08-10

GENERAL REQUIREMENTS 01 00 00 -20

1.21 NOT USED

1.22 TESTS

A. Pre-test mechanical and electrical equipment and systems and make

corrections required for proper operation of such systems before

requesting final tests. Final test will not be conducted unless

pre-tested.

B. Conduct final tests required in various sections of specifications in

presence of an authorized representative of the COR. Contractor shall

furnish all labor, materials, equipment, instruments, and forms, to

conduct and record such tests.

C. Mechanical and electrical systems shall be balanced, controlled and

coordinated. A system is defined as the entire complex which must be

coordinated to work together during normal operation to produce results

for which the system is designed. For example, air conditioning supply

air is only one part of entire system which provides comfort conditions

for a building. Other related components are return air, exhaust air,

steam, chilled water, refrigerant, hot water, controls and electricity,

etc. Another example of a complex which involves several components of

different disciplines is a boiler installation. Efficient and acceptable

boiler operation depends upon the coordination and proper operation of

fuel, combustion air, controls, steam, feedwater, condensate and other

related components.

D. All related components as defined above shall be functioning when any

system component is tested. Tests shall be completed within a reasonably

short period of time during which operating and environmental conditions

remain reasonably constant.

E. Individual test result of any component, where required, will only be

accepted when submitted with the test results of related components and

of the entire system.

1.23 INSTRUCTIONS

A. Contractor shall furnish Maintenance and Operating manuals and verbal

instructions when required by the various sections of the specifications

and as hereinafter specified.

B. Manuals: Maintenance and operating manuals (four copies each and 1 CD

with scanned copies) for each separate piece of equipment shall be

delivered to the COR coincidental with the delivery of the equipment to

the job site. Manuals shall be complete, detailed guides for the

maintenance and operation of equipment. They shall include complete

information necessary for starting, adjusting, maintaining in continuous

operation for long periods of time and dismantling and reassembling of

the complete units and sub-assembly components. Manuals shall include an
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index covering all component parts clearly cross-referenced to diagrams

and illustrations. Illustrations shall include "exploded" views showing

and identifying each separate item. Emphasis shall be placed on the use

of special tools and instruments. The function of each piece of

equipment, component, accessory and control shall be clearly and

thoroughly explained. All necessary precautions for the operation of the

equipment and the reason for each precaution shall be clearly set forth.

Manuals must reference the exact model, style and size of the piece of

equipment and system being furnished. Manuals referencing equipment

similar to but of a different model, style, and size than that furnished

will not be accepted.

C. Instructions: Contractor shall provide qualified, factory-trained

manufacturers' representatives to give detailed instructions to assigned

Department of Veterans Affairs personnel in the operation and complete

maintenance for each piece of equipment. All such training will be at

the job site. These requirements are more specifically detailed in the

various technical sections. Instructions for different items of

equipment that are component parts of a complete system, shall be given

in an integrated, progressive manner. All instructors for every piece of

component equipment in a system shall be available until instructions

for all items included in the system have been completed. This is to

assure proper instruction in the operation of inter-related systems. All

instruction periods shall be at such times as scheduled by the COR and

shall be considered concluded only when the COR is satisfied in regard

to complete and thorough coverage. The Department of Veterans Affairs

reserves the right to request the removal of, and substitution for, any

instructor who, in the opinion of the COR, does not demonstrate

sufficient qualifications in accordance with requirements for

instructors above.

1.24 NOT USED.

1.25 RELOCATED EQUIPMENT ITEMS

A. Contractor shall disconnect, dismantle as necessary, remove and

reinstall in new location, all existing equipment and items indicated

shown to be relocated by the Contractor.

B. Perform relocation of such equipment or items at such times and in such

a manner as directed by the COR.

C. Suitably cap existing service lines, such as steam, condensate return,

water, drain, gas, air, vacuum and/or electrical, whenever such lines

are disconnected from equipment to be relocated. Remove abandoned lines

in finished areas and cap as specified herein before under paragraph

"Abandoned Lines".
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D. Provide all mechanical and electrical service connections, fittings,

fastenings and any other materials necessary for assembly and

installation of relocated equipment; and leave such equipment in proper

operating condition.

1.26 NOT USED.

1.27 SAFETY SIGN

A. Provide a Safety Sign where directed by COR. Face of sign shall be 19 mm

(3/4 inch) thick exterior grade plywood. Provide two 100 mm by 100 mm

(four by four inch) posts extending full height of sign and 900 mm

(three feet) into ground. Set bottom of sign level at 1200 mm (four

feet) above ground.

B. Paint all surfaces of Safety Sign and posts with one prime coat and two

coats of white gloss paint. Letters and design shall be painted with

gloss paint of colors noted.

C. Maintain sign and remove it when directed by COR.

D. Detail Drawing Number 45 of safety sign showing required legend and

other characteristics of sign is shown on the drawings.

E. Post the number of accident free days on a daily basis.

1.28 NOT USED.

1.29 NOT USED.

1.30 HISTORIC PRESERVATION

Where the Contractor or any of the Contractor's employees, prior to, or

during the construction work, are advised of or discover any possible

archeological, historical and/or cultural resources, the Contractor

shall immediately notify the COR verbally, and then with a written

follow up.

- - - E N D - - -
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SECTION 01 33 23
SHOP DRAWINGS, PRODUCT DATA, AND SAMPLES

1-1. Refer to Articles titled SPECIFICATIONS AND DRAWINGS FOR CONSTRUCTION

(FAR 52.236-21) and, SPECIAL NOTES (VAAR 852.236-91), in GENERAL

CONDITIONS.

1-2. For the purposes of this contract, samples (including laboratory samples

to be tested), test reports, certificates, and manufacturers' literature

and data shall also be subject to the previously referenced

requirements. The following text refers to all items collectively as

SUBMITTALS.

1-3. Submit for approval, all of the items specifically mentioned under the

separate sections of the specification, with information sufficient to

evidence full compliance with contract requirements. Materials,

fabricated articles and the like to be installed in permanent work shall

equal those of approved submittals. After an item has been approved, no

change in brand or make will be permitted unless:

A. Satisfactory written evidence is presented to, and approved by

Contracting Officer, that manufacturer cannot make scheduled delivery of

approved item or;

B. Item delivered has been rejected and substitution of a suitable item is

an urgent necessity or;

C. Other conditions become apparent which indicates approval of such

substitute item to be in best interest of the Government.

1-4. Forward submittals in sufficient time to permit proper consideration and

approval action by Government. Time submission to assure adequate lead

time for procurement of contract - required items. Delays attributable

to untimely and rejected submittals (including any laboratory samples to

be tested) will not serve as a basis for extending contract time for

completion.

1-5. Submittals will be reviewed for compliance with contract requirements by

Architect-Engineer, and action thereon will be taken by COR on behalf of

the Contracting Officer.

1-6. Upon receipt of submittals, Architect-Engineer will assign a file number

thereto. Contractor, in any subsequent correspondence, shall refer to

this file and identification number to expedite replies relative to

previously approved or disapproved submittals.

1-7. The Government reserves the right to require additional submittals,

whether or not particularly mentioned in this contract. If additional

submittals beyond those required by the contract are furnished pursuant

to request therefor by Contracting Officer, adjustment in contract price

and time will be made in accordance with Articles titled CHANGES (FAR
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52.243-4) and CHANGES - SUPPLEMENT (VAAR 852.236-88) of the GENERAL

CONDITIONS.

1-8. Schedules called for in specifications and shown on shop drawings shall

be submitted for use and information of Department of Veterans Affairs

and Architect-Engineer. However, the Contractor shall assume

responsibility for coordinating and verifying schedules. The Contracting

Officer and Architect- Engineer assumes no responsibility for checking

schedules or layout drawings for exact sizes, exact numbers and detailed

positioning of items.

1-9. Submittals must be submitted by Contractor only and shipped prepaid.

Contracting Officer assumes no responsibility for checking quantities or

exact numbers included in such submittals.

A. Submit samples in single units unless otherwise specified. Submit shop

drawings, schedules, manufacturers' literature and data, and

certificates in quadruplicate, except where a greater number is

specified.

B. Submittals will receive consideration only when covered by a transmittal

letter signed by Contractor. Letter shall be sent via first class mail

and shall contain the list of items, name of Medical Center, name of

Contractor, contract number, applicable specification paragraph numbers,

applicable drawing numbers (and other information required for exact

identification of location for each item), manufacturer and brand, ASTM

or Federal Specification Number (if any) and such additional information

as may be required by specifications for particular item being

furnished. In addition, catalogs shall be marked to indicate specific

items submitted for approval.

1. A copy of letter must be enclosed with items, and any items received

without identification letter will be considered "unclaimed goods"

and held for a limited time only.

2. Each sample, certificate, manufacturers' literature and data shall be

labeled to indicate the name and location of the Medical Center, name

of Contractor, manufacturer, brand, contract number and ASTM or

Federal Specification Number as applicable and location(s) on

project.

3. Required certificates shall be signed by an authorized representative

of manufacturer or supplier of material, and by Contractor.

C. In addition to complying with the applicable requirements specified in

preceding Article 1.9, samples which are required to have Laboratory

Tests (those preceded by symbol "LT" under the separate sections of the

specification shall be tested, at the expense of Contractor, in a

commercial laboratory approved by Contracting Officer.
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1. Laboratory shall furnish Contracting Officer with a certificate

stating that it is fully equipped and qualified to perform intended

work, is fully acquainted with specification requirements and

intended use of materials and is an independent establishment in no

way connected with organization of Contractor or with manufacturer or

supplier of materials to be tested.

2. Certificates shall also set forth a list of comparable projects upon

which laboratory has performed similar functions during past five

years.

3. Samples and laboratory tests shall be sent directly to approved

commercial testing laboratory.

4. Contractor shall send a copy of transmittal letter to both COR and to

Architect-Engineer simultaneously with submission of material to a

commercial testing laboratory.

4. Contractor shall forward a copy of transmittal letter to COR

simultaneously with submission to a commercial testing laboratory.

5. Laboratory test reports shall be sent directly to COR for appropriate

action.

6. Laboratory reports shall list contract specification test

requirements and a comparative list of the laboratory test results.

When tests show that the material meets specification requirements,

the laboratory shall so certify on test report.

7. Laboratory test reports shall also include a recommendation for

approval or disapproval of tested item.

D. If submittal samples have been disapproved, resubmit new samples as soon

as possible after notification of disapproval. Such new samples shall be

marked "Resubmitted Sample" in addition to containing other previously

specified information required on label and in transmittal letter.

E. Approved samples will be kept on file by the COR at the site until

completion of contract, at which time such samples will be delivered to

Contractor as Contractor's property. Where noted in technical sections

of specifications, approved samples in good condition may be used in

their proper locations in contract work. At completion of contract,

samples that are not approved will be returned to Contractor only upon

request and at Contractor's expense. Such request should be made prior

to completion of the contract. Disapproved samples that are not

requested for return by Contractor will be discarded after completion of

contract.

F. Submittal drawings (shop, erection or setting drawings) and schedules,

required for work of various trades, shall be checked before submission

by technically qualified employees of Contractor for accuracy,
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completeness and compliance with contract requirements. These drawings

and schedules shall be stamped and signed by Contractor certifying to

such check.

1. For each drawing required, submit one legible photographic paper or

vellum reproducible.

2. Reproducible shall be full size.

3. Each drawing shall have marked thereon, proper descriptive title,

including Medical Center location, project number, manufacturer's

number, reference to contract drawing number, detail Section Number,

and Specification Section Number.

4. A space 120 mm by 125 mm (4-3/4 by 5 inches) shall be reserved on

each drawing to accommodate approval or disapproval stamp.

5. Submit drawings, ROLLED WITHIN A MAILING TUBE, fully protected for

shipment.

6. One reproducible print of approved or disapproved shop drawings will

be forwarded to Contractor.

7. When work is directly related and involves more than one trade, shop

drawings shall be submitted to Architect-Engineer under one cover.

1-10. Samples (except laboratory samples), shop drawings, test reports,

certificates and manufacturers' literature and data, shall be

submitted for approval to

David Scharf

Lebanon VAMC

Engineering (138)

1700 South Lebanon Ave, Bldg 99

Lebanon PA, 17042

1-11. At the time of transmittal to the Architect-Engineer, the Contractor

shall also send a copy of the complete submittal directly to the COR.

- - - E N D - - -
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SECTION 02 21 00
SITE SURVEYS

PART 1 - GENERAL

1.1 DESCRIPTION

This section specifies the gathering of research documents, performance

of a property and topographic survey and preparation of a site survey

map.

1.2 DEFINITIONS

A. Professional Land Surveyor: One who possesses a valid state license as

a "Professional Land Surveyor" from the state in which they practice.

B. Professional Civil Engineer: One who possesses a valid state license as

a "Professional Civil Engineer" from the state in which they practice.

For this section, the term "surveyor" shall also include Professional

Civil Engineers authorized to practice Land Surveying under the laws of

the state in which they practice.

PART 2 - EXECUTION

A. The surveyor shall research available public records for all mapping,

monumentation, plats, governmental surveys etc. that may pertain to the

subject property. Research all applicable public utilities for

substructure data such as sewers, storm drains, water lines, electrical

conduits etc.

B. The survey shall be performed on the ground in accordance with the

current "Accuracy Standards for Land Title Surveys" as adopted, from

time to time, by the American Congress on Surveying and Mapping, the

National Society of Professional Surveyors, and the American Land Title

Association.

C. The surveyor, when applicable, shall consult with the Contracting

Officer to determine scale of plat or map and size of drawings.

D. The surveyor shall furnish two sets of prints of the plat or map of

survey and the electronic CADD file for 3D software. The sheets shall

be numbered, the total number of sheets indicated and the match lines

shall be shown on each sheet.

E. On the plat or map, the survey boundary shall be drawn to a scale not

larger than 1 inch = 30 feet (25 mm = 9 m), with the scale clearly

indicated. A graphic scale, shown in feet or meters or both, shall be

included. A north arrow shall be shown and when practicable, the plat

or map of survey shall be oriented so that north is at the top of the

drawing. Symbols or abbreviations used shall be identified on the face
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of the plat or map by use of a legend or other means. Supplementary or

exaggerated diagrams shall be presented accurately on the plat or map

where dimensional data is too small to be shown clearly at full scale.

The plat or map shall be 30 by 42 inches.

F. The survey shall contain the following applicable information:

1. The name, address, telephone number, and signature of the

Professional Land Surveyor who made the survey, his or her official

seal and registration number, the date the survey was completed and

the dates of all revisions.

2. The survey drawing(s) submitted shall bear the following

certification adjacent to the Engineer's official seal:

"I hereby certify that all information indicated on this drawing was

obtained or verified by actual measurements in the field and that

every effort has been made to furnish complete and accurate

information."

3. Vicinity map showing the property surveyed in reference to nearby

highways or major street intersections.

4. Flood zone designation (with proper annotation based on Federal

Flood Insurance Rate Maps or the state or local equivalent, by

scaled map location and graphic plotting only).

5. Land area as defined by the boundaries of the legal description of

the surveyed premises, including legal description of the land.

6. All data necessary to indicate the mathematical dimensions and

relationships of the boundary represented by bearings and distances,

and the length and radius of each curve, together with elements

necessary to mathematically define each curve. The point of

beginning of the surveyor's description and the basis of bearings

shall also be shown.

7. When record bearings or angles or distances differ from measured

bearings, angles or distances, both record and measured bearings,

angles, and distances shall be clearly indicated. If the record

description fails to form a mathematically closed figure, the

surveyor shall so indicate.

8. Measured and record distances from corners of parcels surveyed to

the nearest right-of-way lines of streets in urban or suburban

areas, together with recovered lot corners and evidence of lot

corners, shall be noted. The distances to the nearest intersecting

street shall be indicated and verified. Names and widths of streets
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and highways abutting the property surveyed and widths of rights of

way shall be given. Observable evidence of access (or lack thereof)

to such abutting streets or highways shall be indicated. Observable

evidence of private roads shall be so indicated. Streets abutting

the premises, which have been described in Record Documents, but not

physically opened, shall be shown and so noted.

9. The identifying titles of all recorded plats, filed maps, right of

way maps, or similar documents which the survey represents, wholly

or in part, with their appropriate recording data. The survey shall

indicate platted setback or building restriction lines which have

been recorded in subdivision plats or which appear in a Record

Document which has been delivered to the surveyor. Contiguity,

gores, and overlaps along the exterior boundaries of the survey

premises, where ascertainable from field evidence or Record

Documents, or interior to those exterior boundaries, shall be

clearly indicated or noted. Where only a part of a recorded lot or

parcel is included in the survey, the balance of the lot or parcel

shall be indicated.

10. All evidence of found monuments shall be shown and noted. All

evidence of monuments found beyond the surveyed premises on which

establishment of the corners of the survey premises are dependent,

and their application related to the survey shall be indicated.

11. The character of any and all evidence of possession shall be

stated and the location of such evidence carefully given in relation

to both the measured boundary lines and those established by the

record. An absence of notation on the survey shall be presumptive of

no observable evidence of possession.

12. The location of all buildings upon the plot or parcel shall be

shown and their locations defined by measurements perpendicular to

the boundaries. If there are no buildings, so state. Proper street

numbers shall be shown where available.

13. All easements evidenced by a Record Document which have been

delivered to the surveyor shall be shown, both those burdening and

those benefiting the property surveyed, indicating recording

information. If such an easement cannot be located, a note to this

affect shall be included. Observable evidence of easements and/or

servitudes of all kinds, such as those created by roads, rights-of-

ways, water courses, drains, telephone, telegraph, or electric
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lines, water, sewer, oil or gas pipelines on or across the surveyed

property and on adjoining properties if they appear to affect the

surveyed property, shall be located and noted. Surface indications,

if any, or of underground easements and/or servitudes shall also be

shown.

14. The character and location of all walls, buildings, fences, and

other visible improvements within five feet of each side of the

boundary lines shall be noted. Without expressing a legal opinion,

physical evidence of all encroaching structural appurtenances and

projections, such as fire escapes, bay windows, windows and doors

that open out, flue pipes, stoops, eaves, cornices, areaways,

stoops, trip, etc., by or on adjoining property or on abutting

streets, on any easement or over setback lines shown by Record

Documents shall be indicated with the extent of such encroachment or

projection.

15. Driveways and alleys on or crossing the property must be shown.

Where there is evidence of use by other than the occupants of the

property, the surveyor must so indicate on the plat or map. Where

driveways or alleys on adjoining properties encroach, in whole or in

part, on the property being surveyed, the surveyor must so indicate

on the plat or map with appropriate measurements.

16. Location, alignment and dimensions of all roads, curbs, walks,

parking and paved areas abutting the subject land. Indicate road

centerlines with true bearings and lengths by 50 foot stationing.

Describe curves by designating the points of curvature and tangency

by station. Include all curve data as well a location of radius and

vertex points. Elevations on 50 foot (15 m) centers on centerline of

roads, edges of roads and top and bottom of curbs.

17. As accurately as the evidence permits, the location of cemeteries

and burial grounds disclosed in the process of researching title to

the premises or observed in the process of performing the field work

for the survey, shall be shown.

18. Ponds, lakes, springs, or rivers bordering on or running through

the premises being surveyed shall be shown. When a property surveyed

contains a natural water boundary, the surveyor shall measure the

location of the boundary according to appropriate surveying methods

and note on the plat or map the date of the measurement and the

caveat that the boundary is subject to change due to natural causes
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and that it may or may not represent the actual location of the

limit of title. When the surveyor is aware of changes in such

boundaries, the extent of those changes shall be identified.

19. Contours at a minimum interval of 1 foot (305 mm). Base vertical

control on the permanent (not assumed) National Geodetic Survey

(NGS) or VA Medical Center Bench Mark. Note location, description

and datum. Surveyor to establish three benchmarks on the property

that are based on the NGS. Horizontal and vertical control to be

provided on each control point.

20. Identify and show if possible, setback, height, and floor space

area restrictions of record or disclosed by applicable zoning or

building codes (in addition to those recorded in subdivision maps).

If none, so state.

21. Exterior dimensions of all buildings at ground level. Show square

footage of exterior footprint of all buildings at ground level and

gross floor area of all buildings.

22. Measured height of all buildings above grade at a defined

location. If no defined location is provided, the point of

measurement shall be shown.

23. Elevations at each entrance to buildings, service docks, building

corners, steps, ramps and grade slabs.

24. Substantial, visible improvements (in addition to buildings) such

as signs, parking areas, swimming pools, etc.

25. Parking areas and, if striped, the striping and the type (eg.

handicapped, motorcycle, regular, etc.) and number of parking

spaces.

26. Indication of access to a public way such as curb cuts and

driveways.

27. Location of utilities existing on or serving the surveyed

property as determined by observed evidence together with plans and

markings provided by utility companies, and other appropriate

sources (with references as to the source of information. Locate and

show all fire hydrants located within 500 feet of the subject

property.

28. Railroad tracks and sidings.

29. Manholes, catch basins, valve vaults or other surface indications

of subterranean uses together with depths or invert elevations,

sizes, and materials of all pipes.
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30. Wires and cables (including their function) crossing the survey

premises, all poles on or within ten feet of the surveyed premises,

and the dimensions of all cross-wires or overhangs affecting the

surveyed premises.

31. Utility company installations on the surveyed premises.

32. Names of adjoining owners of platted lands together with zoning

classification.

33. Observable evidence of earth moving work, building construction

or building additions within recent months.

34. Any changes in street right-of-way lines either completed or

proposed, and available from the controlling jurisdiction.

Observable evidence of recent street or sidewalk construction or

repairs.

35. Observable evidence of site use as a solid waste dump, sump or

sanitary landfill.

36. All trees with a minimum diameter of 6" measured at 48" above the

base of the tree. Perimeter outline only of thickly wooded areas

with description of predominant vegetation.

- - - E N D - - -
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SECTION 23 05 11
COMMON WORK RESULTS FOR HVAC

PART 1 - GENERAL

1.1 DESCRIPTION

A. The requirements of this Section apply to all sections of Division 23.

B. Definitions:

1. Exposed: Piping, ductwork, and equipment exposed to view in finished

rooms.

2. Option or optional: Contractor's choice of an alternate material or

method.

3. RE: COTR

4. COTR: Contracting Officer’s Technical Representative.

1.2 RELATED WORK

A. Section 01 00 00, GENERAL REQUIREMENTS

B. Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA, and SAMPLES

C. Section 23 05 12, GENERAL MOTOR REQUIREMENTS FOR HVAC and STEAM

GENERATION

D. Section 23 31 00, HVAC DUCTS and CASINGS

E. Section 23 74 13, PACKAGED, OUTDOOR, CENTRAL-STATION AIR-HANDLING UNITS

F. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS

1.3 QUALITY ASSURANCE

A. Mechanical, electrical and associated systems shall be safe, reliable,

efficient, durable, easily and safely operable and maintainable, easily

and safely accessible, and in compliance with applicable codes as

specified. The systems shall be comprised of high quality institutional-

class and industrial-class products of manufacturers that are

experienced specialists in the required product lines. All construction

firms and personnel shall be experienced and qualified specialists in

industrial and institutional HVAC

B. Equipment Vibration Tolerance:

1. Equipment shall be factory-balanced to this tolerance and re-balanced

on site, as necessary.

2. After HVAC air balance work is completed and permanent drive sheaves

are in place, perform field mechanical balancing and adjustments

required to meet the specified vibration tolerance.

C. Products Criteria:

1. Standard Products: Material and equipment shall be the standard

products of a manufacturer regularly engaged in the manufacture of

the products for at least 3 years (or longer as specified elsewhere).

The design, model and size of each item shall have been in
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satisfactory and efficient operation on at least three installations

for approximately three years. However, digital electronics devices,

software and systems such as controls, instruments, computer work

station, shall be the current generation of technology and basic

design that has a proven satisfactory service record of at least

three years. See other specification sections for any exceptions

and/or additional requirements.

2. All items furnished shall be free from defects that would adversely

affect the performance, maintainability and appearance of individual

components and overall assembly.

3. Conform to codes and standards as required by the specifications.

Conform to local codes, if required by local authorities such as the

natural gas supplier, if the local codes are more stringent then

those specified. Refer any conflicts to the COTR.

4. Multiple Units: When two or more units of materials or equipment of

the same type or class are required, these units shall be products of

one manufacturer.

5. Assembled Units: Manufacturers of equipment assemblies, which use

components made by others, assume complete responsibility for the

final assembled product.

6. Nameplates: Nameplate bearing manufacturer's name or identifiable

trademark shall be securely affixed in a conspicuous place on

equipment, or name or trademark cast integrally with equipment,

stamped or otherwise permanently marked on each item of equipment.

7. Asbestos products or equipment or materials containing asbestos shall

not be used.

D. Equipment Service Organizations:

1. HVAC: Products and systems shall be supported by service

organizations that maintain a complete inventory of repair parts and

are located within 50 miles to the site.

E. HVAC Mechanical Systems Welding: Before any welding is performed,

contractor shall submit a certificate certifying that welders comply

with the following requirements:

1. Qualify welding processes and operators for piping according to ASME

"Boiler and Pressure Vessel Code", Section IX, "Welding and Brazing

Qualifications".

2. Comply with provisions of ASME B31 series "Code for Pressure Piping".

3. Certify that each welder has passed American Welding Society (AWS)

qualification tests for the welding processes involved, and that

certification is current.

F. Execution (Installation, Construction) Quality:
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1. Apply and install all items in accordance with manufacturer's written

instructions. Refer conflicts between the manufacturer's instructions

and the contract drawings and specifications to the COTR for

resolution. Provide written hard copies or computer files of

manufacturer’s installation instructions to the COTR at least two

weeks prior to commencing installation of any item. Installation of

the item will not be allowed to proceed until the recommendations are

received. Failure to furnish these recommendations is a cause for

rejection of the material.

2. Provide complete layout drawings required by Paragraph, SUBMITTALS.

Do not commence construction work on any system until the layout

drawings have been approved.

G. Upon request by Government, provide lists of previous installations for

selected items of equipment. Include contact persons who will serve as

references, with telephone numbers and e-mail addresses.

1.4 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

AND SAMPLES, and with requirements in the individual specification

sections.

B. Contractor shall make all necessary field measurements and

investigations to assure that the equipment and assemblies will meet

contract requirements.

C. If equipment is submitted which differs in arrangement from that shown,

provide drawings that show the rearrangement of all associated systems.

Approval will be given only if all features of the equipment and

associated systems, including accessibility, are equivalent to that

required by the contract.

D. Prior to submitting shop drawings for approval, contractor shall certify

in writing that manufacturers of all major items of equipment have each

reviewed drawings and specifications, and have jointly coordinated and

properly integrated their equipment and controls to provide a complete

and efficient installation.

E. Submittals and shop drawings for interdependent items, containing

applicable descriptive information, shall be furnished together and

complete in a group. Coordinate and properly integrate materials and

equipment in each group to provide a completely compatible and

efficient.

F. Samples: Samples will not be required, except for insulation or where

materials offered differ from specification requirements. Samples shall

be accompanied by full description of characteristics different from



595-17-104
SMOKING SHELTER FOR RESIDENTAL REHAB

23 05 11 - 4

specification. The Government, at the Government’s expense, will perform

evaluation and testing if necessary.

G. Manufacturer's Literature and Data: Submit under the pertinent section

rather than under this section.

1. Submit belt drive with the driven equipment. Submit selection data

for specific drives when requested by the COTR.

2. Submit electric motor data and variable speed drive data with the

driven equipment.

3. Equipment and materials identification.

4. Fire-stopping materials.

5. Hangers, inserts, supports and bracing. Provide load calculations for

variable spring and constant support hangers.

6. Wall, floor, and ceiling plates.

H. HVAC Maintenance Data and Operating Instructions:

1. Maintenance and operating manuals in accordance with Section 01 00

00, GENERAL REQUIREMENTS, Article, INSTRUCTIONS, for systems and

equipment.

2. Provide a listing of recommended replacement parts for keeping in

stock supply, including sources of supply, for equipment. Include in

the listing belts for equipment: Belt manufacturer, model number,

size and style, and distinguished whether of multiple belt sets.

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of this specification to the

extent referenced. The publications are referenced in the text by the

basic designation only.

B. Air Conditioning, Heating and Refrigeration Institute (AHRI):

430-2009................Central Station Air-Handling Units

C. American National Standard Institute (ANSI):

B31.1-2007..............Power Piping

D. Rubber Manufacturers Association (ANSI/RMA):

IP-20-2007..............Specifications for Drives Using Classical

V-Belts and Sheaves

IP-21-2009..............Specifications for Drives Using Double-V

(Hexagonal) Belts

IP-22-2007..............Specifications for Drives Using Narrow V-Belts

and Sheaves

E. Air Movement and Control Association (AMCA):

410-96..................Recommended Safety Practices for Air Moving

Devices

F. American Society of Mechanical Engineers (ASME):

Boiler and Pressure Vessel Code (BPVC):
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Section I-2007..........Power Boilers

Section IX-2007.........Welding and Brazing Qualifications

Code for Pressure Piping:

B31.1-2007..............Power Piping

G. American Society for Testing and Materials (ASTM):

A36/A36M-08.............Standard Specification for Carbon Structural

Steel

A575-96(2007)...........Standard Specification for Steel Bars, Carbon,

Merchant Quality, M-Grades

E84-10..................Standard Test Method for Surface Burning

Characteristics of Building Materials

E119-09c................Standard Test Methods for Fire Tests of Building

Construction and Materials

H. Manufacturers Standardization Society (MSS) of the Valve and Fittings

Industry, Inc:

SP-58-2009..............Pipe Hangers and Supports-Materials, Design and

Manufacture, Selection, Application, and

Installation

SP 69-2003..............Pipe Hangers and Supports-Selection and

Application

I. National Electrical Manufacturers Association (NEMA):

MG-1-2009...............Motors and Generators

J. National Fire Protection Association (NFPA):

31-06...................Standard for Installation of Oil-Burning

Equipment

54-09...................National Fuel Gas Code

70-08...................National Electrical Code

85-07...................Boiler and Combustion Systems Hazards Code

90A-09..................Standard for the Installation of Air

Conditioning and Ventilating Systems

101-09..................Life Safety Code

1.6 DELIVERY, STORAGE AND HANDLING

A. Protection of Equipment:

1. Equipment and material placed on the job site shall remain in the

custody of the Contractor until phased acceptance, whether or not the

Government has reimbursed the Contractor for the equipment and

material. The Contractor is solely responsible for the protection of

such equipment and material against any damage.

2. Place damaged equipment in first class, new operating condition; or,

replace same as determined and directed by the COTR. Such repair or

replacement shall be at no additional cost to the Government.
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3. Protect interiors of new equipment and piping systems against entry

of foreign matter. Clean both inside and outside before painting or

placing equipment in operation.

4. Existing equipment and piping being worked on by the Contractor shall

be under the custody and responsibility of the Contractor and shall

be protected as required for new work.

B. Cleanliness of Piping and Equipment Systems:

1. Exercise care in storage and handling of equipment and piping

material to be incorporated in the work. Remove debris arising from

cutting, threading and welding of piping.

2. Piping systems shall be flushed, blown or pigged as necessary to

deliver clean systems.

3. Clean interior of all tanks prior to delivery for beneficial use by

the Government.

4. Boilers shall be left clean following final internal inspection by

Government insurance representative or inspector.

5. Contractor shall be fully responsible for all costs, damage, and

delay arising from failure to provide clean systems.

PART 2 - PRODUCTS

2.1 FACTORY-ASSEMBLED PRODUCTS

A. Provide maximum standardization of components to reduce spare part

requirements.

B. Manufacturers of equipment assemblies that include components made by

others shall assume complete responsibility for final assembled unit.

1. All components of an assembled unit need not be products of same

manufacturer.

2. Constituent parts that are alike shall be products of a single

manufacturer.

3. Components shall be compatible with each other and with the total

assembly for intended service.

4. Contractor shall guarantee performance of assemblies of components,

and shall repair or replace elements of the assemblies as required to

deliver specified performance of the complete assembly.

C. Components of equipment shall bear manufacturer's name and trademark,

model number, serial number and performance data on a name plate

securely affixed in a conspicuous place, or cast integral with, stamped

or otherwise permanently marked upon the components of the equipment.

D. Major items of equipment, which serve the same function, must be the

same make and model. Exceptions will be permitted if performance

requirements cannot be met.
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2.2 COMPATIBILITY OF RELATED EQUIPMENT

Equipment and materials installed shall be compatible in all respects

with other items being furnished and with existing items so that the

result will be a complete and fully operational plant that conforms to

contract requirements.

2.3 BELT DRIVES

A. Type: ANSI/RMA standard V-belts with proper motor pulley and driven

sheave. Belts shall be constructed of reinforced cord and rubber.

B. Dimensions, rating and selection standards: ANSI/RMA IP-20 and IP-21.

C. Minimum Horsepower Rating: Motor horsepower plus recommended ANSI/RMA

service factor (not less than 20 percent) in addition to the ANSI/RMA

allowances for pitch diameter, center distance, and arc of contact.

D. Maximum Speed: 25 m/s (5000 feet per minute).

E. Adjustment Provisions: For alignment and ANSI/RMA standard allowances

for installation and take-up.

F. Drives may utilize a single V-Belt (any cross section) when it is the

manufacturer's standard.

G. Multiple Belts: Matched to ANSI/RMA specified limits by measurement on a

belt measuring fixture. Seal matched sets together to prevent mixing or

partial loss of sets. Replacement, when necessary, shall be an entire

set of new matched belts.

H. Sheaves and Pulleys:

1. Material: Pressed steel, or close grained cast iron.

2. Bore: Fixed or bushing type for securing to shaft with keys.

3. Balanced: Statically and dynamically.

4. Groove spacing for driving and driven pulleys shall be the same.

I. Drive Types, Based on ARI 435:

1. Provide adjustable-pitch drive as follows:

a. Fan speeds up to 1800 RPM: 7.5 kW (10 horsepower) and smaller.

b. Fan speeds over 1800 RPM: 2.2 kW (3 horsepower) and smaller.

2. Provide fixed-pitch drives for drives larger than those listed above.

3. The final fan speeds required to just meet the system CFM and

pressure requirements, without throttling, shall be determined by

adjustment of a temporary adjustable-pitch motor sheave or by fan law

calculation if a fixed-pitch drive is used initially.

2.4 DRIVE GUARDS

A. For machinery and equipment, provide guards as shown in AMCA 410 for

belts, chains, couplings, pulleys, sheaves, shafts, gears and other

moving parts regardless of height above the floor to prevent damage to

equipment and injury to personnel. Drive guards may be excluded where
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motors and drives are inside factory fabricated air handling unit

casings.

B. Pump shafts and couplings shall be fully guarded by a sheet steel guard,

covering coupling and shaft but not bearings. Material shall be minimum

16-gage sheet steel; ends shall be braked and drilled and attached to

pump base with minimum of four 6 mm (1/4-inch) bolts. Reinforce guard as

necessary to prevent side play forcing guard onto couplings.

C. V-belt and sheave assemblies shall be totally enclosed, firmly mounted,

non-resonant. Guard shall be an assembly of minimum 22-gage sheet steel

and expanded or perforated metal to permit observation of belts. 25 mm

(one-inch) diameter hole shall be provided at each shaft centerline to

permit speed measurement.

D. Materials: Sheet steel, cast iron, expanded metal or wire mesh rigidly

secured so as to be removable without disassembling pipe, duct, or

electrical connections to equipment.

E. Access for Speed Measurement: 25 mm (One inch) diameter hole at each

shaft center.

2.5 LIFTING ATTACHMENTS

Provide equipment with suitable lifting attachments to enable equipment

to be lifted in its normal position. Lifting attachments shall withstand

any handling conditions that might be encountered, without bending or

distortion of shape, such as rapid lowering and braking of load.

2.6 ELECTRIC MOTORS

A. All material and equipment furnished and installation methods shall

conform to the requirements of Section 23 05 12, GENERAL MOTOR

REQUIREMENTS FOR HVAC AND STEAM GENERATION EQUIPMENT; Section 26 29 11,

LOW-VOLTAGE MOTOR STARTERS; and, Section 26 05 21, LOW-VOLTAGE

ELECTRICAL POWER CONDUCTORS AND CABLES (600 VOLTS AND BELOW). Provide

all electrical wiring, conduit, and devices necessary for the proper

connection, protection and operation of the systems. Provide special

energy efficient premium efficiency type motors as scheduled.

2.7 VARIABLE SPEED MOTOR CONTROLLERS

A. Refer to Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS for

specifications.

B. The combination of controller and motor shall be provided by the

manufacturer of the driven equipment, such as pumps and fans, and shall

be rated for 100 percent output performance. Multiple units of the same

class of equipment, i.e. air handlers, fans, pumps, shall be product of

a single manufacturer.

C. Motors shall be premium efficiency type and be approved by the motor

controller manufacturer. The controller-motor combination shall be
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guaranteed to provide full motor nameplate horsepower in variable

frequency operation. Both driving and driven motor/fan sheaves shall be

fixed pitch.

D. Controller shall not add any current or voltage transients to the input

AC power distribution system, DDC controls, sensitive medical equipment,

etc., nor shall be affected from other devices on the AC power system.

E. Controller shall be provided with the following operating features and

accessories:

1. Suitable for variable torque load.

2. Provide thermal magnetic circuit breaker or fused switch with

external operator and incoming line fuses. Unit shall be rated for

minimum 25,000 AIC. Provide AC input filters on incoming power line.

2.8 EQUIPMENT AND MATERIALS IDENTIFICATION

A. Use symbols, nomenclature and equipment numbers specified, shown on the

drawings and shown in the maintenance manuals.

B. Interior (Indoor) Equipment: Engraved nameplates, with letters not less

than 48 mm (3/16-inch) high of brass with black-filled letters, or rigid

black plastic with white letters permanently fastened to the equipment.

Identify unit components such as coils, filters, fans, etc.

C. Exterior (Outdoor) Equipment: Brass nameplates, with engraved black

filled letters, not less than 48 mm (3/16-inch) high riveted or bolted

to the equipment.

D. Control Items: Label all temperature and humidity sensors, controllers

and control dampers. Identify and label each item as they appear on the

control diagrams.

E. Valve Tags and Lists:

1. Valve tags: Engraved black filled numbers and letters not less than

13 mm (1/2-inch) high for number designation, and not less than 6.4

mm(1/4-inch) for service designation on 19 gage 38 mm (1-1/2 inches)

round brass disc, attached with brass "S" hook or brass chain.

2. Valve lists: Typed or printed plastic coated card(s), sized 216

mm(8-1/2 inches) by 280 mm (11 inches) showing tag number, valve

function and area of control, for each service or system. Punch

sheets for a 3-ring notebook.

3. Provide detailed plan for each floor of the building indicating the

location and valve number for each valve. Identify location of each

valve with a color coded thumb tack in ceiling.

2.10 GALVANIZED REPAIR COMPOUND

Mil. Spec. DOD-P-21035B, paint form.
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2.11 HVAC PIPE AND EQUIPMENT SUPPORTS AND RESTRAINTS

A. Pipe Supports: Comply with MSS SP-58. Type Numbers specified refer to

this standard. For selection and application comply with MSS SP-69.

Refer to Section 05 50 00, METAL FABRICATIONS, for miscellaneous metal

support materials and prime coat painting requirements.

B. Attachment to Concrete Building Construction:

1. Concrete insert: MSS SP-58, Type 18.

2. Self-drilling expansion shields and machine bolt expansion anchors:

Permitted in concrete not less than 102 mm (four inches) thick when

approved by the COTR for each job condition.

3. Power-driven fasteners: Permitted in existing concrete or masonry not

less than 102 mm (four inches) thick when approved by the COTR for

each job condition.

C. Hanger Rods: Hot-rolled steel, ASTM A36 or A575 for allowable load

listed in MSS SP-58. For piping, provide adjustment means for

controlling level or slope. Types 13 or 15 turn-buckles shall provide 38

mm (1-1/2 inches) minimum of adjustment and incorporate locknuts.

All-thread rods are acceptable.

D. Hangers Supporting Multiple Pipes (Trapeze Hangers): Galvanized, cold

formed, lipped steel channel horizontal member, not less than 41 mm by

41 mm (1-5/8 inches by 1-5/8 inches), 2.7 mm (No. 12 gage), designed to

accept special spring held, hardened steel nuts. Not permitted for steam

supply and condensate piping.

1. Allowable hanger load: Manufacturers rating less 91kg (200 pounds).

2. Guide individual pipes on the horizontal member of every other

trapeze hanger with 6 mm (1/4-inch) U-bolt fabricated from steel rod.

Provide Type 40 insulation shield, secured by two 13mm (1/2-inch)

galvanized steel bands, or preinsulated calcium silicate shield for

insulated piping at each hanger.

E. Supports for Piping Systems:

1. Select hangers sized to encircle insulation on insulated piping.

Refer to Section 23 07 11, HVAC, PLUMBING, AND BOILER PLANT

INSULATION for insulation thickness. To protect insulation, provide

Type 39 saddles for roller type supports or preinsulated calcium

silicate shields. Provide Type 40 insulation shield or preinsulated

calcium silicate shield at all other types of supports and hangers

including those for preinsulated piping.

2. Piping Systems except High and Medium Pressure Steam (MSS SP-58):

a. Standard clevis hanger: Type 1; provide locknut.

b. Riser clamps: Type 8.

c. Wall brackets: Types 31, 32 or 33.
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d. Roller supports: Type 41, 43, 44 and 46.

e. Saddle support: Type 36, 37 or 38.

f. Turnbuckle: Types 13 or 15. Preinsulate.

g. U-bolt clamp: Type 24.

h. Copper Tube:

1) Hangers, clamps and other support material in contact with

tubing shall be painted with copper colored epoxy paint,

plastic coated or taped with non adhesive isolation tape to

prevent electrolysis.

2) For vertical runs use epoxy painted or plastic coated riser

clamps.

3) For supporting tube to strut: Provide epoxy painted pipe straps

for copper tube or plastic inserted vibration isolation clamps.

4) Insulated Lines: Provide pre-insulated calcium silicate shields

sized for copper tube.

i. Supports for plastic or glass piping: As recommended by the pipe

manufacturer with black rubber tape extending one inch beyond

steel support or clamp.

3. High and Medium Pressure Steam (MSS SP-58):

a. Provide eye rod or Type 17 eye nut near the upper attachment.

b. Piping 50 mm (2 inches) and larger: Type 43 roller hanger.

c. Piping with Vertical Expansion and Contraction:

1) Movement up to 20 mm (3/4-inch): Type 51 or 52 variable spring

unit with integral turn buckle and load indicator.

2) Movement more than 20 mm (3/4-inch): Type 54 or 55 constant

support unit with integral adjusting nut, turn buckle and

travel position indicator.

4. Convertor and Expansion Tank Hangers: May be Type 1 sized for the

shell diameter. Insulation where required will cover the hangers.

2.12 PIPE PENETRATIONS

A. Install sleeves during construction for other than blocked out floor

openings for risers in mechanical bays.

B. To prevent accidental liquid spills from passing to a lower level,

provide the following:

1. For sleeves: Extend sleeve 25 mm (one inch) above finished floor and

provide sealant for watertight joint.

2. For blocked out floor openings: Provide 40 mm (1-1/2 inch) angle set

in silicone adhesive around opening.

3. For drilled penetrations: Provide 40 mm (1-1/2 inch) angle ring or

square set in silicone adhesive around penetration.
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C. Penetrations are not allowed through beams or ribs, but may be installed

in concrete beam flanges. Any deviation from these requirements must

receive prior approval of COTR.

D. Sheet Metal, Plastic, or Moisture-resistant Fiber Sleeves: Provide for

pipe passing through floors, interior walls, and partitions, unless

brass or steel pipe sleeves are specifically called for below.

E. Cast Iron or Zinc Coated Pipe Sleeves: Provide for pipe passing through

exterior walls below grade. Make space between sleeve and pipe

watertight with a modular or link rubber seal. Seal shall be applied at

both ends of sleeve.

F. Galvanized Steel or an alternate Black Iron Pipe with asphalt coating

Sleeves: Provide for pipe passing through concrete beam flanges, except

where brass pipe sleeves are called for. Provide sleeve for pipe passing

through floor of mechanical rooms, laundry work rooms, and animal rooms

above basement. Except in mechanical rooms, connect sleeve with floor

plate.

G. Brass Pipe Sleeves: Provide for pipe passing through quarry tile,

terrazzo or ceramic tile floors. Connect sleeve with floor plate.

H. Sleeves are not required for wall hydrants for fire department

connections or in drywall construction.

I. Sleeve Clearance: Sleeve through floors, walls, partitions, and beam

flanges shall be one inch greater in diameter than external diameter of

pipe. Sleeve for pipe with insulation shall be large enough to

accommodate the insulation. Interior openings shall be caulked tight

with fire stopping material and sealant to prevent the spread of fire,

smoke, and gases.

J. Sealant and Adhesives: Shall be as specified in Section 07 92 00, JOINT

SEALANTS.

2.13 DUCT PENETRATIONS

A. Provide curbs for roof mounted piping, ductwork and equipment. Curbs

shall be 18 inches high with continuously welded seams, built-in cant

strip, interior baffle with acoustic insulation, curb bottom, hinged

curb adapter.

B. Provide firestopping for openings through fire and smoke barriers,

maintaining minimum required rating of floor, ceiling or wall assembly.

See section 07 84 00, FIRESTOPPING.

2.14 SPECIAL TOOLS AND LUBRICANTS

A. Furnish, and turn over to the COTR, tools not readily available

commercially, that are required for disassembly or adjustment of

equipment and machinery furnished.
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B. Grease Guns with Attachments for Applicable Fittings: One for each type

of grease required for each motor or other equipment.

C. Refrigerant Tools: Provide system charging/Evacuation equipment, gauges,

fittings, and tools required for maintenance of furnished equipment.

D. Tool Containers: Hardwood or metal, permanently identified for in tended

service and mounted, or located, where directed by the COTR.

E. Lubricants: A minimum of 0.95 L (one quart) of oil, and 0.45 kg (one

pound) of grease, of equipment manufacturer's recommended grade and

type, in unopened containers and properly identified as to use for each

different application.

2.15 WALL, FLOOR AND CEILING PLATES

A. Material and Type: Chrome plated brass or chrome plated steel, one piece

or split type with concealed hinge, with set screw for fastening to

pipe, or sleeve. Use plates that fit tight around pipes, cover openings

around pipes and cover the entire pipe sleeve projection.

B. Thickness: Not less than 2.4 mm (3/32-inch) for floor plates. For wall

and ceiling plates, not less than 0.64 mm (0.025-inch) for up to 80 mm

(3-inch pipe), 0.89 mm (0.035-inch) for larger pipe.

C. Locations: Use where pipe penetrates floors, walls and ceilings in

exposed locations, in finished areas only. Provide a watertight joint in

spaces where brass or steel pipe sleeves are specified.

2.16 ASBESTOS

Materials containing asbestos are not permitted.

PART 3 - EXECUTION

3.1 ARRANGEMENT AND INSTALLATION OF EQUIPMENT AND PIPING

A. Coordinate location of piping, sleeves, inserts, hangers, ductwork and

equipment. Locate piping, sleeves, inserts, hangers, ductwork and

equipment clear of windows, doors, openings, light outlets, and other

services and utilities. Prepare equipment layout drawings to coordinate

proper location and personnel access of all facilities. Submit the

drawings for review as required by Part 1. Follow manufacturer's

published recommendations for installation methods not otherwise

specified.

B. Operating Personnel Access and Observation Provisions: Select and

arrange all equipment and systems to provide clear view and easy access,

without use of portable ladders, for maintenance and operation of all

devices including, but not limited to: all equipment items, valves,

filters, strainers, transmitters, sensors, control devices. All gages

and indicators shall be clearly visible by personnel standing on the



595-17-104
SMOKING SHELTER FOR RESIDENTAL REHAB

23 05 11 - 14

floor or on permanent platforms. Do not reduce or change maintenance and

operating space and access provisions that are shown on the drawings.

C. Equipment and Piping Support: Coordinate structural systems necessary

for pipe and equipment support with pipe and equipment locations to

permit proper installation.

D. Location of pipe sleeves, trenches and chases shall be accurately

coordinated with equipment and piping locations.

E. Cutting Holes:

1. Cut holes through concrete and masonry by rotary core drill.

Pneumatic hammer, impact electric, and hand or manual hammer type

drill will not be allowed, except as permitted by COTR where working

area space is limited.

2. Locate holes to avoid interference with structural members such as

beams or grade beams. Holes shall be laid out in advance and drilling

done only after approval by COTR. If the Contractor considers it

necessary to drill through structural members, this matter shall be

referred to COTR for approval.

3. Do not penetrate membrane waterproofing.

F. Interconnection of Instrumentation or Control Devices: Generally,

electrical and pneumatic interconnections are not shown but must be

provided.

G. Minor Piping: Generally, small diameter pipe runs from drips and drains,

water cooling, and other service are not shown but must be provided.

H. Electrical Interconnection of Controls and Instruments: This is

generally not shown but must be provided. This includes interconnections

of sensors, transmitters, transducers, control devices, control and

instrumentation panels, instruments and computer workstations. Comply

with NFPA-70.

I. Protection and Cleaning:

1. Equipment and materials shall be carefully handled, properly stored,

and adequately protected to prevent damage before and during

installation, in accordance with the manufacturer's recommendations

and as approved by the COTR. Damaged or defective items in the

opinion of the COTR, shall be replaced.

2. Protect all finished parts of equipment, such as shafts and bearings

where accessible, from rust prior to operation by means of protective

grease coating and wrapping. Close pipe openings with caps or plugs

during installation. Tightly cover and protect fixtures and equipment

against dirt, water chemical, or mechanical injury. At completion of

all work thoroughly clean fixtures, exposed materials and equipment.
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J. Concrete and Grout: Use concrete and shrink compensating grout 25 MPa

(3000 psi) minimum, specified in Section 03 30 00, CAST-IN-PLACE

CONCRETE.

K. Install gages, thermometers, valves and other devices with due regard

for ease in reading or operating and maintaining said devices. Locate

and position thermometers and gages to be easily read by operator or

staff standing on floor or walkway provided. Servicing shall not require

dismantling adjacent equipment or pipe work.

L. Install steam piping expansion joints as per manufacturer’s

recommendations.

M. Work in Existing Building:

1. Perform as specified in Article, OPERATIONS AND STORAGE AREAS,

Article, ALTERATIONS, and Article, RESTORATION of the Section 01 00

00, GENERAL REQUIREMENTS for relocation of existing equipment,

alterations and restoration of existing building(s).

2. As specified in Section 01 00 00, GENERAL REQUIREMENTS, Article,

OPERATIONS AND STORAGE AREAS, make alterations to existing service

piping at times that will least interfere with normal operation of

the facility.

3. Cut required openings through existing masonry and reinforced

concrete using diamond core drills. Use of pneumatic hammer type

drills, impact type electric drills, and hand or manual hammer type

drills, will be permitted only with approval of the COTR. Locate

openings that will least effect structural slabs, columns, ribs or

beams. Refer to the COTR for determination of proper design for

openings through structural sections and opening layouts approval,

prior to cutting or drilling into structure. After COTR's approval,

carefully cut opening through construction no larger than absolutely

necessary for the required installation.

N. Switchgear/Electrical Equipment Drip Protection: Every effort shall be

made to eliminate the installation of pipe above electrical and

telephone switchgear. If this is not possible, encase pipe in a second

pipe with a minimum of joints. Installation of piping, ductwork, leak

protection apparatus or other installations foreign to the electrical

installation shall be located in the space equal to the width and depth

of the equipment and extending from to a height of 1.8 m (6 ft.) above

the equipment of to ceiling structure, whichever is lower (NFPA 70).

O. Inaccessible Equipment:

1. Where the Government determines that the Contractor has installed

equipment not conveniently accessible for operation and maintenance,
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equipment shall be removed and reinstalled or remedial action

performed as directed at no additional cost to the Government.

2. The term "conveniently accessible" is defined as capable of being

reached without the use of ladders, or without climbing or crawling

under or over obstacles such as motors, fans, pumps, belt guards,

transformers, high voltage lines, piping, and ductwork.

3.2 TEMPORARY PIPING AND EQUIPMENT

A. Continuity of operation of existing facilities will generally require

temporary installation or relocation of equipment and piping.

B. The Contractor shall provide all required facilities in accordance with

the requirements of phased construction and maintenance of service. All

piping and equipment shall be properly supported, sloped to drain,

operate without excessive stress, and shall be insulated where injury

can occur to personnel by contact with operating facilities. The

requirements of Paragraph 3.1 apply.

C. Temporary facilities and piping shall be completely removed and any

openings in structures sealed. Provide necessary blind flanges and caps

to seal open piping remaining in service.

3.3 RIGGING

A. Design is based on application of available equipment. Openings in

building structures are planned to accommodate design scheme.

B. Alternative methods of equipment delivery may be offered by Contractor

and will be considered by Government under specified restrictions of

phasing and maintenance of service as well as structural integrity of

the building.

C. Close all openings in the building when not required for rigging

operations to maintain proper environment in the facility for Government

operation and maintenance of service.

D. Contractor shall provide all facilities required to deliver specified

equipment and place on foundations. Attachments to structures for

rigging purposes and support of equipment on structures shall be

Contractor's full responsibility. Upon request, the Government will

check structure adequacy and advise Contractor of recommended

restrictions.

E. Contractor shall check all clearances, weight limitations and shall

offer a rigging plan designed by a Registered Professional Engineer. All

modifications to structures, including reinforcement thereof, shall be

at Contractor's cost, time and responsibility.

F. Rigging plan and methods shall be referred to COTR for evaluation prior

to actual work.

G. Restore building to original condition upon completion of rigging work.
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3.4 PIPE AND EQUIPMENT SUPPORTS

A. Where hanger spacing does not correspond with joist or rib spacing, use

structural steel channels secured directly to joist and rib structure

that will correspond to the required hanger spacing, and then suspend

the equipment and piping from the channels. Drill or burn holes in

structural steel only with the prior approval of the COTR.

B. Use of chain, wire or strap hangers; wood for blocking, stays and

bracing; or, hangers suspended from piping above will not be permitted.

Replace or thoroughly clean rusty products and paint with zinc primer.

C. Use hanger rods that are straight and vertical. Turnbuckles for vertical

adjustments may be omitted where limited space prevents use. Provide a

minimum of 15 mm (1/2-inch) clearance between pipe or piping covering

and adjacent work.

D. HVAC Horizontal Pipe Support Spacing: Refer to MSS SP-69. Provide

additional supports at valves, strainers, in-line pumps and other heavy

components. Provide a support within one foot of each elbow.

E. HVAC Vertical Pipe Supports:

1. Up to 150 mm (6-inch pipe), 9 m (30 feet) long, bolt riser clamps to

the pipe below couplings, or welded to the pipe and rests supports

securely on the building structure.

2. Vertical pipe larger than the foregoing, support on base elbows or

tees, or substantial pipe legs extending to the building structure.

F. Overhead Supports:

1. The basic structural system of the building is designed to sustain

the loads imposed by equipment and piping to be supported overhead.

2. Provide steel structural members, in addition to those shown, of

adequate capability to support the imposed loads, located in

accordance with the final approved layout of equipment and piping.

3. Tubing and capillary systems shall be supported in channel troughs.

G. Floor Supports:

1. Provide concrete bases, concrete anchor blocks and pedestals, and

structural steel systems for support of equipment and piping. Anchor

and dowel concrete bases and structural systems to resist forces

under operating and seismic conditions (if applicable) without

excessive displacement or structural failure.

2. Do not locate or install bases and supports until equipment mounted

thereon has been approved. Size bases to match equipment mounted

thereon plus 50 mm (2 inch) excess on all edges. Boiler foundations

shall have horizontal dimensions that exceed boiler base frame

dimensions by at least 150 mm (6 inches) on all sides. Refer to
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structural drawings. Bases shall be neatly finished and smoothed,

shall have chamfered edges at the top, and shall be suitable for

painting.

3. All equipment shall be shimmed, leveled, firmly anchored, and grouted

with epoxy grout. Anchor bolts shall be placed in sleeves, anchored

to the bases. Fill the annular space between sleeves and bolts with a

granular material to permit alignment and realignment.

3.5 MECHANICAL DEMOLITION

A. Rigging access, other than indicated on the drawings, shall be provided

by the Contractor after approval for structural integrity by the COTR.

Such access shall be provided without additional cost or time to the

Government. Where work is in an operating plant, provide approved

protection from dust and debris at all times for the safety of plant

personnel and maintenance of plant operation and environment of the

plant.

B. In an operating facility, maintain the operation, cleanliness and

safety. Government personnel will be carrying on their normal duties of

operating, cleaning and maintaining equipment and plant operation.

Confine the work to the immediate area concerned; maintain cleanliness

and wet down demolished materials to eliminate dust. Do not permit

debris to accumulate in the area to the detriment of plant operation.

Perform all flame cutting to maintain the fire safety integrity of this

plant. Adequate fire extinguishing facilities shall be available at all

times. Perform all work in accordance with recognized fire protection

standards. Inspection will be made by personnel of the VA Medical

Center, and Contractor shall follow all directives of COTR with regard

to rigging, safety, fire safety, and maintenance of operations.

C. Completely remove all piping, wiring, conduit, and other devices

associated with the equipment not to be re-used in the new work. This

includes all pipe, valves, fittings, insulation, and all hangers

including the top connection and any fastenings to building structural

systems. Seal all openings, after removal of equipment, pipes, ducts,

and other penetrations in roof, walls, floors, in an approved manner and

in accordance with plans and specifications where specifically covered.

Structural integrity of the building system shall be maintained.

Reference shall also be made to the drawings and specifications of the

other disciplines in the project for additional facilities to be

demolished or handled.

D. All valves including gate, globe, ball, butterfly and check, all

pressure gages and thermometers with wells shall remain Government

property and shall be removed and delivered to COTR and stored as
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directed. The Contractor shall remove all other material and equipment,

devices and demolition debris under these plans and specifications. Such

material shall be removed from Government property expeditiously and

shall not be allowed to accumulate.

E. Asbestos Insulation Removal: Conform to Section 02 82 11, TRADITIONAL

ASBESTOS ABATEMENT.

3.6 CLEANING AND PAINTING

A. Prior to final inspection and acceptance of the plant and facilities for

beneficial use by the Government, the plant facilities, equipment and

systems shall be thoroughly cleaned and painted. Refer to Section 09 91

00, PAINTING.

B. In addition, the following special conditions apply:

1. Cleaning shall be thorough. Use solvents, cleaning materials and

methods recommended by the manufacturers for the specific tasks.

Remove all rust prior to painting and from surfaces to remain

unpainted. Repair scratches, scuffs, and abrasions prior to applying

prime and finish coats.

2. Material And Equipment Not To Be Painted Includes:

a. Motors, controllers, control switches, and safety switches.

b. Control and interlock devices.

c. Regulators.

d. Pressure reducing valves.

e. Control valves and thermostatic elements.

f. Lubrication devices and grease fittings.

g. Copper, brass, aluminum, stainless steel and bronze surfaces.

h. Valve stems and rotating shafts.

i. Pressure gauges and thermometers.

j. Glass.

k. Name plates.

3. Control and instrument panels shall be cleaned, damaged surfaces

repaired, and shall be touched-up with matching paint obtained from

panel manufacturer.

4. Pumps, motors, steel and cast iron bases, and coupling guards shall

be cleaned, and shall be touched-up with the same color as utilized

by the pump manufacturer

5. Temporary Facilities: Apply paint to surfaces that do not have

existing finish coats.

6. Paint shall withstand the following temperatures without peeling or

discoloration:
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a. Condensate and feedwater -- 38 degrees C (100 degrees F) on

insulation jacket surface and 120 degrees C (250 degrees F) on

metal pipe surface.

b. Steam -- 52 degrees C (125 degrees F) on insulation jacket surface

and 190 degrees C (375 degrees F) on metal pipe surface.

7. Final result shall be smooth, even-colored, even-textured factory

finish on all items. Completely repaint the entire piece of

equipment if necessary to achieve this.

3.7 IDENTIFICATION SIGNS

A. Provide laminated plastic signs, with engraved lettering not less than

5 mm (3/16-inch) high, designating functions, for all equipment,

switches, motor controllers, relays, meters, control devices, including

automatic control valves. Nomenclature and identification symbols shall

correspond to that used in maintenance manual, and in diagrams specified

elsewhere. Attach by chain, adhesive, or screws.

B. Factory Built Equipment: Metal plate, securely attached, with name and

address of manufacturer, serial number, model number, size, performance.

C. Pipe Identification: Refer to Section 09 91 00, PAINTING.

3.8 MOTOR AND DRIVE ALIGNMENT

A. Belt Drive: Set driving and driven shafts parallel and align so that the

corresponding grooves are in the same plane.

B. Direct-connect Drive: Securely mount motor in accurate alignment so that

shafts are free from both angular and parallel misalignment when both

motor and driven machine are operating at normal temperatures.

3.9 LUBRICATION

A. Lubricate all devices requiring lubrication prior to initial operation.

Field-check all devices for proper lubrication.

B. Equip all devices with required lubrication fittings or devices. Provide

a minimum of one liter (one quart) of oil and 0.5 kg (one pound) of

grease of manufacturer's recommended grade and type for each different

application; also provide 12 grease sticks for lubricated plug valves.

Deliver all materials to COTR in unopened containers that are properly

identified as to application.

C. Provide a separate grease gun with attachments for applicable fittings

for each type of grease applied.

D. All lubrication points shall be accessible without disassembling

equipment, except to remove access plates.

3.11 STARTUP AND TEMPORARY OPERATION

Start up equipment as described in equipment specifications. Verify that

vibration is within specified tolerance prior to extended operation.
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Temporary use of equipment is specified in Section 01 00 00, GENERAL

REQUIREMENTS, Article, TEMPORARY USE OF MECHANICAL AND ELECTRICAL

EQUIPMENT.

3.12 OPERATING AND PERFORMANCE TESTS

A. Prior to the final inspection, perform required tests as specified in

Section 01 00 00, GENERAL REQUIREMENTS and submit the test reports and

records to the COTR.

B. Should evidence of malfunction in any tested system, or piece of

equipment or component part thereof, occur during or as a result of

tests, make proper corrections, repairs or replacements, and repeat

tests at no additional cost to the Government.

C. When completion of certain work or system occurs at a time when final

control settings and adjustments cannot be properly made to make

performance tests, then make performance tests for heating systems and

for cooling systems respectively during first actual seasonal use of

respective systems following completion of work.

3.13 INSTRUCTIONS TO VA PERSONNEL

Provide in accordance with Article, INSTRUCTIONS, of Section 01 00 00,

GENERAL REQUIREMENTS.

- - - E N D - - -
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SECTION 23 05 12
GENERAL MOTOR REQUIREMENTS FOR HVAC AND STEAM GENERATION EQUIPMENT

PART 1 - GENERAL

1.1 DESCRIPTION:

This section specifies the furnishing, installation and connection of

motors for HVAC and steam generation equipment.

1.2 RELATED WORK:

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General

electrical requirements common to more than one Section of Division 26.

B. Section 23 05 11, COMMON WORK RESULTS FOR HVAC.

C. Section 23 74 13, PACKAGED, OUTDOOR, CENTRAL-STATION AIR-HANDLING UNITS.

1.3 SUBMITTALS:

A. In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL

INSTALLATIONS, submit the following:

B. Shop Drawings:

1. Provide documentation to demonstrate compliance with drawings and

specifications.

2. Include electrical ratings, efficiency, bearing data, power factor,

frame size, dimensions, mounting details, materials, horsepower,

voltage, phase, speed (RPM), enclosure, starting characteristics,

torque characteristics, code letter, full load and locked rotor

current, service factor, and lubrication method.

C. Manuals:

1. Submit simultaneously with the shop drawings, companion copies of

complete installation, maintenance and operating manuals, including

technical data sheets and application data.

D. Certification: Two weeks prior to final inspection, unless otherwise

noted, submit four copies of the following certification to the COTR:

1. Certification that the motors have been applied, installed, adjusted,

lubricated, and tested according to manufacturer published

recommendations.

E. Completed System Readiness Checklists provided by the Commissioning

Agent and completed by the contractor, signed by a qualified technician

and dated on the date of completion, in accordance with the requirements

of Section 23 08 00 COMMISSIONING OF HVAC SYSTEMS.

1.4 APPLICABLE PUBLICATIONS:
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A. The publications listed below form a part of this specification to the

extent referenced. The publications are referenced in the text by the

basic designation only.

B. National Electrical Manufacturers Association (NEMA):

MG 1-2006 Rev. 1 2009 ..Motors and Generators

MG 2–2001 Rev. 1 2007...Safety Standard for Construction and Guide for

Selection, Installation and Use of Electric

Motors and Generators

C. National Fire Protection Association (NFPA):

70-2008.................National Electrical Code (NEC)

D. Institute of Electrical and Electronics Engineers (IEEE):

112-04..................Standard Test Procedure for Polyphase Induction

Motors and Generators

E. American Society of Heating, Refrigerating and Air-Conditioning

Engineers (ASHRAE):

90.1-2007...............Energy Standard for Buildings Except Low-Rise

Residential Buildings

PART 2 - PRODUCTS

2.1 MOTORS:

A. For alternating current, fractional and integral horsepower motors, NEMA

Publications MG 1 and MG 2 shall apply.

B.Provide all electrical wiring, conduit, and devices necessary for the

proper connection, protection and operation of the systems. Provide

premium efficiency type motors as scheduled. Unless otherwise specified

for a particular application, use electric motors with the following

requirements.

C. Single-phase Motors: Motors for centrifugal fans and pumps may be split

phase or permanent split capacitor (PSC) type. Provide capacitor-start

type for hard starting applications.

D. Poly-phase Motors: NEMA Design B, Squirrel cage, induction type.

1. Two Speed Motors: Each two-speed motor shall have two separate

windings. Provide a time- delay (20 seconds minimum) relay for

switching from high to low speed.

E. Voltage ratings shall be as follows:

1. Single phase:

a. Motors connected to 120-volt systems: 115 volts.

b. Motors connected to 208-volt systems: 200 volts.

2. Three phase:
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a. Motors connected to 208-volt systems: 200 volts.

F. Number of phases shall be as follows:

1. Motors, less than 373 W (1/2 HP): Single phase.

2. Motors, 373 W (1/2 HP) and larger: 3 phase.

3. Exceptions:

a. Hermetically sealed motors.

b. Motors for equipment assemblies, less than 746 W (one HP), may be

single phase provided the manufacturer of the proposed assemblies

cannot supply the assemblies with three phase motors.

G. Motors shall be designed for operating the connected loads continuously

in a 40°C (104°F) environment, where the motors are installed, without

exceeding the NEMA standard temperature rises for the motor insulation.

If the motors exceed 40°C (104°F), the motors shall be rated for the

actual ambient temperatures.

H. Motor designs, as indicated by the NEMA code letters, shall be

coordinated with the connected loads to assure adequate starting and

running torque.

I. Motor Enclosures:

1. Shall be the NEMA types as specified and/or shown on the drawings.

2. Where the types of motor enclosures are not shown on the drawings,

they shall be the NEMA types, which are most suitable for the

environmental conditions where the motors are being installed.

Enclosure requirements for certain conditions are as follows:

a. Motors located outdoors, indoors in wet or high humidity

locations, or in unfiltered airstreams shall be totally enclosed

type.

b. Where motors are located in an NEC 511 classified area, provide

TEFC explosion proof motor enclosures.

c. Where motors are located in a corrosive environment, provide TEFC

enclosures with corrosion resistant finish.

3. Enclosures shall be primed and finish coated at the factory with

manufacturer's prime coat and standard finish.

J. Special Requirements:

1. Where motor power requirements of equipment furnished deviate from

power shown on plans, provide electrical service designed under the

requirements of NFPA 70 without additional time or cost to the

Government.
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2. Assemblies of motors, starters, controls and interlocks on factory

assembled and wired devices shall be in accordance with the

requirements of this specification.

3. Wire and cable materials specified in the electrical division of the

specifications shall be modified as follows:

a. Wiring material located where temperatures can exceed 71 degrees C

(160 degrees F) shall be stranded copper with Teflon FEP

insulation with jacket. This includes wiring on the boilers.

b. Other wiring at boilers and to control panels shall be NFPA 70

designation THWN.

c. Provide shielded conductors or wiring in separate conduits for all

instrumentation and control systems where recommended by

manufacturer of equipment.

4. Select motor sizes so that the motors do not operate into the service

factor at maximum required loads on the driven equipment. Motors on

pumps shall be sized for non-overloading at all points on the pump

performance curves.

5. Motors utilized with variable frequency drives shall be rated

“inverter-duty” per NEMA Standard, MG1, Part 31.4.4.2. Provide motor

shaft grounding apparatus that will protect bearings from damage from

stray currents.

K. Additional requirements for specific motors, as indicated in the other

sections listed in Article 1.2, shall also apply.

L. Energy-Efficient Motors (Motor Efficiencies): All permanently wired

polyphase motors of 746 Watts (1 HP) or more shall meet the minimum

full-load efficiencies as indicated in the following table. Motors of

746 Watts or more with open, drip-proof or totally enclosed fan-cooled

enclosures shall be NEMA premium efficiency type, unless otherwise

indicated. Motors provided as an integral part of motor driven equipment

are excluded from this requirement if a minimum seasonal or overall

efficiency requirement is indicated for that equipment by the provisions

of another section. Motors not specified as “premium efficiency” shall

comply with the Energy Policy Act of 2005 (EPACT).

Minimum Premium Efficiencies

Open Drip-Proof

Minimum Premium Efficiencies

Totally Enclosed Fan-Cooled

Rating

kW (HP)

1200

RPM

1800

RPM

3600

RPM

Rating

kW (HP)

1200

RPM

1800

RPM

3600

RPM
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0.746 (1) 82.5% 85.5% 77.0% 0.746 (1) 82.5% 85.5% 77.0%

1.12 (1.5) 86.5% 86.5% 84.0% 1.12 (1.5) 87.5% 86.5% 84.0%

1.49 (2) 87.5% 86.5% 85.5% 1.49 (2) 88.5% 86.5% 85.5%

2.24 (3) 88.5% 89.5% 85.5% 2.24 (3) 89.5% 89.5% 86.5%

3.73 (5) 89.5% 89.5% 86.5% 3.73 (5) 89.5% 89.5% 88.5%

5.60 (7.5) 90.2% 91.0% 88.5% 5.60 (7.5) 91.0% 91.7% 89.5%

7.46 (10) 91.7% 91.7% 89.5% 7.46 (10) 91.0% 91.7% 90.2%

11.2 (15) 91.7% 93.0% 90.2% 11.2 (15) 91.7% 92.4% 91.0%

14.9 (20) 92.4% 93.0% 91.0% 14.9 (20) 91.7% 93.0% 91.0%

18.7 (25) 93.0% 93.6% 91.7% 18.7 (25) 93.0% 93.6% 91.7%

22.4 (30) 93.6% 94.1% 91.7% 22.4 (30) 93.0% 93.6% 91.7%

29.8 (40) 94.1% 94.1% 92.4% 29.8 (40) 94.1% 94.1% 92.4%

37.3 (50) 94.1% 94.5% 93.0% 37.3 (50) 94.1% 94.5% 93.0%

44.8 (60) 94.5% 95.0% 93.6% 44.8 (60) 94.5% 95.0% 93.6%

56.9 (75) 94.5% 95.0% 93.6% 56.9 (75) 94.5% 95.4% 93.6%

74.6 (100) 95.0% 95.4% 93.6% 74.6 (100) 95.0% 95.4% 94.1%

93.3 (125) 95.0% 95.4% 94.1% 93.3 (125) 95.0% 95.4% 95.0%

112 (150) 95.4% 95.8% 94.1% 112 (150) 95.8% 95.8% 95.0%

149.2 (200) 95.4% 95.8% 95.0% 149.2 (200) 95.8% 96.2% 95.4%

M. Minimum Power Factor at Full Load and Rated Voltage: 90 percent at 1200

RPM, 1800 RPM and 3600 RPM.

PART 3 - EXECUTION

3.1 INSTALLATION:

Install motors in accordance with manufacturer’s recommendations, the

NEC, NEMA, as shown on the drawings and/or as required by other sections

of these specifications.

3.2 FIELD TESTS

A. Perform an electric insulation resistance Test using a megohmmeter on

all motors after installation, before start-up. All shall test free from

grounds.

B. Perform Load test in accordance with ANSI/IEEE 112, Test Method B, to

determine freedom from electrical or mechanical defects and compliance

with performance data.

C. Insulation Resistance: Not less than one-half meg-ohm between stator

conductors and frame, to be determined at the time of final inspection.

3.3 STARTUP AND TESTING

A. The Commissioning Agent will observe startup and contractor testing of

selected equipment. Coordinate the startup and contractor testing



Project No.: 595-17-104
SMOKING SHELTER FOR RESIDENTAL REHAB

VAMC, Lebanon, PA

23 05 12 - 6

schedules with COTR and Commissioning Agent. Provide a minimum of 7 days

prior notice.

3.5 DEMONSTRATION AND TRAINING

A. Provide services of manufacturer’s technical representative for four

hours to instruct VA personnel in operation and maintenance of units.

B. Submit training plans and instructor qualifications in accordance with

the requirements of Section 23 08 00 – COMMISSIONING OF HVAC SYSTEMS.

- - - E N D - - -
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SECTION 23 31 00
HVAC DUCTS AND CASINGS

PART 1 - GENERAL

1.1 DESCRIPTION

A. Ductwork and accessories for HVAC including the following:

1. Supply air, return air, outside air, exhaust, make-up air, and relief

systems.

B. Definitions:

1. SMACNA Standards as used in this specification means the HVAC Duct

Construction Standards, Metal and Flexible.

2. Seal or Sealing: Use of liquid or mastic sealant, with or without

compatible tape overlay, or gasketing of flanged joints, to keep air

leakage at duct joints, seams and connections to an acceptable

minimum.

3. Duct Pressure Classification: SMACNA HVAC Duct Construction

Standards, Metal and Flexible.

4. Exposed Duct: Exposed to view in a finished room

1.2 RELATED WORK

a. General Mechanical Requirements: Section 23 05 11, COMMON WORK RESULTS

FOR HVAC and STEAM GENERATION.

1.3 QUALITY ASSURANCE

A. Refer to article, QUALITY ASSURANCE, in Section 23 05 11, COMMON WORK

RESULTS FOR HVAC and STEAM GENERATION.

B. Fire Safety Code: Comply with NFPA 90A.

C. Duct System Construction and Installation: Referenced SMACNA Standards

are the minimum acceptable quality.

D. Duct Sealing, Air Leakage Criteria, and Air Leakage Tests: Ducts shall

be sealed as per duct sealing requirements of SMACNA HVAC Air Duct

Leakage Test Manual for duct pressure classes shown on the drawings.

E. Duct accessories exposed to the air stream, such as dampers of all types

(except smoke dampers) and access openings, shall be of the same

material as the duct or provide at least the same level of corrosion

resistance.

1.4 SUBMITTALS

A. Submit in accordance with Section 01 33 23, SHOP DRAWINGS, PRODUCT DATA,

and SAMPLES.

B. Manufacturer's Literature and Data:

1. Rectangular ducts:
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a. Schedules of duct systems, materials and selected SMACNA

construction alternatives for joints, sealing, gage and

reinforcement.

b. Duct liner.

c. Sealants and gaskets.

d. Access doors.

2. Round and flat oval duct construction details:

a. Manufacturer's details for duct fittings.

b. Duct liner.

c. Sealants and gaskets.

d. Access sections.

e. Installation instructions.

3. Volume dampers, back draft dampers.

4. Upper hanger attachments.

5. Fire dampers, fire doors, and smoke dampers with installation

instructions.

6. Sound attenuators, including pressure drop and acoustic performance.

7. Flexible ducts and clamps, with manufacturer's installation

instructions.

8. Flexible connections.

9. Instrument test fittings.

10 Details and design analysis of alternate or optional duct systems.

11 COMMON WORK RESULTS FOR HVAC and STEAM GENERATION.

C. Coordination Drawings: Refer to article, SUBMITTALS, in Section 23 05

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of this specification to the

extent referenced. The publications are referenced in the text by the

basic designation only.

B. American Society of Civil Engineers (ASCE):

ASCE7-05................Minimum Design Loads for Buildings and Other

Structures

C. American Society for Testing and Materials (ASTM):

A167-99(2009)...........Standard Specification for Stainless and

Heat-Resisting Chromium-Nickel Steel Plate,

Sheet, and Strip

A653-09.................Standard Specification for Steel Sheet,

Zinc-Coated (Galvanized) or Zinc-Iron Alloy

coated (Galvannealed) by the Hot-Dip process

A1011-09a...............Standard Specification for Steel, Sheet and

Strip, Hot rolled, Carbon, structural, High-
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Strength Low-Alloy, High Strength Low-Alloy with

Improved Formability, and Ultra-High Strength

B209-07.................Standard Specification for Aluminum and

Aluminum-Alloy Sheet and Plate

C1071-05e1..............Standard Specification for Fibrous Glass Duct

Lining Insulation (Thermal and Sound Absorbing

Material)

E84-09a.................Standard Test Method for Surface Burning

Characteristics of Building Materials

D. National Fire Protection Association (NFPA):

90A-09..................Standard for the Installation of Air

Conditioning and Ventilating Systems

96-08...................Standard for Ventilation Control and Fire

Protection of Commercial Cooking Operations

E. Sheet Metal and Air Conditioning Contractors National Association

(SMACNA):

2nd Edition – 2005......HVAC Duct Construction Standards, Metal and

Flexible

1st Edition - 1985......HVAC Air Duct Leakage Test Manual

6th Edition – 2003......Fibrous Glass Duct Construction Standards

F. Underwriters Laboratories, Inc. (UL):

181-08..................Factory-Made Air Ducts and Air Connectors

555-06 .................Standard for Fire Dampers

555S-06 ................Standard for Smoke Dampers

PART 2 - PRODUCTS

2.1 DUCT MATERIALS AND SEALANTS

A. General: Except for systems specified otherwise, construct ducts,

casings, and accessories of galvanized sheet steel, ASTM A653, coating

G90; or, aluminum sheet, ASTM B209, alloy 1100, 3003 or 5052.

B. Specified Corrosion Resistant Systems: Stainless steel sheet, ASTM A167,

Class 302 or 304, Condition A (annealed) Finish No. 4 for exposed ducts

and Finish No. 2B for concealed duct or ducts located in mechanical

rooms.

C. Optional Duct Materials:

1. Grease Duct: Double wall factory-built grease duct, UL labeled and

complying with NFPA 96 may be furnished in lieu of specified

materials for kitchen and grill hood exhaust duct. Installation and

accessories shall comply with the manufacturers catalog data. Outer

jacket of exposed ductwork shall be stainless steel. Square and
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rectangular duct shown on the drawings will have to be converted to

equivalent round size.

D. Joint Sealing: Refer to SMACNA HVAC Duct Construction Standards,

paragraph S1.9.

1. Sealant: Elastomeric compound, gun or brush grade, maximum 25 flame

spread and 50 smoke developed (dry state) compounded specifically for

sealing ductwork as recommended by the manufacturer. Generally

provide liquid sealant, with or without compatible tape, for low

clearance slip joints and heavy, permanently elastic, mastic type

where clearances are larger. Oil base caulking and glazing compounds

are not acceptable because they do not retain elasticity and bond.

2. Tape: Use only tape specifically designated by the sealant

manufacturer and apply only over wet sealant. Pressure sensitive tape

shall not be used on bare metal or on dry sealant.

3. Gaskets in Flanged Joints: Soft neoprene.

E. Approved factory made joints may be used.

2.2 DUCT CONSTRUCTION AND INSTALLATION

A. Regardless of the pressure classifications outlined in the SMACNA

Standards, fabricate and seal the ductwork in accordance with the

following pressure classifications:

B. Duct Pressure Classification:

0 to 50 mm (2 inch)

> 50 mm to 75 mm (2 inch to 3 inch)

> 75 mm to 100 mm (3 inch to 4 inch)

Show pressure classifications on the floor plans.

C. Seal Class: All ductwork shall receive Class A Seal

D. Duct for Negative Pressure Up to 750 Pa (3 inch W.G.): Provide for

exhaust duct between HEPA filters and exhaust fan inlet including

systems for Autopsy Suite exhaust.

1. Round Duct: Galvanized steel, spiral lock seam construction with

standard slip joints.

2. Rectangular Duct: Galvanized steel, minimum 1.0 mm (20 gage),

Pittsburgh lock seam, companion angle joints 32 mm by 3.2 mm (1-1/4

by 1/8 inch) minimum at not more than 2.4 m (8 feet) spacing.

Approved pre-manufactured joints are acceptable in lieu of companion

angles.

E. Round and Flat Oval Ducts: Furnish duct and fittings made by the same

manufacturer to insure good fit of slip joints. When submitted and

approved in advance, round and flat oval duct, with size converted on

the basis of equal pressure drop, may be furnished in lieu of

rectangular duct design shown on the drawings.
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1. Elbows: Diameters 80 through 200 mm (3 through 8 inches) shall be two

sections die stamped, all others shall be gored construction, maximum

18 degree angle, with all seams continuously welded or standing seam.

Coat galvanized areas of fittings damaged by welding with corrosion

resistant aluminum paint or galvanized repair compound.

2. Provide bell mouth, conical tees or taps, laterals, reducers, and

other low loss fittings as shown in SMACNA HVAC Duct Construction

Standards.

3. Ribbed Duct Option: Lighter gage round/oval duct and fittings may be

furnished provided certified tests indicating that the rigidity and

performance is equivalent to SMACNA standard gage ducts are

submitted.

a. Ducts: Manufacturer's published standard gage, G90 coating, spiral

lock seam construction with an intermediate standing rib.

b. Fittings: May be manufacturer's standard as shown in published

catalogs, fabricated by spot welding and bonding with neoprene

base cement or machine formed seam in lieu of continuous welded

seams.

4. Provide flat side reinforcement of oval ducts as recommended by the

manufacturer and SMACNA HVAC Duct Construction Standard S3.13.

Because of high pressure loss, do not use internal tie-rod

reinforcement unless approved by the COTR.

F. Casings and Plenums: Construct in accordance with SMACNA HVAC Duct

Construction Standards Section 6, including curbs, access doors, pipe

penetrations, eliminators and drain pans. Access doors shall be hollow

metal, insulated, with latches and door pulls, 500 mm (20 inches) wide

by 1200 - 1350 mm (48 - 54 inches) high. Provide view port in the doors

where shown. Provide drain for outside air louver plenum. Outside air

plenum shall have exterior insulation. Drain piping shall be routed to

the nearest floor drain.

G. Volume Dampers: Single blade or opposed blade, multi-louver type as

detailed in SMACNA Standards. Refer to SMACNA Detail Figure 2-12 for

Single Blade and Figure 2.13 for Multi-blade Volume Dampers.

H. Duct Hangers and Supports: Refer to SMACNA Standards Section IV. Avoid

use of trapeze hangers for round duct.

I. Ductwork in excess of 620 cm2 (96 square inches) shall be protected

unless the duct has one dimension less than 150 mm (6 inches)if it

passes through the areas listed below. Refer to the Mission Critical

Physical Design Manual for VA Facilities. This applies to the

following:

1. Agent cashier spaces
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2. Perimeter partitions of caches

3. Perimeter partitions of computer rooms

4. Perimeter of a COOP sites

5. Perimeter partitions of Entrances

6. Security control centers (SCC)

2.3 DUCT LINER

A. Duct sizes shown on drawings for lined duct are clear opening inside

lining.

B. Duct liner is only permitted to be used for return, relief and general

exhaust ducts. Duct liner is not permitted for outside air ducts,

supply air ducts or any other positive pressure ductwork (provide

exterior insulation only).

C. Rectangular Duct or Casing Liner: ASTM C1071, Type I (flexible), or Type

II (board), 25 mm (one inch) minimum thickness, applied with mechanical

fasteners and 100 percent coverage of adhesive in conformance with

SMACNA, Duct Liner Application Standard.

D. Round and Oval Duct Liner: Factory fabricated double-walled with 50 mm

(two inch) thick sound insulation and inner perforated galvanized metal

liner. Construction shall comply with flame and smoke rating required by

NFPA 90A. Metal liner shall be 1.0 to 0.60 mm (20 to 24 gage) having

perforations not exceeding 2.4 mm (3/32 inch) diameter and approximately

22 percent free area. Metal liner for fittings need not be perforated.

Assemblies shall be complete with continuous sheet Mylar liner, 2 mil

thickness, between the perforated liner and the insulation to prevent

erosion of the insulation. Provide liner couplings/spacer for metal

liner. At the end of insulated sections, provide insulation end fittings

to reduce outer shell to liner size. Provide liner spacing/concentricity

leaving airway unobstructed.

2.4 DUCT ACCESS DOORS, PANELS AND SECTIONS

A. Provide access doors, sized and located for maintenance work, upstream,

in the following locations:

1. Each duct mounted coil and humidifier.

2. Each fire damper (for link service), smoke damper and automatic

control damper.

3. Each duct mounted smoke detector.

4. For cleaning operating room supply air duct and kitchen hood exhaust

duct, locate access doors at 6 m (20 feet) intervals and at each

change in duct direction.

B. Openings shall be as large as feasible in small ducts, 300 mm by 300 mm

(12 inch by 12 inch) minimum where possible. Access sections in
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insulated ducts shall be double-wall, insulated. Transparent

shatterproof covers are preferred for uninsulated ducts.

1. For rectangular ducts: Refer to SMACNA HVAC Duct Construction

Standards (Figure 2-12).

2. For round and flat oval duct: Refer to SMACNA HVAC duct Construction

Standards (Figure 2-11).

2.5 FIRE DAMPERS

A. Galvanized steel, interlocking blade type, UL listing and label, 1-1/2

hour rating, 70 degrees C (160 degrees F) fusible line, 100 percent free

opening with no part of the blade stack or damper frame in the air

stream.

B. Fire dampers in wet air exhaust shall be of stainless steel

construction, all others may be galvanized steel.

C. Minimum requirements for fire dampers:

1. The damper frame may be of design and length as to function as the

mounting sleeve, thus eliminating the need for a separate sleeve, as

allowed by UL 555. Otherwise provide sleeves and mounting angles,

minimum 1.9 mm (14 gage), required to provide installation equivalent

to the damper manufacturer's UL test installation.

2. Submit manufacturer's installation instructions conforming to UL

rating test.

2.6 SMOKE DAMPERS

A. Maximum air velocity, through free area of open damper, and pressure

loss: Low pressure and medium pressure duct (supply, return, exhaust,

outside air): 450 m/min (1500 fpm). Maximum static pressure loss: 32 Pa

(0.13 inch W.G.).

B. Maximum air leakage, closed damper: 0.32 cubic meters /min/square meter

(4.0 CFM per square foot) at 750 Pa (3 inch W.G.) differential pressure.

C. Minimum requirements for dampers:

1. Shall comply with requirements of Table 6-1 of UL 555S, except for

the Fire Endurance and Hose Stream Test.

2. Frame: Galvanized steel channel with side, top and bottom stops or

seals.

3. Blades: Galvanized steel, parallel type preferably, 300 mm (12 inch)

maximum width, edges sealed with neoprene, rubber or felt, if

required to meet minimum leakage. Airfoil (streamlined) type for

minimum noise generation and pressure drop are preferred for duct

mounted dampers.

4. Shafts: Galvanized steel.

5. Bearings: Nylon, bronze sleeve or ball type.

6. Hardware: Zinc plated.
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7. Operation: Automatic open/close. No smoke damper that requires manual

reset or link replacement after actuation is acceptable. See drawings

for required control operation.

D. Motor operator (actuator): Provide pneumatic or electric as required by

the automatic control system, externally mounted on stand-offs to allow

complete insulation coverage.

2.7 COMBINATION FIRE AND SMOKE DAMPERS

Combination fire and smoke dampers: Multi-blade type units meeting all

requirements of both fire dampers and smoke dampers shall be used where

shown and may be used at the Contractor's option where applicable.

2.8 FIRE DOORS

Galvanized steel, interlocking blade type, UL listing and label, 71

degrees C (160 degrees F) fusible link, 3 hour rating and approved for

openings in Class A fire walls with rating up to 4 hours, 100 percent

free opening with no part of the blade stack or damper frame in the air

stream.

2.9 FLEXIBLE AIR DUCT

A. General: Factory fabricated, complying with NFPA 90A for connectors not

passing through floors of buildings. Flexible ducts shall not penetrate

any fire or smoke barrier which is required to have a fire resistance

rating of one hour or more. Flexible duct length shall not exceed 1.5 m

(5 feet). Provide insulated acoustical air duct connectors in supply air

duct systems and elsewhere as shown.

B. Flexible ducts shall be listed by Underwriters Laboratories, Inc.,

complying with UL 181. Ducts larger than 200 mm (8 inches) in diameter

shall be Class 1. Ducts 200 mm (8 inches) in diameter and smaller may be

Class 1 or Class 2.

C. Insulated Flexible Air Duct: Factory made including mineral fiber

insulation with maximum C factor of 0.25 at 24 degrees C (75 degrees F)

mean temperature, encased with a low permeability moisture barrier outer

jacket, having a puncture resistance of not less than 50 Beach Units.

Acoustic insertion loss shall not be less than 3 dB per 300 mm (foot) of

straight duct, at 500 Hz, based on 150 mm (6 inch) duct, of 750 m/min

(2500 fpm).

D. Application Criteria:

1. Temperature range: -18 to 93 degrees C (0 to 200 degrees F) internal.

2. Maximum working velocity: 1200 m/min (4000 feet per minute).

3. Minimum working pressure, inches of water gage: 2500 Pa (10 inches)

positive, 500 Pa (2 inches) negative.

E. Duct Clamps: 100 percent nylon strap, 80 kg (175 pounds) minimum loop

tensile strength manufactured for this purpose or stainless steel strap



Project No.: 595-17-104
SMOKING SHELTER FOR RESIDENTAL REHAB

23 31 00 - 9

with cadmium plated worm gear tightening device. Apply clamps with

sealant and as approved for UL 181, Class 1 installation.

2.10 FLEXIBLE DUCT CONNECTIONS

Where duct connections are made to fans, air terminal units, and air

handling units, install a non-combustible flexible connection of 822 g

(29 ounce) neoprene coated fiberglass fabric approximately 150 mm (6

inches) wide. For connections exposed to sun and weather provide hypalon

coating in lieu of neoprene. Burning characteristics shall conform to

NFPA 90A. Securely fasten flexible connections to round ducts with

stainless steel or zinc-coated iron draw bands with worm gear fastener.

For rectangular connections, crimp fabric to sheet metal and fasten

sheet metal to ducts by screws 50 mm (2 inches) on center. Fabric shall

not be stressed other than by air pressure. Allow at least 25 mm (one

inch) slack to insure that no vibration is transmitted.

2.11 SOUND ATTENUATING UNITS

A. Casing, not less than 1.0 mm (20 gage) galvanized sheet steel, or 1.3 mm

(18 gage) aluminum fitted with suitable flanges to make clean airtight

connections to ductwork. Sound-absorbent material faced with glass fiber

cloth and covered with not less than 0,6 mm (24 gage) or heavier

galvanized perforated sheet steel, or 0.85 mm (22 gage) or heavier

perforated aluminum. Perforations shall not exceed 4 mm (5/32-inch)

diameter, approximately 25 percent free area. Sound absorbent material

shall be long glass fiber acoustic blanket meeting requirements of NFPA

90A.

B. Entire unit shall be completely air tight and free of vibration and

buckling at internal static pressures up to 2000 Pa (8 inches W.G.) at

operating velocities.

C. Pressure drop through each unit: Not to exceed indicated value at design

air quantities indicated.

D. Submit complete independent laboratory test data showing pressure drop

and acoustical performance.

E. Cap open ends of attenuators at factory with plastic, heavy duty paper,

cardboard, or other appropriate material to prevent entrance of dirt,

water, or any other foreign matter to inside of attenuator. Caps shall

not be removed until attenuator is installed in duct system.

2.12 PREFABRICATED ROOF CURBS

Galvanized steel or extruded aluminum 300 mm (12 inches) above finish

roof service, continuous welded corner seams, treated wood nailer, 40 mm

(1-1/2 inch) thick, 48 kg/cubic meter (3 pound/cubic feet) density rigid

mineral fiberboard insulation with metal liner, built-in cant strip

(except for gypsum or tectum decks). For surface insulated roof deck,
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provide raised cant strip (recessed mounting flange) to start at the

upper surface of the insulation. Curbs shall be constructed for pitched

roof or ridge mounting as required to keep top of curb level.

2.15 DUCT MOUNTEDTHERMOMETER (AIR)

A. Stem Type Thermometers: ASTM E1, 7 inch scale, red appearing mercury,

lens front tube, cast aluminum case with enamel finish and clear glass

or polycarbonate window, brass stem, 2 percent of scale accuracy to ASTM

E77 scale calibrated in degrees Fahrenheit.

B. Thermometer Supports:

1. Socket: Brass separable sockets for thermometer stems with or without

extensions as required, and with cap and chain.

2. Flange: 3 inch outside diameter reversible flange, designed to fasten

to sheet metal air ducts, with brass perforated stem.

2.17 INSTRUMENT TEST FITTINGS

A. Manufactured type with a minimum 50 mm (two inch) length for insulated

duct, and a minimum 25 mm (one inch) length for duct not insulated. Test

hole shall have a flat gasket for rectangular ducts and a concave gasket

for round ducts at the base, and a screw cap to prevent air leakage.

B. Provide instrument test holes at each duct or casing mounted temperature

sensor or transmitter, and at entering and leaving side of each heating

coil, cooling coil, and heat recovery unit.

PART 3 - EXECUTION

3.1 INSTALLATION

A. Comply with provisions of Section 23 05 11, COMMON WORK RESULTS FOR HVAC

and STEAM GENERATION, particularly regarding coordination with other

trades and work in existing buildings.

B. Fabricate and install ductwork and accessories in accordance with

referenced SMACNA Standards:

1. Drawings show the general layout of ductwork and accessories but do

not show all required fittings and offsets that may be necessary to

connect ducts to equipment, boxes, diffusers, grilles, etc., and to

coordinate with other trades. Fabricate ductwork based on field

measurements. Provide all necessary fittings and offsets at no

additional cost to the government. Coordinate with other trades for

space available and relative location of HVAC equipment and

accessories on ceiling grid. Duct sizes on the drawings are inside

dimensions which shall be altered by Contractor to other dimensions

with the same air handling characteristics where necessary to avoid

interferences and clearance difficulties.
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2. Provide duct transitions, offsets and connections to dampers, coils,

and other equipment in accordance with SMACNA Standards, Section II.

Provide streamliner, when an obstruction cannot be avoided and must

be taken in by a duct. Repair galvanized areas with galvanizing

repair compound.

3. Provide bolted construction and tie-rod reinforcement in accordance

with SMACNA Standards.

4. Construct casings, eliminators, and pipe penetrations in accordance

with SMACNA Standards, Chapter 6. Design casing access doors to swing

against air pressure so that pressure helps to maintain a tight seal.

C. Install duct hangers and supports in accordance with SMACNA Standards,

Chapter 4.

D. Install fire dampers, smoke dampers and combination fire/smoke dampers

in accordance with the manufacturer's instructions to conform to the

installation used for the rating test. Install fire dampers, smoke

dampers and combination fire/smoke dampers at locations indicated and

where ducts penetrate fire rated and/or smoke rated walls, shafts and

where required by the COTR. Install with required perimeter mounting

angles, sleeves, breakaway duct connections, corrosion resistant

springs, bearings, bushings and hinges per UL and NFPA. Demonstrate

re-setting of fire dampers and operation of smoke dampers to the COTR.

E. Seal openings around duct penetrations of floors and fire rated

partitions with fire stop material as required by NFPA 90A.

F. Flexible duct installation: Refer to SMACNA Standards, Chapter 3. Ducts

shall be continuous, single pieces not over 1.5 m (5 feet) long (NFPA

90A), as straight and short as feasible, adequately supported.

Centerline radius of bends shall be not less than two duct diameters.

Make connections with clamps as recommended by SMACNA. Clamp per SMACNA

with one clamp on the core duct and one on the insulation jacket.

Flexible ducts shall not penetrate floors, or any chase or partition

designated as a fire or smoke barrier, including corridor partitions

fire rated one hour or two hour. Support ducts SMACNA Standards.

G. Where diffusers, registers and grilles cannot be installed to avoid

seeing inside the duct, paint the inside of the duct with flat black

paint to reduce visibility.

H. Control Damper Installation:

1. Provide necessary blank-off plates required to install dampers that

are smaller than duct size. Provide necessary transitions required to

install dampers larger than duct size.
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2. Assemble multiple sections dampers with required interconnecting

linkage and extend required number of shafts through duct for

external mounting of damper motors.

3. Provide necessary sheet metal baffle plates to eliminate

stratification and provide air volumes specified. Locate baffles by

experimentation, and affix and seal permanently in place, only after

stratification problem has been eliminated.

4. Install all damper control/adjustment devices on stand-offs to allow

complete coverage of insulation.

I. Air Flow Measuring Devices (AFMD): Install units with minimum straight

run distances, upstream and downstream as recommended by the

manufacturer.

J. Low Pressure Duct Liner: Install in accordance with SMACNA, Duct Liner

Application Standard.

K. Protection and Cleaning: Adequately protect equipment and materials

against physical damage. Place equipment in first class operating

condition, or return to source of supply for repair or replacement, as

determined by COTR. Protect equipment and ducts during construction

against entry of foreign matter to the inside and clean both inside and

outside before operation and painting. When new ducts are connected to

existing ductwork, clean both new and existing ductwork by mopping and

vacuum cleaning inside and outside before operation.

3.2 DUCT LEAKAGE TESTS AND REPAIR

A. Ductwork leakage testing shall be performed by the Testing and Balancing

Contractor directly contracted by the General Contractor and independent

of the Sheet Metal Contractor.

B. Ductwork leakage testing shall be performed for the entire air

distribution system (including all supply, return, exhaust and relief

ductwork), section by section, including fans, coils and filter

sections. Based upon satisfactory initial duct leakage test results, the

scope of the testing may be reduced by the COTR on ductwork constructed

to the 500 Pa (2" WG) duct pressure classification. In no case shall

the leakage testing of ductwork constructed above the 500 Pa (2" WG)

duct pressure classification or ductwork located in shafts or other

inaccessible areas be eliminated.

C. Test procedure, apparatus and report shall conform to SMACNA Leakage

Test manual. The maximum leakage rate allowed is 4 percent of the design

air flow rate.

D. All ductwork shall be leak tested first before enclosed in a shaft or

covered in other inaccessible areas.
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E. All tests shall be performed in the presence of the COTR and the Test

and Balance agency. The Test and Balance agency shall measure and record

duct leakage and report to the COTR and identify leakage source with

excessive leakage.

F. If any portion of the duct system tested fails to meet the permissible

leakage level, the Contractor shall rectify sealing of ductwork to bring

it into compliance and shall retest it until acceptable leakage is

demonstrated to the COTR.

G. All tests and necessary repairs shall be completed prior to insulation

or concealment of ductwork.

H. Make sure all openings used for testing flow and temperatures by TAB

Contractor are sealed properly.

3.3 OPERATING AND PERFORMANCE TESTS

Refer to Section 23 05 11, COMMON WORK RESULTS FOR HVAC and STEAM

GENERATION

- - - E N D - - -
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SECTION 23 74 13
PACKAGED, OUTDOOR, CENTRAL-STATION AIR-HANDLING UNITS

PART 1 - GENERAL

1.1 DESCRIPTION

A. Roof top air handling units including integral components specified

herein.

B. Definitions: Roof Top Air Handling Unit(Roof Top Units, RTU): A factory

fabricated assembly consisting of fan, coils, filters, and other

necessary equipment to perform one or more of the following functions of

circulating, cleaning, heating, cooling, humidifying, dehumidifying, and

mixing of air. Design capacities of units shall be as scheduled on the

drawings.

1.2 RELATED WORK

A. Section 23 05 11, COMMON WORK RESULTS FOR HVAC: General mechanical

requirements and items, which are common to more than one section of

Division 23.

B. Section 23 31 00, HVAC DUCTS and CASINGS: Requirements for flexible duct

connectors, sound attenuators and sound absorbing duct lining.

C. Section 23 05 12, GENERAL MOTOR REQUIREMENTS FOR HVAC and STEAM

GENERATION EQUIPMENT: Types of motors.

1.3 QUALITY ASSURANCE

A. Refer to Article, Quality Assurance, in Section 23 05 11, COMMON WORK

RESULTS FOR HVAC.

B. Air Handling Units Certification

1. Air Handling Units with Housed Centrifugal Fans: The air handling

units shall be certified in accordance with AHRI 430 and tested/rated

in accordance with AHRI 260.

2. Air Handling Units with Plenum Fans:

a. Air Handling Units with a single Plenum Fan shall be certified in

accordance with AHRI 430 and tested/rated in accordance with AHRI

260.

b. Air handling Units with Multiple Fans in an Array shall be tested

and rated in accordance with AHRI 430 and AHRI 260.

C. Heating, Cooling, and Air Handling Capacity and Performance Standards:

AHRI 430, AHRI 410, ASHRAE 51, and AMCA 210.

D. Performance Criteria:

1. The fan BHP shall include all system effects for all fans and v-belt

drive losses for housed centrifugal fans.

2. The fan motor shall be selected within the rated nameplate capacity,

without relying upon NEMA Standard Service Factor.
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3. Select the fan operating point as follows:

a. Forward Curve and Axial Flow Fans: Right hand side of peak

pressure point.

b. Air Foil, Backward Inclined, or Tubular Fans Including Plenum

Fans: At or near the peak static efficiency but at an appropriate

distance from the stall line.

4. Operating Limits: AMCA 99 and Manufacturer’s Recommendations.

E. Units shall be factory-fabricated, assembled, and tested by a

manufacturer, in business of manufacturing similar air-handling units

for at least five (5) years.

1.4 SUBMITTALS:

A. The contractor shall, in accordance with Section 01 33 23, SHOP

DRAWINGS, PRODUCT DATA, and SAMPLES, furnish a complete submission for

all roof top units covered in the project. The submission shall include

all information listed below. Partial and incomplete submissions shall

be rejected without reviews.

B. Manufacturer's Literature and Data:

1. Submittals for RTUs shall include fans, drives, motors, coils, mixing

box with outside/return air dampers, filter housings, blender

sections , and all other related accessories. The contractor shall

provide custom drawings showing total air handling unit assembly

including dimensions, operating weight, access sections, flexible

connections, door swings, controls penetrations, electrical

disconnect, lights, duplex receptacles, switches, wiring, utility

connection points, unit support system, vibration isolators, drain

pan, pressure drops through each component (filter, coil etc) and

rigging points.

2. Submittal drawings of section or component only, will not be

acceptable. Contractor shall also submit performance data including

performance test results, charts, curves or certified computer

selection data; data sheets; fabrication and insulation details; if

the unit cannot be shipped in one piece, the contractor shall

indicate the number of pieces that each unit will have to be broken

into to meet shipping and job site rigging requirements. This data

shall be submitted in hard copies and in electronic version

compatible to AutoCAD version used by the VA at the time of

submission.

3. Submit sound power levels in each octave band for fan and at entrance

and discharge of RTUs at scheduled conditions. Include sound

attenuator capacities and itemized internal component attenuation.
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Internal lining of supply air ductwork with sound absorbing material

is not permitted.

4. Provide fan curves showing Liters/Second (cubic feet per minute),

static pressure, efficiency, and horsepower for design point of

operation and at maximum design Liters/Second (cubic feet per minute)

and 110 percent of design static pressure.

5. Submit total fan static pressure, external static pressure, for RTU

including total, inlet and discharge pressures, and itemized

specified internal losses and unspecified internal losses. Refer to

air handling unit schedule on drawings.

C. Maintenance and operating manuals in accordance with Section 01 00 00,

GENERAL REQUIREMENTS. Include instructions for lubrication, filter

replacement, motor and drive replacement, spare part lists, and wiring

diagrams.

D. Submit written test procedures two weeks prior to factory testing.

Submit written results of factory tests for approval prior to shipping.

F. Submit shipping information that clearly indicates how the units will be

shipped in compliance with the descriptions below.

1. Units shall be shipped in one (1) piece where possible and in shrink

wrapping to protect the unit from dirt, moisture and/or road salt.

2. If not shipped in one (1) piece, provide manufacturer approved

shipping splits where required for installation or to meet shipping

and/or job site rigging requirements in modular sections. Indicate

clearly that the shipping splits shown in the submittals have been

verified to accommodate the construction constraints for rigging as

required to complete installation and removal of any section for

replacement through available access without adversely affecting

other sections.

3. If shipping splits are provided, each component shall be individually

shrink wrapped to protect the unit and all necessary hardware (e.g.

bolts, gaskets etc.) will be included to assemble unit on site (see

section 2.1.A4).

4. Lifting lugs will be provided to facilitate rigging on shipping

splits and joining of segments. If the unit cannot be shipped in one

piece, the contractor shall indicate the number of pieces that each

unit will have to be broken into to meet shipping and job site

rigging requirements.

1.5 APPLICABLE PUBLICATIONS

A. The publications listed below form a part of this specification to the

extent referenced. The publications are referenced in the text by the

basic designation only.
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B. Air-Conditioning, Heating, and Refrigeration Institute (AHRI):

260-01..................Sound Rating of Ducted Air Moving and

Conditioning Equipment

410-01..................Standard for Forced-Circulation Air-Heating and

Air-Cooling Coils

430-09..................Standard for Central Station Air Handling Units

AHRI-DCAACP.............Directory of Certified Applied Air Conditioning

Products

C. Air Moving and Conditioning Association (AMCA):

210-07..................Laboratory Methods of Testing Fans for Rating

D. Anti-Friction Bearing Manufacturer's Association, Inc. (AFBMA):

9-90 (R2008)............Load Ratings and Fatigue life for Ball Bearings

E. American Society of Heating, Refrigerating and Air Conditioning

Engineers (ASHRAE):

51-2007.................Laboratory Methods of Testing Fans for Rating

F. American Society for Testing and Materials (ASTM):

A653/653M-02............Steel Sheet, Zinc-Coated (Galvanized) or Zinc-

Iron Alloy-Coated (Galvannealed) by the Hot-Dip

Process

B117-07a................Salt Spray (Fog) Testing

C1071-05e1..............Standard Specification for Fibrous Glass Duct

Lining Insulation (Thermal and Sound Absorbing

Material)

D1654-08................Standard Method for Evaluation of Painted or

Coated Specimens Subjected to Corrosive

Environments

D1735-08................Water Resistance of Coatings Using Water Fog

Apparatus

D3359-08................Standard Test Methods for Measuring Adhesion by

Tape Test

E84-10..................Standard Test Method for Surface Burning

Characteristics of Building Materials

G. Anti-Friction Bearing Manufacturer's Association, Inc. (AFBMA):

9-90....................Load Ratings and Fatigue life for Ball Bearings

H. Military Specifications (Mil. Spec.):

DOD-P-21035A-2003.......Paint, High Zinc Dust Content, Galvanizing

Repair

I. National Fire Protection Association (NFPA):

NFPA 90A................Standard for Installation of Air Conditioning

and Ventilating Systems, 2009
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J. Energy Policy Act of 2005 (P.L.109-58)

PART 2 - PRODUCTS

2.1 ROOF TOP AIR HANDLING UNITS

A. General:

1. Roof top units (RTU) shall be fabricated from insulated, solid

double-wall galvanized steel without any perforations in draw-through

configuration. Casing is specified in paragraph 2.1.C. Galvanizing

shall be hot dipped conforming to ASTM A525 and shall provide a

minimum of 0.275 kg of zinc per square meter (0.90 oz. of zinc per

square foot) (G90). Aluminum constructed units may be provided

subject to VA approval and documentation that structural rigidity is

equal or greater than the galvanized steel specified.

2. The contractor and the RTU manufacturer shall be responsible for

insuring that the unit will not exceed the allocated space shown on

the drawings, including required clearances for service and future

overhaul or removal of unit components. All structural, piping,

wiring, and ductwork alterations of units, which are dimensionally

different than those specified, shall be the responsibility of the

contractor at no additional cost to the government.

3. RTUs shall be fully assembled by the manufacturer in the factory in

accordance with the arrangement shown on the drawings. The unit shall

be assembled into the largest sections possible subject to shipping

and rigging restrictions. The correct fit of all components and

casing sections shall be verified in the factory for all units prior

to shipment. All units shall be fully assembled, tested and then

split to accommodate shipment and job site rigging. On units not

shipped fully assembled, the manufacturer shall tag each section and

include air flow direction to facilitate assembly at the job site.

Lifting lugs or shipping skids shall be provided for each section to

allow for field rigging and final placement of unit.

4. The RTU manufacturer shall provide the necessary gasketing, caulking,

and all screws, nuts, and bolts required for assembly. The

manufacturer shall provide a local representative at the job site to

supervise the assembly and to assure the units are assembled to meet

manufacturer's recommendations and requirements noted on the

drawings. Provide documentation that this representative has provided

this service on similar jobs to the Contracting Officer. If a local

representative cannot be provided, the manufacturer shall provide a

factory representative.
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5. Gaskets: All door and casing and panel gaskets and gaskets between

air handling unit components, if joined in the field, shall be high

quality which seal air tight and retain their structural integrity

and sealing capability after repeated assembly and disassembly of

bolted panels and opening and closing of hinged components. Bolted

sections may use a more permanent gasketing method provided they are

not disassembled.

6. Structural Rigidity: Provide structural reinforcement when required

by span or loading so that the deflection of the assembled structure

shall not exceed 1/200 of the span based on a differential static

pressure of 1991 Pa (8 inches water gage) or higher.

B. Base:

1. Provide a heavy duty steel base for supporting all major RTU

components. Bases shall be constructed of wide-flange steel I-beams,

channels, or minimum 125 mm (5 inch) high 3.5 mm (10 Gauge) steel

base rails. Welded or bolted cross members shall be provided as

required for lateral stability. Contractor shall provide supplemental

steel supports as required to obtain proper operation heights for

cooling coil condensate drain trap and steam coil condensate return

trap.

2. RTUs shall be completely self supporting for installation on roof

curb or steel support pedestals.

3. The RTU bases not constructed of galvanized material shall be

cleaned, primed with a rust inhibiting primer, and finished with rust

inhibiting exterior enamel.

C. Casing (including wall, floor and roof):

1. General: RTU casing shall be entirely double wall insulated panels,

integral of or attached to a structural frame. Construction shall be

such that removal of any panel shall not affect the structural

integrity of the unit. Casing finished shall meet salt-spray test as

specified in paragraph 2.1.C.10. All casing and panel sections shall

be tightly butted and gasketed. No gaps of double wall construction

will be allowed where panels bolt to air handling unit structural

member. Structural members, not covered by the double wall panels,

shall have equivalent insulated double wall construction.

2. Double wall galvanized steel panels, minimum 51 mm (2 inches) thick,

constructed of minimum 1.3 mm (18 gauge) outer skin and 1.0 mm (20

gauge) solid or perforated inner skin. to limit wall, roof and floor

deflection to not exceed an L/240 ratio when the unit casing is

pressurized to (±1245 Pa (±5 in. w.g.). Deflection shall be measured

at the midpoint of the panel height. Total housing leakage shall not
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exceed 1% of rated cfm when the unit casing is pressurized to ±5 in.

w.g. (±1245 Pa). The outer (skin) and inner panels shall be solid.

3. Blank-Off: Provide blank-offs as required to prevent air bypass

between the AHU sections, around coils, and filters.

4. Insulation: Insulation shall be injected CFC free foam encased in

double-wall casing between exterior and interior panels such that no

insulation can erode to the air stream. Insulation shall be 50 mm (2

inch) thick, and 48 kg/m3 (3.0 lb/ft3) density with a total thermal

resistance (R-value) of approximately 2.3 m.K/W (13.0 hr-ft2 OF/BTU).

Units with less than 50 mm (2 inch) of insulation in any part of the

walls, floor, roof or drain pan shall not be acceptable. The

insulation shall comply with NFPA 90-A for the flame and smoke

generation requirements.

Table 2.1.C.4

Outer Panel 0.8 mm (22 Gage) Minimum

Inner Panel 0.8 mm (22 Gage) Minimum

Insulation

Thickness

Density

Foam

50 mm (2 inch) Minimum

48 kg/m3 (3.0 lb/ft3) Minimum

Total R Value 2.3 m2.K/W (13.0 ft2.OF.hr/Btu)

Minimum

5. The thickness of insulation, mode of application, and thermal breaks

shall be such that there is no visible condensation on the exterior

panels of the AHU.

6. Casing panels shall be secured to the support structure with

stainless steel or zinc-chromate plated screws and gaskets installed

around the panel perimeter. Panels shall be completely removable to

allow removal of fan, coils, and other internal components for future

maintenance, repair, or modifications. Welded exterior panels are not

acceptable.

7. Access Doors: Provide in each access section. Doors shall be a

minimum of 50 mm (2 inches) thick with same double wall construction

as the unit casing. Doors shall be a minimum of 600 mm (24 inches)

wide, unless shown of different size on drawings, and shall be the

full casing height up to a maximum of 1850 mm (6 feet). Doors shall

be gasketed, hinged, and latched to provide an airtight seal. The

access doors for fan section, mixing box, humidifier coil section

shall include a minimum 150 mm x 150 mm (6 inch x 6 inch) double
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thickness, with air space between glass panes tightly sealed,

reinforced glass or Plexiglas window in a gasketed frame.

a. Hinges: Manufacturers standard, designed for door size, weight and

pressure classifications. Hinges shall hold door completely rigid

with minimum 45 kg (100 pound) weight hung on latch side of door.

b. Latches: Non-corrosive alloy construction, with operating levers

for positive cam action, operable from either inside or outside.

Doors that do not open against unit operating pressure shall allow

the door to ajar and then require approximately 0.785 radian (45

degrees) further movement of the handle for complete opening.

Latch shall be capable of restraining explosive opening of door

with a force not less than 1991 Pa (8 inches water gage).

c. Gaskets: Neoprene, continuous around door, positioned for direct

compression with no sliding action between the door and gasket.

Secure with high quality mastic to eliminate possibility of gasket

slipping or coming loose.

8. Provide sealed sleeves, metal or plastic escutcheons or grommets for

penetrations through casing for power and temperature control wiring

and pneumatic tubing. Coordinate with electrical and temperature

control subcontractors for number and location of penetrations.

Coordinate lights, switches, and duplex receptacles and disconnect

switch location and mounting. All penetrations and equipment mounting

may be provided in the factory or in the field. All field

penetrations shall be performed neatly by drilling or saw cutting. No

cutting by torches will be allowed. Neatly seal all openings

airtight.

9. Roof of the unit shall be sloped to have a minimum pitch of 1/4 inch

per foot. The roof shall overhang the side panels by a minimum of

three inches to prevent precipitation drainage from streaming down

the unit side panels.

10. Casing finished shall meet ASTM B117, 500-hour salt spray test, using

20 percent sodium chloride solution. Immediately after completion of

the test, the coating shall show no sign of blistering, wrinkling, or

cracking, no loss of adhesion, and the specimen shall show no sign of

rust creepage beyond 1/8-inch on either side of scratch mark.

D. Unit floor shall be level without offset space or gap and designed to

support a minimum of 488 kg/square meter (100 pounds per square foot)

distributed load without permanent deformation or crushing of internal

insulation. Provide adequate structural base members beneath floor in

service access sections to support typical service foot traffic and to

prevent damage to unit floor or internal insulation. Unit floors in
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casing sections, which may contain water or condensate, shall be

watertight with drain pan.

E. Condensate Drain Pan: Drain pan shall be designed to extend entire

length of cooling coils including headers and return bends. Depth of

drain pan shall be at least 43 mm (1.7 inches) and shall handle all

condensate without overflowing. Drain pan shall be double wall

construction, Type 304 stainless steel and have a minimum of 50 mm (2

inch) insulation, and shall be sloped to drain. Drain pan shall be

continuous metal or welded watertight. No mastic sealing of joints

exposed to water will be permitted. Drain pan shall be placed on top of

casing floor or integrated into casing floor assembly. Drain pan shall

be pitched in all directions to drain line.

1. An intermediate condensate drip pan shall be provided on stacked

cooling coils and shall be constructed of type 304 stainless steel

with copper downspouts factory piped to main condensate pan. Use of

intermediate condensate drain channel on upper casing of lower coil

is permissible provided it is readily cleanable. Design of

intermediate condensate drain shall prevent upper coil condensate

from flowing across face of lower coil.

2. Drain pan shall be piped to the exterior of the unit. Drain pan shall

be readily cleanable.

3. Installation, including frame, shall be designed and sealed to

prevent blow-by.

F. Housed Centrifugal Fan Sections:

1. Fans shall be minimum Class II construction, double width, double

inlet centrifugal, air foil or backward inclined or forward curved

type as indicated on drawings, factory balanced and rated in

accordance with AMCA 210 or ASHRAE 51. Provide self-aligning, pillow

block, regreasable ball-type bearings selected for a B(10) life of

not less than 40,000 hours and an L(50) average fatigue life of

200,000 hours per AFBMA Standard 9. Extend bearing grease lines to

motor and drive side of fan section. Fan shall be located in

airstream to assure proper air flow.

2. Provide internally vibration isolated fan, motor and drive, mounted

on a common integral bolted or welded structural steel base with

adjustable motor slide rail with locking device. Provide vibration

isolators and flexible duct connections at fan discharge to

completely isolate fan assembly. Allowable vibration tolerances for

fan shall not exceed a self-excited vibration maximum velocity of

0.005 m/s (0.20 inch per second) RMS, filter in, when measured with

a vibration meter on bearing caps of machine in vertical, horizontal



Project No.: 595-17-104
SMOKING SHELTER FOR RESIDENTAL REHAB

23 74 13 - 10

and axial directions or measured at equipment mounting feet if

bearings are concealed. Vibration measurements shall be taken on each

motor bearing housing in the vertical, horizontal, and axial planes

(5 total measurements, 2 each motor bearing and 1 axial).

G. Fan Motor, Drive, and Mounting Assembly (Housed Centrifugal Fans):

1. Fan Motor and Drive: Motors shall be premium energy efficient type,

as mandated by the Energy Policy Act of 2005, with efficiencies as

shown in the Specifications Section 23 05 12 (General Motor

Requirements For HVAC and Steam Equipment), on drawings and suitable

for use in variable frequency drive applications on AHUs where this

type of drive is indicated. Refer to Section 23 05 11, COMMON WORK

RESULTS FOR HVAC AND STEAM GENERATION, for additional motor and drive

specifications.

2. Fan drive and belts shall be factory mounted with final alignment and

belt adjustment to be made by the Contractor after installation.

Drive and belts shall be as specified in Section 23 05 11, COMMON

WORK RESULTS FOR HVAC AND STEAM GENERATION. Provide additional

drive(s) if required during balancing, to achieve desired airflow.

H. Plenum Fans – Single and/or Multiple Fans in an Array

1. General: Fans shall be Class II (minimum) construction with single

inlet, aluminum wheel and stamped air-foil aluminum bladed. The fan

wheel shall be mounted on the directly-driven motor shaft in AMCA

Arrangement 4. Fans shall be dynamically balanced and internally

isolated to minimize the vibrations. Provide a steel inlet cone for

each wheel to match with the fan inlet. Locate fan in the air stream

to assure proper flow. The fan performance shall be rated in

accordance with AMCA 210 or ASHRAE 51.

2. The fan wheel shall meet or exceed guidelines in AMCA 801-92 for

dynamic balancing requirements. The complete fan assembly balance

shall be tested using an electronic balance analyzer with a tunable

filter and stroboscope. Vibration measurements shall be taken on

each motor bearing housing in the vertical, horizontal, and axial

planes (5 total measurements, 2 each motor bearing and 1 axial).

3. The plenum fans shall be driven by variable speed drives with at

least one back-up drive as shown in the design documents. Use of a

drive with bypass is not permitted.

4. Multiple fans shall be installed in a pre-engineered structural frame

to facilitate fan stacking. All fans shall modulate in unison, above

or below the synchronous speed within the limits specified by the

manufacturer, by a common control sequence. Staging of the fans is
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not permitted. Redundancy requirement shall be met by all operating

fans in an array and without the provision of an idle standby fan.

5. Fan Accessories

a. Fan Isolation: Provide an automatic back draft dampe to isolate

the fan not in operation due to failure.

b. Fan Airflow Measurement: Provide an airflow measuring device

integral to the fan to measure air volume within +/- 5 percent

accuracy. The probing device shall not be placed in the airflow

path to stay clear of turbulence and avoid loss of performance.

6. Fan Motor, Drive and Mounting Assembly: Fan Motors shall be premium

energy efficient type, as mandated by the Energy Policy Act of 2005,

with efficiencies as shown in the Specifications Section 23 05 12

(General Motor Requirements For HVAC and Steam Equipment), on

drawings and suitable for use in variable frequency drive

applications. Refer to Section 23 05 11, COMMON WORK RESULTS FOR

HVAC AND STEAM GENERATION, for additional motor and drive

specifications.

I. Multi-zone damper blades shall be galvanized steel or aluminum type.

Dampers shall have metal compressible jamb seals and extruded vinyl or

metal blade edge seals. Dampers shall rotate on stainless steel bearings

or bronze bushings. Leakage rate shall not exceed 2.5 cubic

meters/minute/square meter (8 cfm per sq. foot) at 250 Pa (1 inch

water). Dampers and operators shall be furnished and factory installed

by RTU manufacturer.

J. Mixing Boxes: Mixing box shall consist of casing and outdoor air and

return air dampers in opposed blade arrangement with damper linkage for

automatic operation. Dampers shall be of ultra-low leak design with

metal compressible bronze jamb seals and extruded vinyl edge seals on

all blades. Blades shall rotate on stainless steel sleeve bearings or

bronze bushings. Leakage rate shall not exceed 1.6 cubic

meters/min/square meter (5 cfm per square foot) at 250 Pa (1 inch water

gage) and 2.8 cubic meters/min/square meter (9 cfm per square foot) at

995 Pa (4 inches water gage) Electronic damper operators shall be

furnished and mounted in an accessible and easily serviceable location

by the air handling unit manufacturer at the factory. Damper operators

shall be of same manufacturer as controls furnished under Section 23 09

23, DIRECT-DIGITAL CONTROL SYSTEM FOR HVAC.

K. Filter Section:

1. Filters including one complete set for temporary use at site shall be

provided independent of the RTU. The RTU manufacturer shall install

filter housings and racks in filter section compatible with filters
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furnished. The RTU manufacturer shall be responsible for furnishing

temporary filters (pre-filters and after-filters, as shown on

drawings) required for RTU testing.

2. Factory-fabricated filter section shall be of the same construction

and finish as the RTU casing including filter racks and hinged double

wall access doors.

L. Diffuser Section: Furnish a diffuser segment with perforated diffuser

plate immediately downstream of supply fan to assure uniform

distribution of leaving air across the face of the downstream after-

filters to create uniform velocity profiles across the entire opening.

Bolt or weld diffuser plate to a sturdy steel support frame so that it

remains rigid. Manufacturer shall include any diffuser section pressure

loss in excess of diffuser plate and this value shall be included in

unspecified internal losses when selecting fan.

M. Coils: Coils shall be mounted on hot dipped galvanized steel supports to

assure proper anchoring of coil and future maintenance. Coils shall be

face or side removable for future replacement thru the access doors or

removable panels. Each coil shall be removable without disturbing

adjacent coil. Cooling coils shall be designed and installed to insure

no condensate carry over. Provide factory installed extended supply,

return, drain, and vent piping connections.

1. Water Coils.

2. Integral Face and Bypass Steam Coils: Provide integral vertical face

and bypass dampers. Electric damper operators shall be furnished and

mounted by the RTU manufacturer at the factory.

3. Steam Distributing Tube Coils

P. Sound Attenuators: Refer to Drawings, Specification Section 23 31 00,

HVAC DUCTS AND CASINGS, for additional unit mounted sound attenuator

requirements. RTU sound attenuators shall be factory installed as an

integral part of RTU.

Q. Discharge Section: Provide aerodynamically designed framed discharge

openings or spun bellmouth fittings to minimize pressure loss.

R. Electrical and Lighting: Wiring and equipment specifications shall

conform to Division 26, ELECTRICAL.

1. Vapor-proof lights using cast aluminum base style with glass globe

and cast aluminum guard shall be installed in access sections for

fan, mixing box and any section over 300mm (12 inch) wide. A switch

shall control the lights in each compartment with pilot light mounted

outside the respective compartment access door. Wiring between

switches and lights shall be factory installed. All wiring shall run

in neatly installed electrical conduits and terminate in a junction
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box for field connection to the building system. Provide single point

115 volt - one phase connection at junction box.

2. Install compatible 100 watt bulb in each light fixture.

3. Provide a convenience duplex weatherproof receptacle next to the

light switch.

4. Disconnect switch and power wiring: Provide factory or field mounted

disconnect switch. Coordinate with Division 26, ELECTRICAL.

PART 3 – EXECUTION

3.1 INSTALLATION

A. Install roof top unit in conformance with ARI 435.

B. Assemble roof top unit components following manufacturer's instructions

for handling, testing and operation. Repair damaged galvanized areas

with paint in accordance with Military Spec. DOD-P-21035A. Repair

painted units by touch up of all scratches with finish paint material.

Vacuum the interior of air-handling units clean prior to operation.

D. Leakage and test requirements for roof top units shall be the same as

specified for ductwork in Specification Section 23 31 00, HVAC DUCTS AND

CASINGS except leakage shall not exceed Leakage Class (CL) 12 listed in

SMACNA HVAC Air Duct Leakage Test Manual when tested at 1.5 times the

design static pressure. Repair casing air leaks that can be heard or

felt during normal operation and to meet test requirements.

F. Seal and/or fill all openings between the casing and RTU components and

utility connections to prevent air leakage or bypass.

3.2 STARTUP SERVICES

A. The air handling unit shall not be operated for any purpose, temporary

or permanent, until ductwork is clean, filters are in place, bearings

are lubricated and fan has been test run under observation.

B. After the air handling unit is installed and tested, provide startup and

operating instructions to VA personnel.

C. An authorized factory representative should start up, test and certify

the final installation and application specific calibration of control

components. Items to be verified include fan performance over entire

operating range, noise and vibration testing, verification of proper

alignment, overall inspection of the installation, Owner/Operator

training, etc.

- - - E N D - - -
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SECTION 26 05 11

REQUIREMENTS FOR ELECTRICAL INSTALLATIONS
PART 1 - GENERAL

1.1 DESCRIPTION

A. This section applies to all sections of Division 26.

B. Furnish and install electrical systems, materials, equipment, and

accessories in accordance with the specifications and drawings.

Capacities and ratings of motors, transformers, conductors and cable,

switchboards, switchgear, panelboards, motor control centers, motor

starters, Variable Frequency Drives (VFDs), fused and non-fused safety

switches, separately enclosed circuit breakers, generators, automatic

transfer switches, and other items and arrangements for the specified

items are shown on the drawings. Where existing conditions are

present, field-verify all capacities and ratings before ordering any

new equipment.

C. Electrical service entrance equipment and arrangements for temporary

and permanent connections to the electric utility company’s system

shall conform to the electric utility company's requirements.

Coordinate fuses, circuit breakers and relays with the electric utility

company’s system, and obtain electric utility company approval for

sizes and settings of these devices.

D. Conductor ampacities specified or shown on the drawings are based on

copper conductors, with the conduit and raceways sized per NEC.

Aluminum conductors are prohibited.

1.2 MINIMUM REQUIREMENTS
A. The International Building Code (IBC), National Electrical Code (NEC),

Underwriters Laboratories, Inc. (UL), and National Fire Protection

Association (NFPA) codes and standards are the minimum requirements for

materials and installation.

B. The drawings and specifications shall govern in those instances where

requirements are greater than those stated in the above codes and

standards.

1.3 TEST STANDARDS

A. All materials and equipment shall be listed, labeled, or certified by a

Nationally Recognized Testing Laboratory (NRTL) to meet Underwriters

Laboratories, Inc. (UL), standards where test standards have been

established. Materials and equipment which are not covered by UL

standards will be accepted, providing that materials and equipment are

listed, labeled, certified or otherwise determined to meet the safety

requirements of a NRTL. Materials and equipment which no NRTL accepts,
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certifies, lists, labels, or determines to be safe, will be considered

if inspected or tested in accordance with national industrial

standards, such as ANSI, NEMA, and NETA. Evidence of compliance shall

include certified test reports and definitive shop drawings.

B. Definitions:

1. Listed: Materials and equipment included in a list published by an

organization that is acceptable to the Authority Having Jurisdiction

and concerned with evaluation of products or services, that

maintains periodic inspection of production or listed materials and

equipment or periodic evaluation of services, and whose listing

states that the materials and equipment either meets appropriate

designated standards or has been tested and found suitable for a

specified purpose.

2. Labeled: Materials and equipment to which has been attached a label,

symbol, or other identifying mark of an organization that is

acceptable to the Authority Having Jurisdiction and concerned with

product evaluation, that maintains periodic inspection of production

of labeled materials and equipment, and by whose labeling the

manufacturer indicates compliance with appropriate standards or

performance in a specified manner.

3. Certified: Materials and equipment which:

a. Have been tested and found by a NRTL to meet nationally

recognized standards or to be safe for use in a specified manner.

b. Are periodically inspected by a NRTL.

c. Bear a label, tag, or other record of certification.

4. Nationally Recognized Testing Laboratory: Testing laboratory which

is recognized and approved by the Secretary of Labor in accordance

with OSHA regulations.

1.4 QUALIFICATIONS (PRODUCTS AND SERVICES)
A. Manufacturer’s Qualifications: The manufacturer shall regularly and

currently produce, as one of the manufacturer's principal products, the

materials and equipment specified for this project, and shall have

manufactured the materials and equipment for at least three years.

B. Product Qualification:

1. Manufacturer's materials and equipment shall have been in

satisfactory operation, on three installations of similar size and

type as this project, for at least three years.
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2. The Government reserves the right to require the Contractor to

submit a list of installations where the materials and equipment

have been in operation before approval.

C. Service Qualifications: There shall be a permanent service organization

maintained or trained by the manufacturer which will render

satisfactory service to this installation within four hours of receipt

of notification that service is needed. Submit name and address of

service organizations.

1.5 APPLICABLE PUBLICATIONS

A. Applicable publications listed in all Sections of Division 26 are the

latest issue, unless otherwise noted.

B. Products specified in all sections of Division 26 shall comply with the

applicable publications listed in each section.

1.6 MANUFACTURED PRODUCTS

A. Materials and equipment furnished shall be of current production by

manufacturers regularly engaged in the manufacture of such items, and

for which replacement parts shall be available.

B. When more than one unit of the same class or type of materials and

equipment is required, such units shall be the product of a single

manufacturer.

C. Equipment Assemblies and Components:

1. Components of an assembled unit need not be products of the same

manufacturer.

2. Manufacturers of equipment assemblies, which include components made

by others, shall assume complete responsibility for the final

assembled unit.

3. Components shall be compatible with each other and with the total

assembly for the intended service.

4. Constituent parts which are similar shall be the product of a single

manufacturer.

D. Factory wiring and terminals shall be identified on the equipment being

furnished and on all wiring diagrams.

E. When Factory Testing Is Specified:

1. The Government shall have the option of witnessing factory tests.

The Contractor shall notify the Government through the Contracting

Officer’s Representative (COR) a minimum of 15 working days prior to

the manufacturer’s performing the factory tests.
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2. Four copies of certified test reports shall be furnished to the COR

two weeks prior to final inspection and not more than 90 days after

completion of the tests.

3. When materials and equipment fail factory tests, and re-testing and

re-inspection is required, the Contractor shall be liable for all

additional expenses for the Government to witness re-testing.

1.7 VARIATIONS FROM CONTRACT REQUIREMENTS
A. Where the Government or the Contractor requests variations from the

contract requirements, the connecting work and related components shall

include, but not be limited to additions or changes to branch circuits,

circuit protective devices, conduits, wire, feeders, controls, panels

and installation methods.

1.8 MATERIALS AND EQUIPMENT PROTECTION
A. Materials and equipment shall be protected during shipment and storage

against physical damage, vermin, dirt, corrosive substances, fumes,

moisture, cold and rain.

1. Store materials and equipment indoors in clean dry space with

uniform temperature to prevent condensation.

2. During installation, equipment shall be protected against entry of

foreign matter, and be vacuum-cleaned both inside and outside before

testing and operating. Compressed air shall not be used to clean

equipment. Remove loose packing and flammable materials from inside

equipment.

3. Damaged equipment shall be repaired or replaced, as determined by

the COR.

4. Painted surfaces shall be protected with factory installed removable

heavy kraft paper, sheet vinyl or equal.

5. Damaged paint on equipment shall be refinished with the same quality

of paint and workmanship as used by the manufacturer so repaired

areas are not obvious.

1.9 WORK PERFORMANCE

A. All electrical work shall comply with the requirements of NFPA 70

(NEC), NFPA 70B, NFPA 70E, OSHA Part 1910 subpart J –General

Environmental Controls, OSHA Part 1910 subpart K –Medical and First

Aid, and OSHA Part 1910 subpart S –Electrical, in addition to other

references required by contract.

B. Job site safety and worker safety is the responsibility of the

Contractor.
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C. Electrical work shall be accomplished with all affected circuits or

equipment de-energized. When an electrical outage cannot be

accomplished in this manner for the required work, the following

requirements are mandatory:

1. Electricians must use full protective equipment (i.e., certified and

tested insulating material to cover exposed energized electrical

components, certified and tested insulated tools, etc.) while

working on energized systems in accordance with NFPA 70E.

2. Before initiating any work, a job specific work plan must be

developed by the Contractor with a peer review conducted and

documented by the COR and Medical Center staff. The work plan must

include procedures to be used on and near the live electrical

equipment, barriers to be installed, safety equipment to be used,

and exit pathways.

3. Work on energized circuits or equipment cannot begin until prior

written approval is obtained from the COR.

D. For work that affects existing electrical systems, arrange, phase and

perform work to assure minimal interference with normal functioning of

the facility. Refer to Article OPERATIONS AND STORAGE AREAS under

Section 01 00 00, GENERAL REQUIREMENTS.

E. New work shall be installed and connected to existing work neatly,

safely and professionally. Disturbed or damaged work shall be replaced

or repaired to its prior conditions, as required by Section 01 00 00,

GENERAL REQUIREMENTS.

F. Coordinate location of equipment and conduit with other trades to

minimize interference.

1.10 EQUIPMENT INSTALLATION AND REQUIREMENTS

A. Equipment location shall be as close as practical to locations shown on

the drawings.

B. Working clearances shall not be less than specified in the NEC.

C. Inaccessible Equipment:

1. Where the Government determines that the Contractor has installed

equipment not readily accessible for operation and maintenance, the

equipment shall be removed and reinstalled as directed at no

additional cost to the Government.

2. "Readily accessible” is defined as being capable of being reached

quickly for operation, maintenance, or inspections without the use

of ladders, or without climbing or crawling under or over obstacles
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such as, but not limited to, motors, pumps, belt guards,

transformers, piping, ductwork, conduit and raceways.

D. Electrical service entrance equipment and arrangements for temporary

and permanent connections to the electric utility company’s system

shall conform to the electric utility company's requirements.

Coordinate fuses, circuit breakers and relays with the electric utility

company’s system, and obtain electric utility company approval for

sizes and settings of these devices.

1.11 EQUIPMENT IDENTIFICATION

A. In addition to the requirements of the NEC, install an identification

sign which clearly indicates information required for use and

maintenance of items such as switchboards and switchgear, panelboards,

cabinets, motor controllers, Variable Frequency Drives (VFDs), fused

and non-fused safety switches, generators, automatic transfer switches,

separately enclosed circuit breakers, individual breakers and

controllers in switchboards, switchgear and motor control assemblies,

control devices and other significant equipment.

B. Identification signs for Normal Power System equipment shall be

laminated black phenolic resin with a white core with engraved

lettering. Identification signs for Essential Electrical System (EES)

equipment, as defined in the NEC, shall be laminated red phenolic resin

with a white core with engraved lettering. All sign lettering shall be

a minimum of 6 mm (1/4 inch) high with the equipment designation being

a minimum of 12 mm (1/2 inch) high. Identification signs shall indicate

equipment designation, rated bus amperage, voltage, number of phases,

number of wires, immediate source feeding equipment, and type of EES

power branch as applicable. Secure nameplates with screws or field-

applied adhesive (submit for approval).

C. Install adhesive arc flash warning labels on all equipment as required

by NFPA 70E. Label shall indicate the arc hazard boundary (inches),

working distance (inches), arc flash incident energy at the working

distance (calories/cm2), required PPE category and description

including the glove rating, voltage rating of the equipment, limited

approach distance (inches), restricted approach distance (inches),

prohibited approach distance (inches), equipment/bus name, date

prepared, and manufacturer name and address.

1.12 SUBMITTALS

A. Submit to the COR in accordance with Section 01 33 23, SHOP DRAWINGS,

PRODUCT DATA, AND SAMPLES.
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B. The Government's approval shall be obtained for all materials and

equipment before delivery to the job site. Delivery, storage or

installation of materials and equipment which has not had prior

approval will not be permitted. The Engineer's review shall not relieve

the Contractor of responsibility for dimensions, capacities and ratings

of equipment, or compliance with the contract documents. The

reviewer's failure to detect an error does not constitute permission

for the Contractor to proceed in error or to seek additional costs.

C. All submittals shall include six copies of adequate descriptive

literature, catalog cuts, shop drawings, test reports, certifications,

samples, and other data necessary for the Government to ascertain that

the proposed materials and equipment comply with drawing and

specification requirements. Catalog cuts submitted for approval shall

be legible and clearly identify specific materials and equipment being

submitted.

D. Submittals for individual systems and equipment assemblies which

consist of more than one item or component shall be made for the system

or assembly as a whole. Partial submittals will not be considered for

approval.

1. Mark the submittals, "SUBMITTED UNDER SECTION _____________ ".

2. Submittals shall be marked to show specification reference including

the section and paragraph numbers.

3. Submit each section separately.

E. The submittals shall include the following:

1. Information that confirms compliance with contract requirements.

Include the manufacturer's name, model or catalog numbers, catalog

information, technical data sheets, shop drawings, manuals,

pictures, nameplate data, and test reports as required.

2. Submittals are required for all equipment anchors and supports.

Submittals shall include weights, dimensions, center of gravity,

standard connections, manufacturer's recommendations and behavior

problems (e.g., vibration, thermal expansion, etc.) associated with

equipment or piping so that the proposed installation can be

properly reviewed. Include sufficient fabrication information so

that appropriate mounting and securing provisions may be designed

and attached to the equipment.
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3. Elementary and interconnection wiring diagrams for communication and

signal systems, control systems, and equipment assemblies. All

terminal points and wiring shall be identified on wiring diagrams.

4. Parts list which shall include information for replacement parts and

ordering instructions, as recommended by the equipment manufacturer.

F. Maintenance and Operation Manuals:

1. Submit as required for systems and equipment specified in the

technical sections. Furnish in hardcover binders or an approved

equivalent.

2. Inscribe the following identification on the cover: the words

"MAINTENANCE AND OPERATION MANUAL," the name and location of the

system, material, equipment, building, name of Contractor, and

contract name and number. Include in the manual the names,

addresses, and telephone numbers of each subcontractor installing

the system or equipment and the local representatives for the

material or equipment.

3. Provide a table of contents and assemble the manual to conform to

the table of contents, with tab sheets placed before instructions

covering the subject. The instructions shall be legible and easily

read, with large sheets of drawings folded in.

4. The manuals shall include:

a. Internal and interconnecting wiring and control diagrams with

data to explain detailed operation and control of the equipment.

b. A control sequence describing start-up, operation, and shutdown.

c. Description of the function of each principal item of equipment.

d. Installation instructions.

e. Safety precautions for operation and maintenance.

f. Diagrams and illustrations.

g. Periodic maintenance and testing procedures and frequencies,

including replacement parts numbers.

h. Performance data.

i. Pictorial "exploded" parts list with part numbers. Emphasis shall

be placed on the use of special tools and instruments. The list

shall indicate sources of supply, recommended spare and

replacement parts, and name of servicing organization.

j. List of factory approved or qualified permanent servicing

organizations for equipment repair and periodic testing and
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maintenance, including addresses and factory certification

qualifications.

G. Approvals will be based on complete submission of shop drawings,

manuals, test reports, certifications, and samples as applicable.

H. After approval and prior to installation, furnish the COR with one

sample of each of the following:

1. A minimum 300 mm (12 inches) length of each type and size of wire

and cable along with the tag from the coils or reels from which the

sample was taken. The length of the sample shall be sufficient to

show all markings provided by the manufacturer.

2. Each type of conduit coupling, bushing, and termination fitting.

3. Conduit hangers, clamps, and supports.

4. Duct sealing compound.

5. Each type of receptacle, toggle switch, lighting control sensor,

outlet box, manual motor starter, device wall plate, engraved

nameplate, wire and cable splicing and terminating material, and

branch circuit single pole molded case circuit breaker.

1.13 SINGULAR NUMBER

A. Where any device or part of equipment is referred to in these

specifications in the singular number (e.g., "the switch"), this

reference shall be deemed to apply to as many such devices as are

required to complete the installation as shown on the drawings.

1.14 NOT USED
1.15 ACCEPTANCE CHECKS AND TESTS

A. The Contractor shall furnish the instruments, materials, and labor for

tests.

B. Where systems are comprised of components specified in more than one

section of Division 26, the Contractor shall coordinate the

installation, testing, and adjustment of all components between various

manufacturer’s representatives and technicians so that a complete,

functional, and operational system is delivered to the Government.

C. When test results indicate any defects, the Contractor shall repair or

replace the defective materials or equipment, and repeat the tests.

Repair, replacement, and retesting shall be accomplished at no

additional cost to the Government.

1.16 WARRANTY

A. All work performed and all equipment and material furnished under this

Division shall be free from defects and shall remain so for a period of
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one year from the date of acceptance of the entire installation by the

Contracting Officer for the Government.

1.17 INSTRUCTION

A. Instruction to designated Government personnel shall be provided for

the particular equipment or system as required in each associated

technical specification section.

B. Furnish the services of competent instructors to give full instruction

in the adjustment, operation, and maintenance of the specified

equipment and system, including pertinent safety requirements.

Instructors shall be thoroughly familiar with all aspects of the

installation, and shall be trained in operating theory as well as

practical operation and maintenance procedures.

C. A training schedule shall be developed and submitted by the Contractor

and approved by the COR at least 30 days prior to the planned training.

PART 2 - PRODUCTS (NOT USED)
PART 3 - EXECUTION (NOT USED)

---END---
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SECTION 26 05 19

LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the furnishing, installation, connection, and

testing of the electrical conductors and cables for use in electrical

systems rated 600 V and below, indicated as cable(s), conductor(s),

wire, or wiring in this section.

1.2 RELATED WORK

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS:

Requirements that apply to all sections of Division 26.

B. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS:

Requirements for personnel safety and to provide a low impedance path

for possible ground fault currents.

C. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduits

for conductors and cables.

1.3 QUALITY ASSURANCE
A. Refer to Paragraph, QUALIFICATIONS (PRODUCTS AND SERVICES), in Section

26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS.

1.4 FACTORY TESTS

A. Conductors and cables shall be thoroughly tested at the factory per

NEMA to ensure that there are no electrical defects. Factory tests

shall be certified.

1.5 SUBMITTALS

A. Submit six copies of the following in accordance with Section 26 05 11,

REQUIREMENTS FOR ELECTRICAL INSTALLATIONS.

1. Shop Drawings:

a. Submit sufficient information to demonstrate compliance with

drawings and specifications.

b. Submit the following data for approval:

1) Electrical ratings and insulation type for each conductor and

cable.

2) Splicing materials and pulling lubricant.

2. Certifications: Two weeks prior to final inspection, submit the

following:

a. Certification by the manufacturer that the conductors and cables

conform to the requirements of the drawings and specifications.
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b. Certification by the Contractor that the conductors and cables

have been properly installed, adjusted, and tested.

1.6 APPLICABLE PUBLICATIONS

A. Publications listed below (including amendments, addenda, revisions,

supplements and errata) form a part of this specification to the extent

referenced. Publications are reference in the text by designation only.

B. American Society of Testing Material (ASTM):

D2301-10 Standard Specification for Vinyl Chloride

Plastic Pressure-Sensitive Electrical

Insulating Tape

D2304-10 ................ Test Method for Thermal Endurance of Rigid

Electrical Insulating Materials

D3005-10 Low-Temperature Resistant Vinyl Chloride

Plastic Pressure-Sensitive Electrical

Insulating Tape

C. National Electrical Manufacturers Association (NEMA): WC 70-09

............ Power Cables Rated 2000 Volts or Less for the

Distribution of Electrical Energy

D. National Fire Protection Association (NFPA): 70-

11.......................National Electrical Code (NEC)

E. Underwriters Laboratories, Inc. (UL):

44-10.....................Thermoset-Insulated Wires and Cables

83-08.....................Thermoplastic-Insulated Wires and Cables

467-07....................Grounding and Bonding Equipment

486A-486B-03............ Wire Connectors

486C-04 .................Splicing Wire Connectors

486D-05 .................Sealed Wire Connector Systems

486E-09 .................Equipment Wiring Terminals for Use with

Aluminum and/or Copper Conductors 493-07

.........................Thermoplastic-Insulated Underground Feeder and

Branch Circuit Cables 514B-04

.........................Conduit, Tubing, and Cable Fittings

PART 2 - PRODUCTS

2.1 CONDUCTORS AND CABLES

A. Conductors and cables shall be in accordance with NEMA, UL, as

specified herein, and as shown on the drawings.

B. All conductors shall be copper.

C. Single Conductor and Cable:
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1. No. 12 AWG: Minimum size, except where smaller sizes are specified

herein or shown on the drawings.

2. No. 8 AWG and larger: Stranded.

3. No. 10 AWG and smaller: Solid; except shall be stranded for final

connection to motors, transformers, and vibrating equipment.

4. Insulation: THHN-THWN and XHHW-2. XHHW-2 shall be used for isolated

power systems.

D. Color Code:

1. No. 10 AWG and smaller: Solid color insulation or solid color

coating.

2. No. 8 AWG and larger: Color-coded using one of the following

methods:

a. Solid color insulation or solid color coating.

b. Stripes, bands, or hash marks of color specified.

c. Color using 19 mm (0.75 inches) wide tape.

3. For modifications and additions to existing wiring systems, color

coding shall conform to the existing wiring system.

4. Conductors shall be color-coded as follows:
208/120 V Phase 480/277 V

Black A Brown
Red B Orange

Blue C Yellow
White Neutral Gray *

* or white with colored (other than green) tracer.

5. Lighting circuit “switch legs”, and 3-way and 4-way switch

“traveling wires,” shall have color coding that is unique and

distinct (e.g., pink and purple) from the color coding indicated

above. The unique color codes shall be solid and in accordance with

the NEC. Coordinate color coding in the field with the Contracting

Officer’s Representative (COR).

6. Color code for isolated power system wiring shall be in accordance

with the NEC.

2.2 SPLICES

A. Splices shall be in accordance with NEC and UL.

B. Above Ground Splices for No. 10 AWG and Smaller:

1. Solderless, screw-on, reusable pressure cable type, with integral

insulation, approved for copper and aluminum conductors.

2. The integral insulator shall have a skirt to completely cover the

stripped conductors.
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3. The number, size, and combination of conductors used with the

connector, as listed on the manufacturer's packaging, shall be

strictly followed.

C. Above Ground Splices for No. 8 AWG to No. 4/0 AWG:

1. Compression, hex screw, or bolt clamp-type of high conductivity and

corrosion-resistant material, listed for use with copper and

aluminum conductors.

2. Insulate with materials approved for the particular use, location,

voltage, and temperature. Insulation level shall be not less than

the insulation level of the conductors being joined.

3. Splice and insulation shall be product of the same manufacturer.

4. All bolts, nuts, and washers used with splices shall be zinc-plated

steel.

D. Above Ground Splices for 250 kcmil and Larger:

1. Long barrel “butt-splice” or “sleeve” type compression connectors,

with minimum of two compression indents per wire, listed for use

with copper and aluminum conductors.

2. Insulate with materials approved for the particular use, location,

voltage, and temperature. Insulation level shall be not less than

the insulation level of the conductors being joined.

3. Splice and insulation shall be product of the same manufacturer.

E. Underground Splices for No. 10 AWG and Smaller:

1. Solderless, screw-on, reusable pressure cable type, with integral

insulation. Listed for wet locations, and approved for copper and

aluminum conductors.

2. The integral insulator shall have a skirt to completely cover the

stripped conductors.

3. The number, size, and combination of conductors used with the

connector, as listed on the manufacturer's packaging, shall be

strictly followed.

F. Underground Splices for No. 8 AWG and Larger:

1. Mechanical type, of high conductivity and corrosion-resistant

material. Listed for wet locations, and approved for copper and

aluminum conductors.

2. Insulate with materials approved for the particular use, location,

voltage, and temperature. Insulation level shall be not less than

the insulation level of the conductors being joined.

3. Splice and insulation shall be product of the same manufacturer.//
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G. Plastic electrical insulating tape: Per ASTM D2304, flame-retardant,

cold and weather resistant.

2.3 CONNECTORS AND TERMINATIONS

A. Mechanical type of high conductivity and corrosion-resistant material,

listed for use with copper and aluminum conductors.

B. Long barrel compression type of high conductivity and corrosion-

resistant material, with minimum of two compression indents per wire,

listed for use with copper and aluminum conductors.

C. All bolts, nuts, and washers used to connect connections and

terminations to bus bars or other termination points shall be zinc-

plated steel.

2.4 CONTROL WIRING

A. Unless otherwise specified elsewhere in these specifications, control

wiring shall be as specified herein, except that the minimum size shall

be not less than No. 14 AWG.

B. Control wiring shall be sized such that the voltage drop under in-rush

conditions does not adversely affect operation of the controls.

2.5 WIRE LUBRICATING COMPOUND

A. Lubricating compound shall be suitable for the wire insulation and

conduit, and shall not harden or become adhesive.

B. Shall not be used on conductors for isolated power systems.

PART 3 - EXECUTION

3.1 GENERAL

A. Install conductors in accordance with the NEC, as specified, and as

shown on the drawings.

B. Install all conductors in raceway systems.

C. Splice conductors only in outlet boxes, junction boxes, pullboxes,

manholes, or handholes.

D. Conductors of different systems (e.g., 120 V and 277 V) shall not be

installed in the same raceway.

E. Install cable supports for all vertical feeders in accordance with the

NEC. Provide split wedge type which firmly clamps each individual cable

and tightens due to cable weight.

F. In panelboards, cabinets, wireways, switches, enclosures, and equipment

assemblies, neatly form, train, and tie the conductors with non-

metallic ties.

G. For connections to motors, transformers, and vibrating equipment,

stranded conductors shall be used only from the last fixed point of

connection to the motors, transformers, or vibrating equipment.
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H. Use expanding foam or non-hardening duct-seal to seal conduits entering

a building, after installation of conductors.

I. Conductor and Cable Pulling:

1. Provide installation equipment that will prevent the cutting or

abrasion of insulation during pulling. Use lubricants approved for

the cable.

2. Use nonmetallic pull ropes.

3. Attach pull ropes by means of either woven basket grips or pulling

eyes attached directly to the conductors.

4. All conductors in a single conduit shall be pulled simultaneously.

5. Do not exceed manufacturer’s recommended maximum pulling tensions

and sidewall pressure values.

J. No more than three branch circuits shall be installed in any one

conduit.

K. When stripping stranded conductors, use a tool that does not damage the

conductor or remove conductor strands.

3.2 INSTALLATION IN MANHOLES

A. Train the cables around the manhole walls, but do not bend to a radius

less than six times the overall cable diameter.

3.3 SPLICE AND TERMINATION INSTALLATION

A. Splices and terminations shall be mechanically and electrically secure,

and tightened to manufacturer’s published torque values using a torque

screwdriver or wrench.

B. Where the Government determines that unsatisfactory splices or

terminations have been installed, replace the splices or terminations

at no additional cost to the Government.

3.4 CONDUCTOR IDENTIFICATION

A. When using colored tape to identify phase, neutral, and ground

conductors larger than No. 8 AWG, apply tape in half-overlapping turns

for a minimum of 75 mm (3 inches) from terminal points, and in junction

boxes, pullboxes, and manholes. Apply the last two laps of tape with no

tension to prevent possible unwinding. Where cable markings are covered

by tape, apply tags to cable, stating size and insulation type.

3.5 FEEDER CONDUCTOR IDENTIFICATION

A. In each interior pullbox and each underground manhole and handhole,

install brass tags on all feeder conductors to clearly designate their

circuit identification and voltage. The tags shall be the embossed

type, 40 mm (1-1/2 inches) in diameter and 40 mils thick. Attach tags

with plastic ties.
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3.6 EXISTING CONDUCTORS

A. Unless specifically indicated on the plans, existing conductors shall

not be reused.

3.7 CONTROL WIRING INSTALLATION

A. Unless otherwise specified in other sections, install control wiring

and connect to equipment to perform the required functions as specified

or as shown on the drawings.

B. Install a separate power supply circuit for each system, except where

otherwise shown on the drawings.

3.8 CONTROL WIRING IDENTIFICATION

A. Install a permanent wire marker on each wire at each termination.

B. Identifying numbers and letters on the wire markers shall correspond to

those on the wiring diagrams used for installing the systems.

C. Wire markers shall retain their markings after cleaning.

D. In each manhole and handhole, install embossed brass tags to identify

the system served and function.

3.9 NOT USED

3.10 ACCEPTANCE CHECKS AND TESTS

A. Perform in accordance with the manufacturer's recommendations. In

addition, include the following:

1. Visual Inspection and Tests: Inspect physical condition.

2. Electrical tests:

a. After installation but before connection to utilization devices,

such as fixtures, motors, or appliances, test conductors phase-

to-phase and phase-to-ground resistance with an insulation

resistance tester. Existing conductors to be reused shall also

be tested.

b. Applied voltage shall be 500 V DC for 300 V rated cable, and 1000

V DC for 600 V rated cable. Apply test for one minute or until

reading is constant for 15 seconds, whichever is longer. Minimum

insulation resistance values shall not be less than 25 megohms

for 300 V rated cable and 100 megohms for 600 V rated cable.

c. Perform phase rotation test on all three-phase circuits.

---END---
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SECTION 26 05 26
GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS

PART 1 - GENERAL

1.1 DESCRIPTION

A. This section specifies the furnishing, installation, connection, and

testing of grounding and bonding equipment, indicated as grounding

equipment in this section.

B. “Grounding electrode system” refers to grounding electrode conductors

and all electrodes required or allowed by NEC, as well as made,

supplementary, and lightning protection system grounding electrodes.

C. The terms “connect” and “bond” are used interchangeably in this section

and have the same meaning.

1.2 RELATED WORK

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS:

Requirements that apply to all sections of Division 26.

B. Section 26 05 19, LOW-VOLTAGE ELECTRICAL POWER CONDUCTORS AND CABLES:

Low-voltage conductors.

C. Section 26 05 33, RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS: Conduit and

boxes.

1.3 QUALITY ASSURANCE
A. Refer to Paragraph, QUALIFICATIONS (PRODUCTS AND SERVICES), in Section

26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS.

1.4 SUBMITTALS

A. Submit six copies of the following in accordance with Section 26 05 11,

REQUIREMENTS FOR ELECTRICAL INSTALLATIONS.

1. Shop Drawings:

a. Submit sufficient information to demonstrate compliance with

drawings and specifications.

b. Submit plans showing the location of system grounding electrodes

and connections, and the routing of aboveground and underground

grounding electrode conductors.

2. Test Reports:

a. Two weeks prior to the final inspection, submit ground resistance

field test reports to the Contracting Officer’s Representative

(COR).

3. Certifications:
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a. Certification by the Contractor that the grounding equipment has

been properly installed and tested.

1.5 APPLICABLE PUBLICATIONS

A. Publications listed below (including amendments, addenda, revisions,

supplements, and errata) form a part of this specification to the

extent referenced. Publications are referenced in the text by

designation only.

B. American Society for Testing and Materials (ASTM): B1-07

............Standard Specification for Hard-Drawn Copper

Wire

B3-07....................Standard Specification for Soft or Annealed

Copper Wire

B8-11...Standard Specification for Concentric-Lay-

Stranded Copper Conductors, Hard, Medium-Hard,

or Soft

C. Institute of Electrical and Electronics Engineers, Inc. (IEEE):

81-83 ................... IEEE Guide for Measuring Earth Resistivity,

Ground Impedance, and Earth Surface Potentials

of a Ground System Part 1: Normal Measurements

D. National Fire Protection Association (NFPA):

70-11 .....................National Electrical Code (NEC)

70E-12................... National Electrical Safety Code

99-12 .................... Health Care Facilities

E. Underwriters Laboratories, Inc. (UL):

44-10 ................ Thermoset-Insulated Wires and Cables

83-08 ................ Thermoplastic-Insulated Wires and Cables

467-07 ............... Grounding and Bonding Equipment

PART 2 - PRODUCTS

2.1 GROUNDING AND BONDING CONDUCTORS

A. Equipment grounding conductors shall be insulated stranded copper,

except that sizes No. 10 AWG and smaller shall be solid copper.

Insulation color shall be continuous green for all equipment grounding

conductors, except that wire sizes No. 4 AWG and larger shall be

identified per NEC.

B. Bonding conductors shall be bare stranded copper, except that sizes No.

10 AWG and smaller shall be bare solid copper. Bonding conductors

shall be stranded for final connection to motors, transformers, and

vibrating equipment.
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C. Conductor sizes shall not be less than shown on the drawings, or not

less than required by the NEC, whichever is greater.

D. Insulation: THHN-THWN and XHHW-2. XHHW-2 shall be used for isolated

power systems.

2.2 GROUND RODS

A. Copper clad steel, 19 mm (0.75 inch) diameter by 3 M (10 feet) long.

B. Quantity of rods shall be as shown on the drawings, and as required to

obtain the specified ground resistance.

2.3 NOT USED

2.4 GROUND CONNECTIONS

A. Below Grade and Inaccessible Locations: Exothermic-welded type

connectors.

B. Above Grade:

1. Bonding Jumpers: Listed for use with aluminum and copper conductors.

For wire sizes No. 8 AWG and larger, use compression-type

connectors. For wire sizes smaller than No. 8 AWG, use mechanical

type lugs. Connectors or lugs shall use zinc-plated steel bolts,

nuts, and washers. Bolts shall be torqued to the values recommended

by the manufacturer.

2. Connection to Building Steel: Exothermic-welded type connectors.

3. Connection to Grounding Bus Bars: Listed for use with aluminum and

copper conductors. Use mechanical type lugs, with zinc-plated

steel bolts, nuts, and washers. Bolts shall be torqued to the values

recommended by the manufacturer.

4. Connection to Equipment Rack and Cabinet Ground Bars: Listed for use

with aluminum and copper conductors. Use mechanical type lugs, with

zinc-plated steel bolts, nuts, and washers. Bolts shall be torqued

to the values recommended by the manufacturer.

2.5 EQUIPMENT RACK AND CABINET GROUND BARS
A. Provide solid copper ground bars designed for mounting on the framework

of open or cabinet-enclosed equipment racks. Ground bars shall have

minimum dimensions of 6.3 mm (0.25 inch) thick x 19 mm (0.75 inch)

wide, with length as required or as shown on the drawings. Provide

insulators and mounting brackets.

2.6 GROUND TERMINAL BLOCKS

A. At any equipment mounting location (e.g., backboards and hinged cover

enclosures) where rack-type ground bars cannot be mounted, provide

mechanical type lugs, with zinc-plated steel bolts, nuts, and washers.

Bolts shall be torqued to the values recommended by the manufacturer.

2.7 GROUNDING BUS BAR
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A. Pre-drilled rectangular copper bar with stand-off insulators, minimum

6.3 mm (0.25 inch) thick x 100 mm (4 inches) high in cross-section,

length as shown on the drawings, with hole size, quantity, and spacing

per detail shown on the drawings. Provide insulators and mounting

brackets.

PART 3 - EXECUTION

3.1 GENERAL

A. Install grounding equipment in accordance with the NEC, as shown on the

drawings, and as specified herein.

B. System Grounding:

1. Secondary service neutrals: Ground at the supply side of the

secondary disconnecting means and at the related transformer.

2. Separately derived systems (transformers downstream from the service

entrance): Ground the secondary neutral.

C. Equipment Grounding: Metallic piping, building structural steel,

electrical enclosures, raceways, junction boxes, outlet boxes,

cabinets, machine frames, and other conductive items in close proximity

with electrical circuits, shall be bonded and grounded.

D. For patient care area electrical power system grounding, conform to

NFPA 99 and NEC.

3.2 INACCESSIBLE GROUNDING CONNECTIONS

A. Make grounding connections, which are normally buried or otherwise

inaccessible, by exothermic weld.

3.3 NOT USED

3.4 SECONDARY VOLTAGE EQUIPMENT AND CIRCUITS
A. Main Bonding Jumper: Bond the secondary service neutral to the ground

bus in the service equipment.

B. Metallic Piping, Building Structural Steel, and Supplemental

Electrode(s):

1. Provide a grounding electrode conductor sized per NEC between the

service equipment ground bus and all metallic water pipe systems,

building structural steel, and supplemental or made electrodes.

Provide jumpers across insulating joints in the metallic piping.

2. Provide a supplemental ground electrode as shown on the drawings and

bond to the grounding electrode system.

C. Switchgear, Switchboards, Unit Substations, Panelboards, Motor Control

Centers, Engine-Generators, Automatic Transfer Switches, and other

electrical equipment:

1. Connect the equipment grounding conductors to the ground bus.
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2. Connect metallic conduits by grounding bushings and equipment

grounding conductor to the equipment ground bus.

D. Transformers:

1. Exterior: Exterior transformers supplying interior service equipment

shall have the neutral grounded at the transformer secondary.

Provide a grounding electrode at the transformer.

2. Separately derived systems (transformers downstream from service

equipment): Ground the secondary neutral at the transformer. Provide

a grounding electrode conductor from the transformer to the nearest

component of the grounding electrode system.

3.5 RACEWAY

A. Conduit Systems:

1. Ground all metallic conduit systems. All metallic conduit systems

shall contain an equipment grounding conductor.

2. Non-metallic conduit systems, except non-metallic feeder conduits

that carry a grounded conductor from exterior transformers to

interior or building-mounted service entrance equipment, shall

contain an equipment grounding conductor.

3. Metallic conduit that only contains a grounding conductor, and is

provided for its mechanical protection, shall be bonded to that

conductor at the entrance and exit from the conduit.

4. Metallic conduits which terminate without mechanical connection to

an electrical equipment housing by means of locknut and bushings or

adapters, shall be provided with grounding bushings. Connect

bushings with an equipment grounding conductor to the equipment

ground bus.

B. Feeders and Branch Circuits: Install equipment grounding conductors

with all feeders, and power and lighting branch circuits.

C. Boxes, Cabinets, Enclosures, and Panelboards:

1. Bond the equipment grounding conductor to each pullbox, junction

box, outlet box, device box, cabinets, and other enclosures through

which the conductor passes (except for special grounding systems for

intensive care units and other critical units shown).

2. Provide lugs in each box and enclosure for equipment grounding

conductor termination.

D. Wireway Systems:

1. Bond the metallic structures of wireway to provide electrical

continuity throughout the wireway system, by connecting a No. 6 AWG
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bonding jumper at all intermediate metallic enclosures and across

all section junctions.

2. Install insulated No. 6 AWG bonding jumpers between the wireway

system, bonded as required above, and the closest building ground at

each end and approximately every 16 M (50 feet).

3. Use insulated No. 6 AWG bonding jumpers to ground or bond metallic

wireway at each end for all intermediate metallic enclosures and

across all section junctions.

4. Use insulated No. 6 AWG bonding jumpers to ground cable tray to

column-mounted building ground plates (pads) at each end and

approximately every 15 M (49 feet).

E. Receptacles shall not be grounded through their mounting screws. Ground

receptacles with a jumper from the receptacle green ground terminal to

the device box ground screw and a jumper to the branch circuit

equipment grounding conductor.

F. Ground luminaires (lighting fixtures) to the equipment grounding

conductor of the wiring system. Luminaires connected with flexible

conduit shall have a green ground wire included with the power wires

from the luminaire through the flexible conduit to the first outlet

box.

G. Fixed electrical appliances and equipment shall be provided with a

ground lug for termination of the equipment grounding conductor.

H. Not Used.

I. Panelboard Bonding in Patient Care Areas: The equipment grounding

terminal buses of the normal and essential branch circuit panel boards

serving the same individual patient vicinity shall be bonded together

with an insulated continuous copper conductor not less than No. 10 AWG,

installed in rigid metal conduit.

3.7 CORROSION INHIBITORS

A. When making grounding and bonding connections, apply a corrosion

inhibitor to all contact surfaces. Use corrosion inhibitor appropriate

for protecting a connection between the metals used.

3.8 CONDUCTIVE PIPING

A. Bond all conductive piping systems, interior and exterior, to the

grounding electrode system. Bonding connections shall be made as close

as practical to the equipment ground bus.

B. In operating rooms and at intensive care and coronary care type beds,

bond the medical gas piping and medical vacuum piping at the outlets

directly to the patient ground bus.



Lebanon VA Medical Center
Lebanon, PA 595-17-104

26 05 26 - 7

3.9 NOT USED

3.10 NOT USED
3.11 EXTERIOR LIGHT POLES

A. Provide 6.1 M (20 feet) of No. 4 AWG bare copper coiled at bottom of

pole base excavation prior to pour, plus additional unspliced length in

and above foundation as required to reach pole ground stud.

3.12 GROUND RESISTANCE

A. Grounding system resistance to ground shall not exceed 5 ohms. Make any

modifications or additions to the grounding electrode system necessary

for compliance without additional cost to the Government. Final tests

shall ensure that this requirement is met.

B. Grounding system resistance shall comply with the electric utility

company ground resistance requirements.

3.13 GROUND ROD INSTALLATION

A. For outdoor installations, drive each rod vertically in the earth,

until top of rod is 610 mm (24 inches) below final grade.

B. For indoor installations, leave 100 mm (4 inches) of each rod exposed.

C. Where buried or permanently concealed ground connections are required,

make the connections by the exothermic process, to form solid metal

joints. Make accessible ground connections with mechanical pressure-

type ground connectors.

D. Where rock or impenetrable soil prevents the driving of vertical ground

rods, install angled ground rods or grounding electrodes in horizontal

trenches to achieve the specified ground resistance.

3.14 ACCEPTANCE CHECKS AND TESTS

A. Resistance of the grounding electrode system shall be measured using a

four-terminal fall-of-potential method as defined in IEEE 81. Ground

resistance measurements shall be made before the electrical

distribution system is energized or connected to the electric utility

company ground system, and shall be made in normally dry conditions not

fewer than 48 hours after the last rainfall.

B. Resistance measurements of separate grounding electrode systems shall

be made before the systems are bonded together. The combined

resistance of separate systems may be used to meet the required

resistance, but the specified number of electrodes must still be

provided.

C. Below-grade connections shall be visually inspected by the COR prior to

backfilling. The Contractor shall notify the COR 24 hours before the

connections are ready for inspection.

---END---



Lebanon VA Medical Center
Lebanon, PA 595-17-104

26 05 33 - 2

SECTION 26 05 33

RACEWAY AND BOXES FOR ELECTRICAL SYSTEMS
PART 1 - GENERAL

1.1 DESCRIPTION

A. This section specifies the furnishing, installation, and connection of

conduit, fittings, and boxes, to form complete, coordinated, grounded

raceway systems. Raceways are required for all wiring unless shown or

specified otherwise.

B. Definitions: The term conduit, as used in this specification, shall mean

any or all of the raceway types specified.

1.2 RELATED WORK

A. Section 26 05 11, REQUIREMENTS FOR ELECTRICAL INSTALLATIONS: General

electrical requirements and items that are common to more than one

section of Division 26.

B. Section 26 05 26, GROUNDING AND BONDING FOR ELECTRICAL SYSTEMS:

Requirements for personnel safety and to provide a low impedance path

for possible ground fault currents.

C. Section 31 20 00, EARTH MOVING: Bedding of conduits.

1.3 QUALITY ASSURANCE
Refer to Paragraph, QUALIFICATIONS, in Section 26 05 11, REQUIREMENTS

FOR ELECTRICAL INSTALLATIONS.

1.4 SUBMITTALS

In accordance with Section 26 05 11, REQUIREMENTS FOR ELECTRICAL

INSTALLATIONS, submit the following:

A. Manufacturer's Literature and Data: Showing each cable type and rating.

The specific item proposed and its area of application shall be

identified on the catalog cuts.

B. Shop Drawings:

1. Size and location of main feeders.

2. Size and location of panels and pull-boxes.

3. Layout of required conduit penetrations through structural elements.

C. Certifications:

1. Two weeks prior to the final inspection, submit four copies of the

following certifications to the Contracting Officer’s Representative

(COR):

a. Certification by the manufacturer that the material conforms to

the requirements of the drawings and specifications.

b. Certification by the contractor that the material has been

properly installed.
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1.5 APPLICABLE PUBLICATIONS
A. Publications listed below (including amendments, addenda, revisions,

supplements, and errata) form a part of this specification to the extent

referenced. Publications are referenced in the text by designation only.

B. American National Standards Institute (ANSI):

C80.1-05................Electrical Rigid Steel Conduit

C80.3-05................Steel Electrical Metal Tubing

C80.6-05................Electrical Intermediate Metal Conduit

C. National Fire Protection Association (NFPA): 70-

11 ...................... National Electrical Code (NEC)

D. Underwriters Laboratories, Inc. (UL):

1-05 ..................... Flexible Metal Conduit

5-04 ..................... Surface Metal Raceway and Fittings

6-07...................... Electrical Rigid Metal Conduit - Steel

50-95................... Enclosures for Electrical Equipment

360-093 ................ Liquid-Tight Flexible Steel Conduit

467-07 .................. Grounding and Bonding Equipment

514A-04 ................. Metallic Outlet Boxes

514B-04................. Conduit, Tubing, and Cable Fittings

514C-96................. Nonmetallic Outlet Boxes, Flush-Device Boxes and

Covers

651-05.................. Schedule 40 and 80 Rigid PVC Conduit and

Fittings

651A-00................. Type EB and A Rigid PVC Conduit and HDPE Conduit

797-07.................. Electrical Metallic Tubing

1242-06 ................ Electrical Intermediate Metal Conduit - Steel

E. National Electrical Manufacturers Association (NEMA): TC-2-03

...........Electrical Polyvinyl Chloride (PVC) Tubing and

Conduit

TC-3-04 .................PVC Fittings for Use with Rigid PVC Conduit and

Tubing

FB1-07.................. Fittings, Cast Metal Boxes and Conduit Bodies

for Conduit, Electrical Metallic Tubing and

Cable
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PART 2 - PRODUCTS
2.1 MATERIAL

A. Conduit Size: In accordance with the NEC, but not less than 0.5 inch [13

mm] unless otherwise shown. Where permitted by the NEC, 0.5 inch [13 mm]

flexible conduit may be used for tap connections to recessed lighting

fixtures.

B. Conduit:

1. Rigid steel: Shall conform to UL 6 and ANSI C80.1.

2. Rigid aluminum: Not Allowed.

3. Rigid intermediate steel conduit (IMC): Shall conform to UL 1242 and

ANSI C80.6.

4. Electrical metallic tubing (EMT): Shall conform to UL 797 and ANSI

C80.3. Maximum size not to exceed 4 in [105 mm] and shall be

permitted only with cable rated 600 V or less.

5. Flexible galvanized steel conduit: Shall conform to UL 1.

6. Liquid-tight flexible metal conduit: Shall conform to UL 360.

7. Not Used.

8. Surface metal raceway: Shall conform to UL 5.

C. Conduit Fittings:

1. Rigid steel and IMC conduit fittings:

a. Fittings shall meet the requirements of UL 514B and NEMA FB1.

b. Standard threaded couplings, locknuts, bushings, conduit bodies,

and elbows: Only steel or malleable iron materials are acceptable.

Integral retractable type IMC couplings are also acceptable.

c. Locknuts: Bonding type with sharp edges for digging into the metal

wall of an enclosure.

d. Bushings: Metallic insulating type, consisting of an insulating

insert, molded or locked into the metallic body of the fitting.

Bushings made entirely of metal or nonmetallic material are not

permitted.

e. Erickson (union-type) and set screw type couplings: Approved for

use in concrete are permitted for use to complete a conduit run

where conduit is installed in concrete. Use set screws of case-

hardened steel with hex head and cup point to firmly seat in

conduit wall for positive ground. Tightening of set screws with

pliers is prohibited.

f. Sealing fittings: Threaded cast iron type. Use continuous drain-

type sealing fittings to prevent passage of water vapor. In

concealed work, install fittings in flush steel boxes with blank

cover plates having the same finishes as that of other electrical

plates in the room.
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2. Not Used.

3. Electrical metallic tubing fittings:

a. Fittings and conduit bodies shall meet the requirements of UL

514B, ANSI C80.3, and NEMA FB1.

b. Only steel or malleable iron materials are acceptable.

c. Compression couplings and connectors: Concrete-tight and rain-

tight, with connectors having insulated throats. Setscrew

couplings and connectors are prohibited.

d. Indent-type connectors or couplings are prohibited.

e. Die-cast or pressure-cast zinc-alloy fittings or fittings made of

"pot metal" are prohibited.

4. Flexible steel conduit fittings:

a. Conform to UL 514B. Only steel or malleable iron materials are

acceptable.

b. Clamp-type, with insulated throat.

5. Liquid-tight flexible metal conduit fittings:

a. Fittings shall meet the requirements of UL 514B and NEMA FB1.

b. Only steel or malleable iron materials are acceptable.

c. Fittings must incorporate a threaded grounding cone, a steel or

plastic compression ring, and a gland for tightening. Connectors

shall have insulated throats.

6. Direct burial plastic conduit fittings:

Fittings shall meet the requirements of UL 514C and NEMA TC3.

7. Surface metal raceway fittings: As recommended by the raceway

manufacturer. Include couplings, offsets, elbows, expansion joints,

adapters, hold-down straps, end caps, conduit entry fittings,

accessories, and other fittings as required for complete system.

8. Expansion and deflection couplings:

a. Conform to UL 467 and UL 514B.

b. Accommodate a 0.75 inch [19 mm] deflection, expansion, or

contraction in any direction, and allow 30 degree angular

deflections.

c. Include internal flexible metal braid, sized to guarantee conduit

ground continuity and a low-impedance path for fault currents, in

accordance with UL 467 and the NEC tables for equipment grounding

conductors.

d. Jacket: Flexible, corrosion-resistant, watertight, moisture and

heat-resistant molded rubber material with stainless steel jacket

clamps.
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D. Conduit Supports:

1. Parts and hardware: Zinc-coat or provide equivalent corrosion

protection.

2. Individual Conduit Hangers: Designed for the purpose, having a

pre-assembled closure bolt and nut, and provisions for receiving a

hanger rod.

3. Multiple conduit (trapeze) hangers: Not less than 1.5 x 1.5 in [38 mm

x 38 mm], 12-gauge steel, cold-formed, lipped channels; with not less

than 0.375 in [9 mm] diameter steel hanger rods.

4. Solid Masonry and Concrete Anchors: Self-drilling expansion shields,

or machine bolt expansion.

E. Outlet, Junction, and Pull Boxes:

1. UL-50 and UL-514A.

2. Cast metal where required by the NEC or shown, and equipped with

rustproof boxes.

3. Sheet metal boxes: Galvanized steel, except where otherwise shown.

4. Flush-mounted wall or ceiling boxes shall be installed with raised

covers so that the front face of raised cover is flush with the wall.

Surface-mounted wall or ceiling boxes shall be installed with

surface-style flat or raised covers.

F. Wireways: Equip with hinged covers, except where removable covers are

shown. Include couplings, offsets, elbows, expansion joints, adapters,

hold-down straps, end caps, and other fittings to match and mate with

wireways as required for a complete system.

PART 3 - EXECUTION

3.1 PENETRATIONS

A. Cutting or Holes:

1. Cut holes in advance where they should be placed in the structural

elements, such as ribs or beams. Obtain the approval of the COR prior

to drilling through structural elements.

2. Cut holes through concrete and masonry in new and existing structures

with a diamond core drill or concrete saw. Pneumatic hammers, impact

electric, hand, or manual hammer-type drills are not allowed, except

where permitted by the COR as required by limited working space.

B. Firestop: Where conduits, wireways, and other electrical raceways pass

through fire partitions, fire walls, smoke partitions, or floors,

install a fire stop that provides an effective barrier against the

spread of fire, smoke and gases as specified in Section 07 84 00,

FIRESTOPPING.

C. Waterproofing: At floor, exterior wall, and roof conduit penetrations,

completely seal clearances around the conduit and make watertight, as

specified in Section 07 92 00, JOINT SEALANTS.
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3.2 INSTALLATION, GENERAL
A. In accordance with UL, NEC, as shown, and as specified herein.

B. Essential (Emergency) raceway systems shall be entirely independent of

other raceway systems, except where shown on drawings.

C. Install conduit as follows:

1. In complete mechanically and electrically continuous runs before

pulling in cables or wires.

2. Unless otherwise indicated on the drawings or specified herein,

installation of all conduits shall be concealed within finished

walls, floors, and ceilings.

3. Flattened, dented, or deformed conduit is not permitted. Remove and

replace the damaged conduits with new undamaged material.

4. Assure conduit installation does not encroach into the ceiling height

head room, walkways, or doorways.

5. Cut square, ream, remove burrs, and draw up tight.

6. Independently support conduit at 8 feet [2.4 M] on centers. Do not

use other supports, i.e., suspended ceilings, suspended ceiling

supporting members, lighting fixtures, conduits, mechanical piping,

or mechanical ducts.

7. Support within 12 inches [300 mm] of changes of direction, and within

12 inches [300 mm] of each enclosure to which connected.

8. Close ends of empty conduit with plugs or caps at the rough-in stage

until wires are pulled in, to prevent entry of debris.

9. Conduit installations under fume and vent hoods are prohibited.

10.Secure conduits to cabinets, junction boxes, pull-boxes, and outlet

boxes with bonding type locknuts. For rigid and IMC conduit

installations, provide a locknut on the inside of the enclosure, made

up wrench tight. Do not make conduit connections to junction box

covers.

11.Not Used.

12.Conduit bodies shall only be used for changes in direction, and shall

not contain splices.

13.Do not use aluminum conduits.

D. Conduit Bends:

1. Make bends with standard conduit bending machines.

2. Conduit hickey may be used for slight offsets and for straightening

stubbed out conduits.

3. Bending of conduits with a pipe tee or vise is prohibited.

E. Layout and Homeruns:

1. Install conduit with wiring, including homeruns, as shown on

drawings.
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2. Deviations: Make only where necessary to avoid interferences and only

after drawings showing the proposed deviations have been submitted

approved by the COR.

3.3 CONCEALED WORK INSTALLATION

A. In Concrete:

1. Conduit: Rigid steel, IMC, or EMT. Do not install EMT in concrete

slabs that are in contact with soil, gravel, or vapor barriers.

2. Align and run conduit in direct lines.

3. Install conduit through concrete beams only:

a. Where shown on the structural drawings.

b. As approved by the COR prior to construction, and after submittal

of drawing showing location, size, and position of each

penetration.

4. Installation of conduit in concrete that is less than 3 inches [75

mm] thick is prohibited.

a. Conduit outside diameter larger than one-third of the slab

thickness is prohibited.

b. Space between conduits in slabs: Approximately six conduit

diameters apart, and one conduit diameter at conduit crossings.

c. Install conduits approximately in the center of the slab so that

there will be a minimum of 0.75 inch [19 mm] of concrete around

the conduits.

5. Make couplings and connections watertight. Use thread compounds that

are UL approved conductive type to ensure low resistance ground

continuity through the conduits. Tightening setscrews with pliers is

prohibited.

B. Above Furred or Suspended Ceilings and in Walls:

1. Not Used.

2. Conduit for conductors 600 V and below: Rigid steel, IMC, or EMT.

Mixing different types of conduits indiscriminately in the same

system is prohibited.

3. Align and run conduit parallel or perpendicular to the building

lines.

4. Connect recessed lighting fixtures to conduit runs with maximum 6 ft

[1.8 M] of flexible metal conduit extending from a junction box to

the fixture.

5. Tightening setscrews with pliers is prohibited.

3.4 EXPOSED WORK INSTALLATION

A. Unless otherwise indicated on the drawings, exposed conduit is only

permitted in mechanical and electrical rooms.

B. Not Used.
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C. Conduit for Conductors 600 V and Below: Rigid steel, IMC, or EMT. Mixing

different types of conduits indiscriminately in the system is

prohibited.

D. Align and run conduit parallel or perpendicular to the building lines.

E. Install horizontal runs close to the ceiling or beams and secure with

conduit straps.

F. Support horizontal or vertical runs at not over 8 foot [2.4 M]

intervals.

G. Surface metal raceways: Use only where shown.

H. Not Used.

3.7 WET OR DAMP LOCATIONS

A. Unless otherwise shown, use conduits of rigid steel or IMC.

B. Provide sealing fittings to prevent passage of water vapor where

conduits pass from warm to cold locations, i.e., refrigerated spaces,

constant-temperature rooms, air-conditioned spaces, building exterior

walls, roofs, or similar spaces.

C. Unless otherwise shown, use rigid steel or IMC conduit within 5 feet

[1.5 M] of the exterior and below concrete building slabs in contact

with soil, gravel, or vapor barriers. Conduit shall be half-lapped with

10 mil PVC tape before installation. After installation, completely

recoat or retape any damaged areas of coating.

3.8 MOTORS AND VIBRATING EQUIPMENT
A. Use flexible metal conduit for connections to motors and other

electrical equipment subject to movement, vibration, misalignment,

cramped quarters, or noise transmission.

B. Use liquid-tight flexible metal conduit for installation in exterior

locations, moisture or humidity laden atmosphere, corrosive atmosphere,

water or spray wash-down operations, inside airstream of HVAC units, and

locations subject to seepage or dripping of oil, grease, or water.

Provide a green equipment grounding conductor with flexible metal

conduit.

3.9 EXPANSION JOINTS

A. Conduits 3 inches [75 mm] and larger that are secured to the building

structure on opposite sides of a building expansion joint require

expansion and deflection couplings. Install the couplings in accordance

with the manufacturer's recommendations.

B. Provide conduits smaller than 3 inches [75 mm] with junction boxes on

both sides of the expansion joint. Connect conduits to junction boxes

with sufficient slack of flexible conduit to produce 5 inch [125 mm]

vertical drop midway between the ends. Flexible conduit shall have a
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bonding jumper installed. In lieu of this flexible conduit, expansion

and deflection couplings as specified above for conduits 15 inches [375

mm] and larger are acceptable.

C. Install expansion and deflection couplings where shown.

3.10 CONDUIT SUPPORTS, INSTALLATION

A. Safe working load shall not exceed one-quarter of proof test load of

fastening devices.

B. Use pipe straps or individual conduit hangers for supporting individual

conduits.

C. Support multiple conduit runs with trapeze hangers. Use trapeze hangers

that are designed to support a load equal to or greater than the sum of

the weights of the conduits, wires, hanger itself, and 200 lbs [90 kg].

Attach each conduit with U-bolts or other approved fasteners.

D. Support conduit independently of junction boxes, pull-boxes, fixtures,

suspended ceiling T-bars, angle supports, and similar items.

E. Fasteners and Supports in Solid Masonry and Concrete:

1. New Construction: Use steel or malleable iron concrete inserts set in

place prior to placing the concrete.

2. Existing Construction:

a. Steel expansion anchors not less than 0.25 inch [6 mm] bolt size

and not less than 1.125 inch [28 mm] embedment.

b. Power set fasteners not less than 0.25 inch [6 mm] diameter with

depth of penetration not less than 3 inch [75 mm].

c. Use vibration and shock-resistant anchors and fasteners for

attaching to concrete ceilings.

E. Hollow Masonry: Toggle bolts.

F. Bolts supported only by plaster or gypsum wallboard are not acceptable.

G. Metal Structures: Use machine screw fasteners or other devices

specifically designed and approved for the application.

H. Attachment by wood plugs, rawl plug, plastic, lead or soft metal

anchors, or wood blocking and bolts supported only by plaster is

prohibited.

I. Chain, wire, or perforated strap shall not be used to support or fasten

conduit.

J. Spring steel type supports or fasteners are prohibited for all uses

except horizontal and vertical supports/fasteners within walls.

K. Vertical Supports: Vertical conduit runs shall have riser clamps and

supports in accordance with the NEC and as shown. Provide supports for

cable and wire with fittings that include internal wedges and retaining

collars.
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3.11 BOX INSTALLATION

A. Boxes for Concealed Conduits:

1. Flush-mounted.

2. Provide raised covers for boxes to suit the wall or ceiling,

construction, and finish.

B. In addition to boxes shown, install additional boxes where needed to

prevent damage to cables and wires during pulling-in operations.

C. Remove only knockouts as required and plug unused openings. Use threaded

plugs for cast metal boxes and snap-in metal covers for sheet metal

boxes.

D. Outlet boxes mounted back-to-back in the same wall are prohibited. A

minimum 24 inch [600 mm] center-to-center lateral spacing shall be

maintained between boxes.

E. Minimum size of outlet boxes for ground fault interrupter (GFI)

receptacles is 4 inch [100 mm] square x 2.125 inch [55 mm] deep, with

device covers for the wall material and thickness involved.

F. Stencil or install phenolic nameplates on covers of the boxes identified

on riser diagrams; for example "SIG-FA JB No. 1."

G. On all branch circuit junction box covers, identify the circuits with

black marker.

- - - E N D - - -
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SECTION 31 20 00
EARTH MOVING

PART 1 - GENERAL

1.1 DESCRIPTION OF WORK:

A. This section specifies the requirements for furnishing all equipment,

materials, labor, tools, and techniques for earthwork including, but not

limited to, the following:

1. Site preparation.

2. Excavation.

3. Underpinning.

4. Filling and backfilling.

5. Grading.

6. Soil Disposal.

7. Clean Up.

1.2 DEFINITIONS:

A. Unsuitable Materials:

1. Fills: Topsoil; frozen materials; construction materials and

materials subject to decomposition; clods of clay and stones larger

than 75 mm (3 inches); organic material, including silts, which are

unstable; and inorganic materials, including silts, too wet to be

stable and any material with a liquid limit and plasticity index

exceeding 40 and 15 respectively. Unsatisfactory soils also include

satisfactory soils not maintained within 2 percent of optimum

moisture content at time of compaction, as defined by ASTM D 1557.

2. Existing Subgrade (Except Footing Subgrade): Same materials as

1.2.A.1, that are not capable of direct support of slabs, pavement,

and similar items with possible exception of improvement by

compaction, proofrolling, or similar methods.

3. Existing Subgrade (Footings Only): Same as paragraph 1, but no fill

or backfill. If materials differ from design requirements, excavate

to acceptable strata subject to COTR's approval.

B. Building Earthwork: Earthwork operations required in area enclosed by a

line located 1500 mm (5 feet) outside of principal building perimeter.

It also includes earthwork required for auxiliary structures and

buildings.

C. Trench Earthwork: Trenchwork required for utility lines.

D. Site Earthwork: Earthwork operations required in area outside of a line

located 1500 mm (5 feet) outside of principal building perimeter and

within new construction area with exceptions noted above.
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E. Degree of compaction: Degree of compaction is expressed as a percentage

of maximum density obtained by laboratory test procedure. This

percentage of maximum density is obtained through use of data provided

from results of field test procedures presented in ASTM D1556, ASTM

D2167, and ASTM D2922.

F. Fill: Satisfactory soil materials used to raise existing grades. In the

Construction Documents, the term “fill” means fill or backfill as

appropriate.

G. Backfill: Soil materials or controlled low strength material used to

fill an excavation.

H. Unauthorized excavation: Removal of materials beyond indicated sub-grade

elevations or indicated lines and dimensions without written

authorization by the COTR. No payment will be made for unauthorized

excavation or remedial work required to correct unauthorized excavation.

I. Authorized additional excavation: Removal of additional material

authorized by the COTR based on the determination by the Government’s

soils testing agency that unsuitable bearing materials are encountered

at required sub-grade elevations. Removal of unsuitable material and its

replacement as directed will be paid on basis of Conditions of the

Contract relative to changes in work.

J. Subgrade: The undisturbed earth or the compacted soil layer immediately

below granular sub-base, drainage fill, or topsoil materials.

K. Structure: Buildings, foundations, slabs, tanks, curbs, mechanical and

electrical appurtenances, or other man-made stationary features

constructed above or below the ground surface.

L. Borrow: Satisfactory soil imported from off-site for use as fill or

backfill.

M. Drainage course: Layer supporting slab-on-grade used to minimize

capillary flow of pore water.

N. Bedding course: Layer placed over the excavated sub-grade in a trench

before laying pipe. Bedding course shall extend up to the springline of

the pipe.

O. Sub-base Course: Layer placed between the sub-grade and base course for

asphalt paving or layer placed between the sub-grade and a concrete

pavement or walk.

P. Utilities include on-site underground pipes, conduits, ducts, and cables

as well as underground services within buildings.

Q. Debris: Debris includes all materials located within the designated work

area not covered in the other definitions and shall include but not be

limited to items like vehicles, equipment, appliances, building
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materials or remains thereof, tires, any solid or liquid chemicals or

products stored or found in containers or spilled on the ground.

R. Contaminated soils: Soil that contains contaminates as defined and

determined by the COTR or the Government’s testing agency.

1.4 CLASSIFICATION OF EXCAVATION:

A. Classified Excavation: Removal and disposal of all material except that

material not defined as Rock.

B. Rock Excavation:

1. Trenches and Pits: Removal and disposal of solid, homogenous,

interlocking crystalline material with firmly cemented, laminated, or

foliated masses or conglomerate deposits that cannot be excavated

with a late-model, track-mounted hydraulic excavator; equipped with a

1050 mm (42 inch) wide, short-tip-radius rock bucket; rated at not

less than 103 kW (138 hp) flywheel power with bucket-curling force of

not less than 125 kN (28,090 lbf) and stick-crowd force of not less

than 84.5 kN (19,000 lbf); measured according to SAE J-1179. Trenches

in excess of 3000 mm (10 feet) wide and pits in excess of 9000 mm (30

feet) in either length or width are classified as open excavation.

2. Open Excavation: Removal and disposal of solid, homogenous,

interlocking crystalline material firmly cemented, laminated, or

foliated masses or conglomerate deposits that cannot be dislodged and

excavated with a late-model, track-mounted loader; rated at not less

than 157 kW (210 hp) flywheel power and developing a minimum of 216

kN (48,510 lbf) breakout force; measured according to SAE J-732.

3. Other types of materials classified as rock are unstratified masses,

conglomerated deposits and boulders of rock material exceeding 0.76

m3 (1 cubic yard) for open excavation, or 0.57 m3 (3/4 cubic yard)

for footing and trench excavation that cannot be removed by rock

excavating equipment equivalent to the above in size and performance

ratings, without systematic drilling, ram hammering, ripping, or

blasting, when permitted.

4. Blasting: Removal and disposal of solid, homogenous, interlocking

crystalline material firmly cemented, laminated, or foliated masses

or conglomerate deposits that cannot be removed with conventional

methods may not be performed by blasting.

5. Definitions of rock and guidelines for equipment are presented for

general information purposes only. The Contractor is expected to use

the information presented in the Geotechnical Engineering Report to
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evaluate the extent and competency of the rock and to determine both

quantity estimations and removal equipment and efforts.

1.5 MEASUREMENT AND PAYMENT FOR ROCK EXCAVATION:

A. Measurement: Cross section and measure uncovered and separated

materials, and compute quantities by Registered Professional Land

Surveyor or Registered Civil Engineer, specified in Section 01 00 00,

GENERAL REQUIREMENTS. Do not measure quantities beyond the following

limits:

1. 600 mm (24 inches) from outside face of concrete work for which forms

are required, except for footings.

2. 300 mm (12 inches) from outside of perimeter of formed footings.

3. 150 mm (6 inches) below bottom of pipe and not more than pipe

diameter plus 600 mm (24 inches) in width for pipe trenches.

4. From outside dimensions of concrete work for which no forms are

required (trenches, conduits, and similar items not requiring forms).

B. Payment: No separate payment shall be made for rock excavation

quantities shown. Contract price and time will be adjusted for overruns

or underruns in accordance with Articles, DIFFERING SITE CONDITIONS,

CHANGES and CHANGES-SUPPLEMENT of the GENERAL CONDITIONS as applicable.

C. Payment for Differing Site Conditions: When rock excavation, as

classified, is encountered, contract price and time will be adjusted in

accordance with Articles, DIFFERING SITE CONDITIONS, CHANGES and

CHANGES-SUPPLEMENT of the GENERAL CONDITIONS as applicable.

1.6 SUBMITTALS:

A. Furnish to COTR:

1. Contactor shall furnish resumes with all personnel involved in the

project including Project Manager, Superintendent, and on-site

Engineer. Project Manager and Superintendent should have at least 3

years of experience on projects of similar size.

2. Soil samples.

a. Classification in accordance with ASTM D2487 for each on-site or

borrow soil material proposed for fill, backfill, engineered fill,

or structural fill.

b. Laboratory compaction curve in accordance with ASTM D 1557 for

each on site or borrow soil material proposed for fill, backfill,

engineered fill, or structural fill.

c. Test reports for compliance with ASTM D 2940 requirements for

subbase material.
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d. Pre-excavation photographs and videotape in the vicinity of the

existing structures to document existing site features, including

surfaces finishes, cracks, or other structural blemishes that

might be misconstrued as damage caused by earthwork operations.

e. The Contractor shall submit a scale plan daily that defines the

location, limits, and depths of the area excavated.

1.7 APPLICABLE PUBLICATIONS:

A. Publications listed below form a part of this specification to extent

referenced. Publications are referenced in text by basic designation

only.

B. American Association of State Highway and Transportation Officials

(AASHTO):

T99-01(2004)............Moisture-Density Relations of Soils Using a 2.5

kg (5.5 lb) Rammer and a 305 mm (12 inch) Drop

T180-01(2004)...........Moisture-Density Relations of Soils using a 4.54

kg (10 lb) Rammer and a 457 mm (18 inch) Drop

C. American Society for Testing and Materials (ASTM):

D448-03a................Standard Classification for Sizes of Aggregate

for Road and Bridge Construction

D698-00ae1..............Standard Test Methods for Laboratory Compaction

Characteristics of Soil Using Standard Effort

(12,400 ft. lbf/ft3 (600 kN m/m3))

D1556-00................Standard Test Method for Density and Unit Weight

of Soil in Place by the Sand-Cone Method

D1557-02e1..............Standard Test Methods for Laboratory Compaction

Characteristics of Soil Using Modified Effort

(56,000 ft-lbf/ft3 (2700 kN m/m3))

D2167-94 (2001).........Standard Test Method for Density and Unit Weight

of Soil in Place by the Rubber Balloon Method

D2487-06................Standard Classification of Soil for Engineering

Purposes (Unified Soil Classification System)

D2922-05................Standard Test Methods for Density of Soil and

Soil-Aggregate in Place by Nuclear Methods

(Shallow Depth)

D2940-03................Standard Specifications for Graded Aggregate

Material for Bases or Subbases for Highways or

Airports

D. Society of Automotive Engineers (SAE):

J732-92.................Specification Definitions - Loaders

J1179-02................Hydraulic Excavator and Backhoe Digging Forces



VA PROJECT NO.595-17-104 VACO – LEBANON VA MEDICAL CENTER

July 26, 2016
10-06M

EARTH MOVING 31 20 00 - 6

PART 2 - PRODUCTS

2.1 MATERIALS:

A. General: Provide borrow soil material when sufficient satisfactory soil

materials are not available from excavations.

B. Fills: Material in compliance with ASTM D2487 Soil Classification Groups

GW, GP, GM, SW, SP, SM, SC, and ML, or any combination of these groups;

free of rock or gravel larger than 75 mm (3 inches) in any dimension,

debris, waste, frozen materials, vegetation, and other deleterious

matter. Material approved from on site or off site sources having a

minimum dry density of 1760 kg/m3 (110 pcf), a maximum Plasticity Index

of 15, and a maximum Liquid Limit of 40.

C. Engineered Fill: Naturally or artificially graded mixture of compliance

with ASTM D2487 Soil Classification Groups GW, GP, GM, SW, SP, SM, SC,

and ML, or any combination of these groups, or as approved by the

Engineer or material with at least 90 percent passing a 37.5-mm (1 1/2-

inch) sieve and not more than 12 percent passing a 75-µm (No. 200)

sieve, per ASTM D2940;.

D. Bedding: Naturally or artificially graded mixture of natural or crushed

gravel, crushed stone, and natural or crushed sand; ASTM D2940; except

with 100 percent passing a 25 mm (1 inch) sieve and not more than 8

percent passing a 75-μm (No. 200) sieve. 

E. Drainage Fill: Washed, narrowly graded mixture of crushed stone, or

crushed or uncrushed gravel; ASTM D448; coarse-aggregate grading Size

57; with 100 percent passing a 37.5 mm (1 1/2-inch) sieve and 0 to 5

percent passing a 2.36 mm (No. 8) sieve.

F. Granular Fill:

1. Under concrete slab, crushed stone or gravel graded from 25 mm (1

inch) to 4.75 mm (No. 4), per ASTM D 2940.

2. Bedding for sanitary and storm sewer pipe, crushed stone or gravel

graded from 13 mm (1/2 inch) to 4.75 mm (No 4), per ASTM D 2940.

PART 3 - EXECUTION

3.1 SITE PREPARATION:

A. Clearing: Clear within limits of earthwork operations as shown. Work

includes removal of trees, shrubs, fences, foundations, incidental

structures, paving, debris, trash, and other obstructions. Remove

materials from Medical Center.

B. Grubbing: Remove stumps and roots 75 mm (3 inch) and larger diameter.

Undisturbed sound stumps, roots up to 75 mm (3 inch) diameter, and
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nonperishable solid objects a minimum of 900 mm (3 feet) below subgrade

or finished embankment may be left.

C. Trees and Shrubs: Trees and shrubs, not shown for removal, may be

removed from areas within 4500 mm (15 feet) of new construction and 2250

mm (7.5 feet) of utility lines when removal is approved in advance by

COTR. Remove materials from Medical Center. Trees and shrubs, shown to

be transplanted, shall be dug with a ball of earth and burlapped in

accordance with latest issue of, "American Standard for Nursery Stock"

of the American Association of Nurserymen, Inc. Transplant trees and

shrubs to a permanent or temporary position within two hours after

digging. Maintain trees and shrubs held in temporary locations by

watering as necessary and feeding semiannually with liquid fertilizer

with a minimum analysis of 5 percent nitrogen, 10 percent phosphorus,

and 5 percent potash. Maintain plants moved to permanent positions as

specified for plants in temporary locations until conclusion of

contract. Box, and otherwise protect from damage, existing trees and

shrubs which are not shown to be removed in construction area.

Immediately repair damage to existing trees and shrubs by trimming,

cleaning and painting damaged areas, including roots, in accordance with

standard industry horticultural practice for the geographic area and

plant species. Do not store building materials closer to trees and

shrubs, that are to remain, than farthest extension of their limbs.

D. Stripping Topsoil: Strip topsoil from within limits of earthwork

operations as specified. Topsoil shall be a fertile, friable, natural

topsoil of loamy character and characteristic of locality. Topsoil shall

be capable of growing healthy horticultural crops of grasses. Stockpile

topsoil and protect as directed by COTR. Eliminate foreign materials,

such as weeds, roots, stones, subsoil, frozen clods, and similar foreign

materials larger than 0.014 m3 (1/2 cubic foot) in volume, from soil as

it is stockpiled. Retain topsoil on station. Remove foreign materials

larger than 50 mm (2 inches) in any dimension from topsoil used in final

grading. Topsoil work, such as stripping, stockpiling, and similar

topsoil work shall not, under any circumstances, be carried out when

soil is wet so that the composition of the soil will be destroyed.

E. Concrete Slabs and Paving: Score deeply or saw cut to insure a neat,

straight cut, sections of existing concrete slabs and paving to be

removed where excavation or trenching occurs. Extend pavement section to

be removed a minimum of 300 mm (12 inches) on each side of widest part

of trench excavation and insure final score lines are approximately

parallel unless otherwise indicated. Remove material from Medical

Center.
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F. Lines and Grades: Registered Professional Land Surveyor or Registered

Civil Engineer, specified in Section 01 00 00, GENERAL REQUIREMENTS,

shall establish lines and grades.

1. Grades shall conform to elevations indicated on plans within the

tolerances herein specified. Generally grades shall be established to

provide a smooth surface, free from irregular surface changes.

Grading shall comply with compaction requirements and grade cross

sections, lines, and elevations indicated. Where spot grades are

indicated the grade shall be established based on interpolation of

the elevations between the spot grades while maintaining appropriate

transition at structures and paving and uninterrupted drainage flow

into inlets.

2. Locations of existing and proposed elevations indicated on plans,

except spot elevations, are approximate from a site survey that

measured spot elevations and subsequently generated existing contours

and spot elevations. Proposed spot elevations and contour lines have

been developed utilizing the existing conditions survey and developed

contour lines and may be approximate. Contractor is responsible to

notify COTR of any differences between existing elevations shown on

plans and those encountered on site by Surveyor/Engineer described

above. Notify COTR of any differences between existing or constructed

grades, as compared to those shown on the plans.

3. Subsequent to establishment of lines and grades, Contractor will be

responsible for any additional cut and/or fill required to ensure

that site is graded to conform to elevations indicated on plans.

4. Finish grading is specified in Section 32 90 00, PLANTING.

G. Disposal: All materials removed from the property shall be disposed of

at a legally approved site, for the specific materials, and all removals

shall be in accordance with all applicable Federal, State and local

regulations. No burning of materials is permitted onsite.

3.2 EXCAVATION:

A. Shoring, Sheeting and Bracing: Shore, brace, or slope, its angle of

repose or to an angle considered acceptable by the COTR, banks of

excavations to protect workmen, banks, adjacent paving, structures, and

utilities.

1. Design of the temporary support of excavation system is the

responsibility of the Contractor.

2. Construction of the support of excavation system shall not interfere

with the permanent structure and may begin only after a review by the

COTR.
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3. Extend shoring and bracing to a minimum of 1500 mm (5 feet) below the

bottom of excavation. Shore excavations that are carried below

elevations of adjacent existing foundations.

4. If bearing material of any foundation is disturbed by excavating,

improper shoring or removal of existing or temporary shoring, placing

of backfill, and similar operations, the Contractor shall underpin

the existing foundation, per Section 3.3 provide a concrete fill

support in compliance with specifications Section 31 23 23.33,

FLOWABLE FILL, under disturbed foundations, as directed by COTR, at

no additional cost to the Government. Do not remove shoring until

permanent work in excavation has been inspected and approved by COTR.

B. Excavation Drainage: Operate pumping equipment, and/or provide other

materials, means and equipment as required to keep excavation free of

water and subgrade dry, firm, and undisturbed until approval of

permanent work has been received from COTR. Approval by the COTR is also

required before placement of the permanent work on all subgrades.

C. Subgrade Protection: Protect subgrades from softening, undermining,

washout, or damage by rain or water accumulation. Reroute surface water

runoff from excavated areas and not allow water to accumulate in

excavations. Do not use excavated trenches as temporary drainage

ditches. When subgrade for foundations has been disturbed by water,

remove disturbed material to firm undisturbed material after water is

brought under control. Replace disturbed subgrade in trenches with

concrete or material approved by the COTR.

D. Blasting: Blasting of materials classified as rock shall be permitted

only when authorized by COTR. Contractor shall meet all federal, state,

and local requirements.

1. Blasting shall be done with explosives of quantity and power, and

fired in such sequence and locations as to not injure personnel,

damage or crack rock against which concrete is to be placed, damage

property, or damage existing work or other portions of new work.

Contractor shall be responsible for damage caused by blasting

operations.

E. Proofrolling:

1. After rough grade has been established in cut areas and prior to

placement of fill in fill areas under building and pavements,

proofroll exposed subgrade with a fully loaded dump truck to check

for pockets of soft material.

2. Proofrolling shall consist of at least two complete passes with one

pass being in a direction perpendicular to preceding one. Remove any

areas that deflect, rut, or pump excessively during proofrolling, or



VA PROJECT NO.595-17-104 VACO – LEBANON VA MEDICAL CENTER

July 26, 2016
10-06M

EARTH MOVING 31 20 00 - 10

that fail to consolidate after successive passes to suitable soils

and replaced with compacted fill. Maintain subgrade until succeeding

operation has been accomplished.

F. Building Earthwork:

1. Excavation shall be accomplished as required by drawings and

specifications.

2. Excavate foundation excavations to solid undisturbed subgrade.

3. Remove loose or soft materials to a solid bottom.

4. Fill excess cut under footings or foundations with 25 MPa (3000 psi)

concrete poured separately from the footings.

5. Do not tamp earth for backfilling in footing bottoms, except as

specified.

6. Slope grades to direct water away from excavations and to prevent

ponding.

G. Trench Earthwork:

1. Utility trenches (except sanitary and storm sewer):

a. Excavate to a width as necessary for sheeting and bracing and

proper performance of the work.

b. Grade bottom of trenches with bell holes scooped out to provide a

uniform bearing.

c. Support piping on undisturbed earth unless a mechanical support is

shown.

d. Length of open trench in advance of piping laying shall not be

greater than is authorized by COTR.

2. Sanitary and storm sewer trenches:

a. Trench width below a point 150 mm (6 inches) above top of pipe

shall be 600 mm (24 inches) maximum for pipe up to and including

300 mm (12 inches) diameter, and four-thirds diameter of pipe plus

200 mm (8 inches) for pipe larger than 300 mm (12 inches). Width

of trench above that level shall be as necessary for sheeting and

bracing and proper performance of the work.

b. Bed bottom quadrant of pipe on undisturbed soil or granular fill.

1) Undisturbed: Bell holes shall be no larger than necessary for

jointing. Backfill up to a point 300 mm (12 inches) above top

of pipe shall be clean earth placed and tamped by hand.

2) Granular Fill: Depth of fill shall be a minimum of 75 mm (3

inches) plus one sixth of pipe diameter below pipe to 300 mm

(12 inches) above top of pipe. Place and tamp fill material by

hand.

c. Place and compact as specified remainder of backfill using

acceptable excavated materials. Do not use unsuitable materials.
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d. Use granular fill for bedding where rock or rocky materials are

excavated.

H. Site Earthwork: Earth excavation includes excavating pavements and

obstructions visible on surface; underground structures, utilities, and

other items indicated to be removed; together with soil, boulders, and

other materials not classified as rock or unauthorized excavation.

Excavation shall be accomplished as required by drawings and

specifications. Excavate to indicated elevations and dimensions within a

tolerance of plus or minus 25 mm (1 inch). Extend excavations a

sufficient distance from structures for placing and removing concrete

formwork, for installing services and other construction, complying with

OSHA requirements, and for inspections. Remove subgrade materials that

are determined by COTR as unsuitable, and replace with acceptable

material. If there is a question as to whether material is unsuitable or

not, the contractor shall obtain samples of the material, under the

direction of the COTR, and the materials shall be examined by an

independent testing laboratory for soil classification to determine

whether it is unsuitable or not. When unsuitable material is encountered

and removed, contract price and time will be adjusted in accordance with

Articles, DIFFERING SITE CONDITIONS, CHANGES and CHANGES-SUPPLEMENT of

the GENERAL CONDITIONS as applicable. Adjustments to be based on volume

in cut section only.

1. Site Grading:

a. Provide a smooth transition between adjacent existing grades and

new grades.

b. Cut out soft spots, fill low spots, and trim high spots to comply

with required surface tolerances.

c. Slope grades to direct water away from buildings and to prevent

ponds from forming where not designed. Finish subgrades to

required elevations within the following tolerances:

1) Lawn or Unpaved Areas: Plus or minus 25 mm (1 inch).

2) Walks: Plus or minus 25 mm (1 inch).

3) Pavements: Plus or minus 13 mm (1 inch).

d. Grading Inside Building Lines: Finish subgrade to a tolerance of

13 mm (1/2 inch) when tested with a 3000 mm (10 foot)

straightedge.

3.3 UNDERPINNING:

A. Design of the underpinning system is the responsibility of the

Contractor and is subject to review and approval by the COTR.

Underpinning of existing building foundations, as indicated on
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structural drawings, or where excavation undermines existing

foundations, shall be accomplished in the following manner:

1. Make general excavation for new construction, where new foundations

are to be below existing foundations, to elevation of new foundations

(or sized stone subbase), maintaining a 45 degree sloped berm.

2. For underpinning pits, underpin existing wall foundations by

excavating 1200 mm (4 feet) wide pits to depth shown on drawings

skipping 3 sections at any one time so as to maintain support for

wall at all times.

3. Underpin intervening sections one at a time; no adjacent sections

shall be underpinned until concrete in adjacent sections shall have

reached 20 MPa (2500 psi) strength and have been dry packed with non-

shrink grout to obtain positive bearing. Sheet and brace underpinning

pits if soil will not stand on a vertical cut during this operation,

or as required for safety of workmen. Repack any voids behind

sheeting to prevent sloughing which could cause settlement of

existing foundations. Contractor performing this portion of work

shall have been prequalified by COTR as having previously performed

successfully this type of work or will demonstrate his capability for

successfully performing this work. It shall be sole responsibility of

the Contractor to guard against objectionable movement or settlement

and to preserve integrity of existing structures.

4. The tip elevation of the underpinning pits shall be a minimum of 900

mm (3 feet) below the adjacent excavation elevation.

5. Subgrades at the tip of the underpinning pit shall be clean, dry, and

free of debris and shall be observed by the COTR prior to concrete

placement.

6. Concrete shall not be permitted to free fall greater than 3000 mm (10

feet) into the pit.

3.4 FILLING AND BACKFILLING:

A. General: Do not fill or backfill until all debris, water, unsatisfactory

soil materials, obstructions, and deleterious materials have been

removed from excavation. For fill and backfill, use excavated materials

and borrow meeting the criteria specified herein, as applicable. Borrow

will be supplied at no additional cost to the Government. Do not use

unsuitable excavated materials. Do not backfill until foundation walls

have been completed above grade and adequately braced, waterproofing or

dampproofing applied, foundation drainage, and pipes coming in contact

with backfill have been installed and work inspected and approved by

COTR.
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B. Placing: Place materials in horizontal layers not exceeding 200 mm (8

inches) in loose depth for material compacted by heavy compaction

equipment, and not more than 100 mm (4 inches) in loose depth for

material compacted by hand-operated tampers and then compacted. Place

backfill and fill materials evenly on all sides of structures to

required elevations, and uniformly along the full length of each

structure. Place no material on surfaces that are muddy, frozen, or

contain frost.

C. Compaction: Compact with approved tamping rollers, sheepsfoot rollers,

pneumatic tired rollers, steel wheeled rollers, vibrator compactors, or

other approved equipment (hand or mechanized) well suited to soil being

compacted. Do not operate mechanized vibratory compaction equipment

within 3000 mm (10 feet) of new or existing building walls without prior

approval of COTR. Moisten or aerate material as necessary to provide

moisture content that will readily facilitate obtaining specified

compaction with equipment used. Compact soil to not less than the

following percentages of maximum dry density, according to ASTM D698 or

ASTM D1557 as specified below:

1. Fills, Embankments, and Backfill

a. Under proposed structures, building slabs, steps, and paved areas,

scarify and recompact top 300 mm (12 inches) of existing subgrade

and each layer of backfill or fill material in accordance with

ASTM D1557 to 95 percent of the maximum dry density as estimated

by the Modified Proctor Compaction Test.

b. Curbs, curbs and gutters, ASTM D1557 to 95 percent of the maximum

dry density as estimated by the Modified Proctor Compaction Test.

c. Under Sidewalks, scarify and recompact top 150 mm (6 inches) below

subgrade and compact each layer of backfill or fill material in

accordance with ASTM D1557 to 95 percent of the maximum dry

density as estimated by the Modified Proctor Compaction Test.

d. Landscaped areas, top 400 mm (16 inches), ASTM D1557 to 95 percent

of the maximum dry density as estimated by the Modified Proctor

Compaction Test.

e. Landscaped areas, below 400 mm (16 inches) of finished grade, ASTM

D1557 to 85 percent of the maximum dry density as estimated by the

Modified Proctor Compaction Test.

2. Natural Ground (Cut or Existing)

a. Under building slabs, steps and paved areas, top 150 mm (6

inches), ASTM D1557 to 95 percent of the maximum dry density as

estimated by the Modified Proctor Compaction Test.
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b. Curbs, curbs and gutters, top 150 mm (6 inches), ASTM D1557 to 95

percent of the maximum dry density as estimated by the Modified

Proctor Compaction Test.

c. Under sidewalks, top 150 mm (6 inches), ASTM D1557 to 95 percent

of the maximum dry density as estimated by the Modified Proctor

Compaction Test.

3.5 GRADING:

A. General: Uniformly grade the areas within the limits of this section,

including adjacent transition areas. Smooth the finished surface within

specified tolerance. Provide uniform levels or slopes between points

where elevations are indicated, or between such points and existing

finished grades. Provide a smooth transition between abrupt changes in

slope.

B. Cut rough or sloping rock to level beds for foundations. In pipe spaces

or other unfinished areas, fill low spots and level off with coarse sand

or fine gravel.

C. Slope backfill outside building away from building walls for a minimum

distance of 1800 mm (6 feet).

D. Finish grade earth floors in pipe basements as shown to a level, uniform

slope and leave clean.

E. Finished grade shall be at least 150 mm (6 inches) below bottom line of

window or other building wall openings unless greater depth is shown.

F. Place crushed stone or gravel fill under concrete slabs on grade,

tamped, and leveled. Thickness of fill shall be 150 mm (6 inches) unless

otherwise shown.

G. Finish subgrade in a condition acceptable to COTR at least one day in

advance of paving operations. Maintain finished subgrade in a smooth and

compacted condition until succeeding operation has been accomplished.

Scarify, compact, and grade subgrade prior to further construction when

approved compacted subgrade is disturbed by Contractor's subsequent

operations or adverse weather.

H. Grading for Paved Areas: Provide final grades for both subgrade and base

course to plus or minus 6 mm (0.25 inches) of indicated grades.

3.6 DISPOSAL OF UNSUITABLE AND EXCESS EXCAVATED MATERIAL:

A. Disposal: Remove surplus satisfactory soil and waste material, including

unsatisfactory soil, trash, and debris, and legally dispose of it off

Medical Center Cemetery property.
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B. Disposal: Transport surplus satisfactory soil to designated storage

areas on Medical Center property. Stockpile or spread soil as directed

by COTR.

1. Remove waste material, including unsatisfactory soil, trash, and

debris, and legally dispose of it off Medical Center property.

C. Place excess excavated materials suitable for fill and/or backfill on

site where directed.

D. Remove from site and dispose of any excess excavated materials after all

fill and backfill operations have been completed.

E. Segregate all excavated contaminated soil designated by the COTR from

all other excavated soils, and stockpile on site on two 0.15 mm (6 mil)

polyethylene sheets with a polyethylene cover. A designated area shall

be selected for this purpose. Dispose of excavated contaminated material

in accordance with State and Local requirements.

3.7 CLEAN UP:

Upon completion of earthwork operations, clean areas within contract

limits, remove tools, and equipment. Provide site clear, clean, free of

debris, and suitable for subsequent construction operations. Remove all

debris, rubbish, and excess material from Medical Center property.

----- E N D -----
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SECTION 32 05 23
CEMENT AND CONCRETE FOR EXTERIOR IMPROVEMENTS

PART 1 - GENERAL

1.1 DESCRIPTION

A. This section shall cover site work concrete constructed upon the

prepared subgrade and in conformance with the lines, grades, thickness,

and cross sections shown on the Drawings. Construction shall include the

following:

B. Curb.

C. Pedestrian Pavement: grade slabs.

D. Vehicular Pavement: Service courts.

E. Equipment Pads: Oxygen storage.

1.3 DESIGN REQUIREMENTS

Design all elements with the latest published version of applicable

codes.

1.4 WEATHER LIMITATIONS

A. Hot Weather: Follow the recommendations of ACI 305 or as specified to

prevent problems in the manufacturing, placing, and curing of concrete

that can adversely affect the properties and serviceability of the

hardened concrete. Methods proposed for cooling materials and

arrangements for protecting concrete shall be made in advance of

concrete placement and approved by Resident Engineer.

B. Cold Weather: Follow the recommendations of ACI 306 or as specified to

prevent freezing of concrete and to permit concrete to gain strength

properly. Use only the specified non-corrosive, non-chloride

accelerator. Do not use calcium chloride, thiocyantes or admixtures

containing more than 0.05 percent chloride ions. Methods proposed for

heating materials and arrangements for protecting concrete shall be made

in advance of concrete placement and approved by Resident Engineer.

1.5 SELECT SUBBASE MATERIAL JOB-MIX

The Contractor shall retain a testing laboratory to design a select

subbase material mixture and submit a job-mix formula to the Resident

Engineer, in writing, for approval. The formula shall include the source

of materials, gradation, plasticity index, liquid limit, and laboratory

compaction curves indicating maximum density at optimum moisture. Cost

of the testing laboratory to be included in the Contractor’s cost of

project.
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1.6 SUBMITTALS

Contractor shall submit the following.

A. Manufacturers' Certificates and Data certifying that the following

materials conform to the requirements specified.

1. Expansion joint filler

2. Hot poured sealing compound

3. Reinforcement

4. Curing materials

B. Jointing Plan for all concrete areas.

C. Concrete Mix Design.

D. Concrete Test Reports

E. Construction Staking Notes from Surveyor.

F. Data and Test Reports: Select subbase material.

1. Job-mix formula.

2. Source, gradation, liquid limit, plasticity index, percentage of

wear, and other tests as specified and in referenced publications.

PART 2 - PRODUCTS

2.1 GENERAL

A. Concrete Type: Concrete shall be as per Table 1 – Concrete Type, air

entrained.

TABLE I – CONCRETE TYPE

Concrete Strength Non-Air-
Entrained

Air-Entrained

Min. 28 Day
Comp. Str.

Psi (MPa)

Min. Cement

lbs/c. yd
(kg/m3)

Max. Water
Cement
Ratio

Min. Cement

lbs/c. yd
(kg/m3)

Max. Water

Cement
Ratio

Type A 5000 (35)1,3 630 (375) 0.45 650 (385) 0.40

Type B 4000 (30)1,3 550 (325) 0.55 570 (340) 0.50

Type C 3000 (25)1,3 470 (280) 0.65 490 (290) 0.55

Type D 3000 (25)1,2 500 (300) * 520 (310) *

1. If trial mixes are used, the proposed mix design shall achieve a

compressive strength 1200 psi (8.3 MPa) in excess of the compressed

strength. For concrete strengths above 5000 psi (35 Mpa), the

proposed mix design shall achieve a compressive strength 1400 psi

(9.7 MPa) in excess of the compressed strength.

2. For concrete exposed to high sulfate content soils maximum water

cement ratio is 0.44.
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3. Determined by Laboratory in accordance with ACI 211.1 for normal

concrete or ACI 211.2 for lightweight structural concrete.

B. Maximum Slump: Maximum slump, as determined by ASTM C143 with tolerances

as established by ASTM C94, for concrete to be vibrated shall be as

shown in Table II.

TABLE II – MAXIMUM SLUMP – INCHES (MM)

TYPE MAXIMUM SLUMP*

Curb & Gutter 3 inches (75 mm)

Pedestrian Pavement 3 inches (75 mm)

Vehicular Pavement 2 inches (50 mm) (Machine
Finished)

4 inches (100 mm) (Hand Finished)

Equipment Pad 3 to 4 inches (75 to 100 mm)

* For concrete to be vibrated: Slump as determined by ASTM C143.
Tolerances as established by ASTM C94.

2.2 REINFORCEMENT

A. The type, amount, and locations of steel reinforcement shall be as shown

on the drawings and in the specifications.

2.3 SELECT SUBBASE (WHERE REQUIRED)

A. Subbase material shall consist of select granular material composed of

sand, sand-gravel, crushed stone, crushed or granulated slag, with or

without soil binder, or combinations of these materials conforming to

AASHTO M147, as follows.

GRADE REQUIREMENTS FOR SOILS USED AS SUBBASE MATERIALS,

BASE COURSES AND SURFACES COURSES

AASHTO M147 Percentage Passing by Mass

Sieve Size Grades

(mm) (in) A B C D E F

50 2 100 100

25 1 75-95 100 100 100 100

9.5 3/8 30-65 40-75 50-85 60-100

4.47 No. 4 25-55 30-60 35-65 50-85 55-100 70-100

2.00 No. 10 15-40 20-45 25-50 40-70 40-100 55-100

0.425 No. 40 8-20 15-30 15-30 25-45 20-50 30-70

0.075 No. 200 2-8 5-20 5-15 5-20 6-20 8-25

B. Materials meeting other gradations than that noted will be acceptable

whenever the gradations are within a tolerance of three to five percent,
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plus or minus, of the single gradation established by the job-mix

formula, or as recommended by the geotechnical engineer and approved by

the Resident Engineer.

C. Subbase material shall produce a compacted, dense-graded course, meeting

the density requirement specified herein.

2.4 FORMS

A. Use metal or wood forms that are straight and suitable in cross-section,

depth, and strength to resist springing during depositing and

consolidating the concrete, for the work involved.

B. Do not use forms if they vary from a straight line more than 1/8 inch (3

mm) in any ten foot (3000 mm) long section, in either a horizontal or

vertical direction.

C. Wood forms should be at least 2 inches (50 mm) thick (nominal). Wood

forms shall also be free from warp, twist, loose knots, splits, or other

defects. Use approved flexible or curved forms for forming radii.

2.5 CONCRETE CURING MATERIALS

A. Concrete curing materials shall conform to one of the following:

1. Burlap having a weight of seven ounces (233 grams) or more per yard

(square meter) when dry.

2. Impervious Sheeting conforming to ASTM C171.

3. Liquid Membrane Curing Compound conforming to ASTM C309, Type 1 and

shall be free of paraffin or petroleum.

2.6 EXPANSION JOINT FILLERS

Material shall conform to ASTM D1751-04.

PART 3 - EXECUTION

3.1 SUBGRADE PENETRATION

B. Maintain the subgrade in a smooth, compacted condition, in conformance

with the required section and established grade until the succeeding

operation has been accomplished.

3.2 SELECT SUBBASE (WHERE REQUIRED)

A. Mixing: Proportion the select subbase by weight or by volume in

quantities so that the final approved job-mixed formula gradation,

liquid limit, and plasticity index requirements will be met after

subbase course has been placed and compacted. Add water in approved

quantities, measured by weight or volume, in such a manner to produce a

uniform blend.

B. Placing:

1. Place the mixed material on the prepared subgrade in a uniform layer

to the required contour and grades, and to a loose depth not to
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exceed 8 inches (200 mm), and that when compacted, will produce a

layer of the designated thickness.

2. When the designated compacted thickness exceeds 6 inches (150 mm),

place the material in layers of equal thickness. Remove

unsatisfactory areas and replace with satisfactory mixture, or mix

the material in the area.

3. In no case will the addition of thin layers of material be added to

the top layer in order to meet grade.

4. If the elevation of the top layer is 1/2 inch (13 mm) or more below

the grade, excavate the top layer and replace with new material to a

depth of at least 3 inches (75 mm) in compacted thickness.

C. Compaction:

1. Perform compaction with approved hand or mechanical equipment well

suited to the material being compacted.

2. Moisten or aerate the material as necessary to provide the moisture

content that will readily facilitate obtaining the specified

compaction with the equipment used.

3. Compact each layer to at least 95 percent or 100 percent of maximum

density.

D. Smoothness Test and Thickness Control: Test the completed subbase for

grade and cross section with a straight edge.

1. The surface of each layer shall not show any deviations in excess of

3/8 inch (10 mm).

2. The completed thickness shall be within 1/2 inch (13 mm) of the

thickness as shown on the Drawings.

E. Protection:

1. Maintain the finished subbase in a smooth and compacted condition

until the concrete has been placed.

2. When Contractor's subsequent operations or adverse weather disturbs

the approved compacted subbase, excavate, and reconstruct it with new

material meeting the requirements herein specified, at no additional

cost to the Government.

3.3 SETTING FORMS

A. Base Support:

1. Compact the base material under the forms true to grade so that, when

set, they will be uniformly supported for their entire length at the

grade as shown.

2. Correct imperfections or variations in the base material grade by

cutting or filling and compacting.

B. Form Setting:
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1. Set forms sufficiently in advance of the placing of the concrete to

permit the performance and approval of all operations required with

and adjacent to the form lines.

2. Set forms to true line and grade and use stakes, clamps, spreaders,

and braces to hold them rigidly in place so that the forms and joints

are free from play or movement in any direction.

3. Forms shall conform to line and grade with an allowable tolerance of

1/8 inch (3 mm) when checked with a straightedge and shall not

deviate from true line by more than 1/4 inch (6 mm) at any point.

4. Do not remove forms until removal will not result in damaged concrete

or at such time to facilitate finishing.

5. Clean and oil forms each time they are used.

6. Make necessary corrections to forms immediately before placing

concrete.

7. When any form has been disturbed or any subgrade or subbase has

become unstable, reset and recheck the form before placing concrete.

C. Staking notes shall be submitted for approval to the Resident Engineer

prior to placement of concrete. If discrepancies exist between the field

conditions and the Drawings, Contractor shall notify Resident Engineer

immediately. No placement of concrete shall occur if a discrepancy

greater than 1 inch (25 mm) is discovered.

3.4 EQUIPMENT

A. The Resident Engineer shall approve equipment and tools necessary for

handling materials and performing all parts of the work prior to

commencement of work.

B. Maintain equipment and tools in satisfactory working condition at all

times.

3.5 PLACING REINFORCEMENT

A. Reinforcement shall be free from dirt, oil, rust, scale or other

substances that prevent the bonding of the concrete to the

reinforcement. All reinforcement shall be supported for proper placement

within the concrete section.

B. Before the concrete is placed, the Resident Engineer shall approve the

reinforcement placement, which shall be accurately and securely fastened

in place with suitable supports and ties. The type, amount, and position

of the reinforcement shall be as shown on the Drawings.

3.6 PLACING CONCRETE - GENERAL

A. Obtain approval of the Resident Engineer before placing concrete.
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B. Remove debris and other foreign material from between the forms before

placing concrete.

C. Before the concrete is placed, uniformly moisten the subgrade, base, or

subbase appropriately, avoiding puddles of water.

D. Convey concrete from mixer to final place of deposit by a method which

will prevent segregation or loss of ingredients. Deposit concrete so

that it requires as little handling as possible.

E. While being placed, spade or vibrate and compact the concrete with

suitable tools to prevent the formation of voids or honeycomb pockets.

Vibrate concrete well against forms and along joints. Over-vibration or

manipulation causing segregation will not be permitted. Place concrete

continuously between joints without bulkheads.

F. Install a construction joint whenever the placing of concrete is

suspended for more than 30 minutes and at the end of each day's work.

G. Workmen or construction equipment coated with foreign material shall not

be permitted to walk or operate in the concrete during placement and

finishing operations.

H. Cracked or Chipped Concrete Surfaces and Bird Baths. Cracked or chipped

concrete and bird baths will not be allowed. Concrete with cracks or

chips and bird baths will be removed and replaced to the nearest joints,

and as approved by the Resident Engineer, by the Contractor with no

additional cost to the Government.

3.7 PLACING CONCRETE FOR CURB AND GUTTER, PEDESTRIAN PAVEMENT, AND EQUIPMENT
PADS

A. Place concrete in the forms in one layer of such thickness that, when

compacted and finished, it will conform to the cross section as shown.

B. Deposit concrete as near to joints as possible without disturbing them

but do not dump onto a joint assembly.

C. After the concrete has been placed in the forms, use a strike-off guided

by the side forms to bring the surface to the proper section to be

compacted.

D. Consolidate the concrete thoroughly by tamping and spading, or with

approved mechanical finishing equipment.

E. Finish the surface to grade with a wood or metal float.

F. All Concrete pads and pavements shall be constructed with sufficient

slope to drain properly.

3.8 PLACING CONCRETE FOR VEHICULAR PAVEMENT

A. Deposit concrete into the forms as close as possible to its final

position.

B. Place concrete rapidly and continuously between construction joints.
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C. Strike off concrete and thoroughly consolidate by a finishing machine,

vibrating screed, or by hand-finishing.

D. Finish the surface to the elevation and crown as shown.

E. Deposit concrete as near the joints as possible without disturbing them

but do not dump onto a joint assembly. Do not place adjacent lanes

without approval by the Resident Engineer.

3.9 CONCRETE FINISHING - GENERAL

A. The sequence of operations, unless otherwise indicated, shall be as

follows:

1. Consolidating, floating, straight-edging, troweling, texturing, and

edging of joints.

2. Maintain finishing equipment and tools in a clean and approved

condition.

3.10 CONCRETE FINISHING CURB AND GUTTER

A. Round the edges of the gutter and top of the curb with an edging tool to

a radius of 1/4 inch (6 mm) or as otherwise detailed.

B. Float the surfaces and finish with a smooth wood or metal float until

true to grade and section and uniform in textures.

C. Finish the surfaces, while still wet, with a bristle type brush with

longitudinal strokes.

D. Immediately after removing the front curb form, rub the face of the curb

with a wood or concrete rubbing block and water until blemishes, form

marks, and tool marks have been removed. Brush the surface, while still

wet, in the same manner as the gutter and curb top.

E. Except at grade changes or curves, finished surfaces shall not vary more

than 1/8 inch (3 mm) for gutter and 1/4 (6 mm) for top and face of curb,

when tested with a 10 foot (3000 mm) straightedge.

F. Remove and reconstruct irregularities exceeding the above for the full

length between regularly scheduled joints.

G. Correct any depressions which will not drain. See Article 3.6, Paragraph

H, above.

H. Visible surfaces and edges of finished curb, gutter, and/or combination

curb and gutter shall be free of blemishes, form marks, and tool marks,

and shall be uniform in color, shape, and appearance.

3.11 CONCRETE FINISHING PEDESTRIAN PAVEMENT

A. Walks, Grade Slabs:

1. Finish the surfaces to grade and cross section with a metal float,

troweled smooth and finished with a broom moistened with clear water.

2. Brooming shall be transverse to the line of traffic.

3. Finish all slab edges, including those at formed joints, carefully

with an edger having a radius as shown on the Drawings.
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4. Unless otherwise indicated, edge the transverse joints before

brooming. The brooming shall eliminate the flat surface left by the

surface face of the edger. Execute the brooming so that the

corrugation, thus produced, will be uniform in appearance and not

more than 1/16 inch (2 mm) in depth.

5. The completed surface shall be uniform in color and free of surface

blemishes, form marks, and tool marks. The finished surface of the

pavement shall not vary more than 3/16 inch (5 mm) when tested with a

10 foot (3000 mm) straightedge.

6. The thickness of the pavement shall not vary more than 1/4 inch (6

mm).

7. Remove and reconstruct irregularities exceeding the above for the

full length between regularly scheduled joints at no additional cost

to the Government.

3.12 CONCRETE FINISHING FOR VEHICULAR PAVEMENT

A. Accomplish longitudinal floating with a longitudinal float not less than

10 feet (3000 mm) long and 6 inches (150 mm) wide, properly stiffened to

prevent flexing and warping. Operate the float from foot bridges in a

sawing motion parallel to the direction in which the pavement is being

laid from one side of the pavement to the other, and advancing not more

than half the length of the float.

B. After the longitudinal floating is completed, but while the concrete is

still plastic, eliminate minor irregularities in the pavement surfaces

by means of metal floats, 5 feet (1500 mm) in length, and straightedges,

10 feet (3000 mm) in length. Make the final finish with the

straightedges, which shall be used to float the entire pavement surface.

C. Test the surface for trueness with a 10 foot (3000 mm) straightedge held

in successive positions parallel and at right angles to the direction in

which the pavement is being laid and the entire area covered as

necessary to detect variations. Advance the straightedge along the

pavement in successive stages of not more than one half the length of

the straightedge. Correct all irregularities and refinish the surface.

D. The finished surface of the pavement shall not vary more than 1/4 inch

(6 mm) in both longitudinal and transverse directions when tested with a

10 foot (3000 mm) straightedge.

E. The thickness of the pavement shall not vary more than 1/4 inch (6 mm).

F. When most of the water glaze or sheen has disappeared and before the

concrete becomes nonplastic, give the surface of the pavement a broomed

finish with an approved fiber broom not less than 18 inches (450 mm)

wide. Pull the broom gently over the surface of the pavement from edge

to edge. Brooming shall be transverse to the line of traffic and so
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executed that the corrugations thus produced will be uniform in

character and width, and not more than 1/8 inch (3 mm) in depth.

Carefully finish the edge of the pavement along forms and at the joints

with an edging tool. The brooming shall eliminate the flat surface left

by the surface face of the edger.

G. The finish surfaces of new and existing abutting pavements shall be

flush and in alignment at their juncture.

3.13 CONCRETE FINISHING EQUIPMENT PADS

A. After the surface has been struck off and screeded to the proper

elevation, provide a smooth dense float finish, free from depressions or

irregularities.

B. Carefully finish all slab edges with an edger having a radius as shown

in the Drawings.

C. After removing the forms, rub the faces of the pad with a wood or

concrete rubbing block and water until blemishes, form marks, and tool

marks have been removed. The finish surface of the pad shall not vary

more than 1/8 inch (3 mm) when tested with a 10 foot (3000 mm)

straightedge.

D. Correct irregularities exceeding the above. See Article 3.6, Paragraph

H, above.

3.14 JOINTS - GENERAL

A. Place joints, where shown on the Shop Drawings and Drawings, conforming

to the details as shown, and perpendicular to the finished grade of the

concrete surface.

B. Joints shall be straight and continuous from edge to edge of the

pavement.

3.15 CONTRACTION JOINTS

A. Cut joints to depth as shown with a grooving tool or jointer of a radius

as shown or by sawing with a blade producing the required width and

depth.

B. Construct joints in curbs and gutters by inserting 1/8 inch (3 mm) steel

plates conforming to the cross sections of the curb and gutter.

C. Plates shall remain in place until concrete has set sufficiently to hold

its shape and shall then be removed.

D. Finish edges of all joints with an edging tool having the radius as

shown.

E. Score pedestrian pavement with a standard grooving tool or jointer.

3.16 EXPANSION JOINTS

A. Use a preformed expansion joint filler material of the thickness as

shown to form expansion joints.
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B. Material shall extend the full depth of concrete, cut and shaped to the

cross section as shown, except that top edges of joint filler shall be

below the finished concrete surface where shown to allow for sealing.

C. Anchor with approved devices to prevent displacing during placing and

finishing operations.

D. Round the edges of joints with an edging tool.

E. Form expansion joints as follows:

1. Without dowels, about structures and features that project through,

into, or against any site work concrete construction.

2. Using joint filler of the type, thickness, and width as shown.

3. Installed in such a manner as to form a complete, uniform separation

between the structure and the site work concrete item.

3.17 CONSTRUCTION JOINTS

A. Locate longitudinal and transverse construction joints between slabs of

vehicular pavement as shown on the Shop Drawing jointing plan and

Drawings.

B. Place transverse construction joints of the type shown, where indicated

and whenever the placing of concrete is suspended for more than 30

minutes.

C. Use a butt-type joint with dowels in curb and gutter.

D. Use keyed joints with tiebars if the joint occurs in the middle third of

the normal curb and joint interval.

3.18 FORM REMOVAL

A. Forms shall remain in place at least 12 hours after the concrete has

been placed. Remove forms without injuring the concrete.

B. Do not use bars or heavy tools against the concrete in removing the

forms. Promptly repair any concrete found defective after form removal.

3.20 CURING OF CONCRETE

A. Cure concrete by one of the following methods appropriate to the weather

conditions and local construction practices, against loss of moisture,

and rapid temperature changes for at least seven days from the beginning

of the curing operation. Protect unhardened concrete from rain and

flowing water. All equipment needed for adequate curing and protection

of the concrete shall be on hand and ready to install before actual

concrete placement begins. Provide protection as necessary to prevent

cracking of the pavement due to temperature changes during the curing

period. If any selected method of curing does not afford the proper

curing and protection against concrete cracking, remove and replace the

damaged pavement and employ another method of curing as directed by the

Resident Engineer.
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B. Burlap Mat: Provide a minimum of two layers kept saturated with water

for the curing period. Mats shall overlap each other at least 150 mm (6

inches).

C. Impervious Sheeting: Use waterproof paper, polyethylene-coated burlap,

or polyethylene sheeting. Polyethylene shall be at least 4 mils (0.1 mm)

in thickness. Wet the entire exposed concrete surface with a fine spray

of water and then cover with the sheeting material. Sheets shall overlap

each other at least 12 inches (300 mm). Securely anchor sheeting.

D. Liquid Membrane Curing:

1. Apply pigmented membrane-forming curing compound in two coats at

right angles to each other at a rate of 200 square feet per gallon (5

m2/L) for both coats.

2. Do not allow the concrete to dry before the application of the

membrane.

3. Cure joints designated to be sealed by inserting moistened paper or

fiber rope or covering with waterproof paper prior to application of

the curing compound, in a manner to prevent the curing compound

entering the joint.

4. Immediately re-spray any area covered with curing compound and

damaged during the curing period.

3.21 CLEANING

A. After completion of the curing period:

1. Remove the curing material (other than liquid membrane).

2. Sweep the concrete clean.

3. After removal of all foreign matter from the joints, seal joints as

specified.

4. Clean the entire concrete of all debris and construction equipment as

soon as curing and sealing of joints has been completed.

3.22 PROTECTION

The contractor shall protect the concrete against all damage prior to

final acceptance by the Government. Remove concrete containing excessive

cracking, fractures, spalling, or other defects and reconstruct the

entire section between regularly scheduled joints, when directed by the

Resident Engineer, and at no additional cost to the Government. Exclude

traffic from vehicular pavement until the concrete is at least seven

days old, or for a longer period of time if so directed by the Resident

Engineer.

3.23 FINAL CLEAN-UP

Remove all debris, rubbish and excess material from the Station.

- - - E N D - - -


